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SKF Pulleys

W nazewnictwie kot pasowych oferowanych przez SKF zostat przyjety przyrostek PHP.

Wszystkie kota pasowe maja wymiary umozliwiajace wspotprace ze standardowymi pasami.

Produkowane przez SKF kota pasowe sg oznaczane zgodnie z tradycyjnym formatem podstawowego oznaczenia
czesci - wedtug IS0, BS lub DIN.

Kota pasowe - pasy klinowe
Struktura oznaczenia kot pasowych SKF jest wyjasniona na ponizszym przyktadzie.

SKF Designation prefix PHP 4 SPB 800 TB 5040

Groove number
The number of grooves on the pulley

Belt type
Belt section being applied to the pulley
Conforms with standards for dimensions for groove profile

Pulley diameter
Pitch circle pulley dimension

Wedge belt pulley — millimetres (mm)
Classical and Narrow wedge — 1/10 inch

Shaft fixing type J
Taper bushing — TB standard catalogue taper bush applied

QD - designation of bushing series e.g. M

Rough stock bore — RSB

Supplementary
Possible other options and special requirements
Non standard bushing size — e.g 5040

Bore to size - X125MM

Pulleys (PHP Product Group)
Classical and trapezoidal inch pitch timing pulleys (MXL, XL, L, H, XH, XXH)
are manufactured according to IS0 5294.

Metric pitch series timing pulleys (T/AT) are manufactured according to
DIN 7721.

All SKF V-belt pulleys are manufactured to the standards I1SO 4183,

DIN 2211, ANSI Narrow V-belt pulley IP-22 and the ANSI Classical V-belt
pulley IP-20. They are interchangeable with type SPA, SPB, SPC and SPZ.
The pulleys are made from cast iron G3000 (GG ) to American standard
“SAEJ431AVGY6".

Following are the requirements of G3000:

« Tensile strength = 207Mpa

« Hardness = HB 187-241

« Chemical composition C 3,1-3,4 %, Si 1,9-2,3 %, Mn 0,6-0,9 %,
S=0,15% P =0,15%

After being machined, pulleys are phosphated and treated with a rustproof
oil.

All pulleys are statically balanced to G6.3 according to ISO 1940. After
balanced the pulleys are suitable for the linear speed of not more than
35m/s. Two Plane (Dynamic) balancing can be provided on request.

SKF can issue a certificate stating that all pulleys are dynamically balanced
in case of any special customer request.
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Standard pulley groove dimensions DIN2211/1 & BS3970
Classical V-belt pulleys | Narrow Wedge V-belt pulleys (DIN / BS /1S0) | Narrow wedge belt pulleys (RMA)

Nomenclature: F
A Pulley groove included angle (°) xA—
0D Outside diameter bg—my
PD Effective (pitch) diameter | /\+ by */_\r /_4L
by Effective width at pitch line T T
b,  Groove top width t
¢ Distance from pitch to outside diameter (= OD - PD/2) \—/ \/ \
e Transverse pitch of grooves (to centers) —
f  Minimum recommended distance from edge of pulley to centre of oD PD
first groove
t  Total groove depth e f—

Classical V-belt pulleys

Classical belt Pitch diameter range Groove angle Dimensions
series
a by by t c e

- mm ° mm

13/A-17/B 85-170 34 15,55 15,88 19,05 4,45 12,70
Over 170 38 15,88 19,05 4,45 12,70

22/C 178 - 203 34 22,33 19,81 25,40 5,08 17,48
203 - 305 36 22,53 19,81 25,40 5,08 17,48
Over 305 38 22,73 19,81 25,40 5,08 17,48

32/D 305 - 330 34 31,98 26,67 36,53 7,62 22,23
330-432 36 32,28 26,67 36,53 7,62 22,23
Over 432 38 32,59 26,67 36,53 7,62 22,23

4O/E 457 - 610 36 38,79 33,02 44,45 10,16 31,24
Over 610 38 39,17 33,02 44,45 10,16 31,24

Narrow Wedge V-belt pulleys (DIN / BS / 1S0)

Classical belt Pitch diameter range Groove angle Dimensions
series
a by by t(+06/-00)) c e f

- mm °© mm

SPZ Up to &incl. 80 34 9.7 8,5 11,00 2,00 12,0+ 03 8,0
Over 80 38 9,7 8,5 11,00 2,00 12,0+0,3 8,0

SPA Up to &incl. 118 34 12,7 11,0 14,00 2,80 15,0+0,3 10,0
Over 118 38 12,7 11,0 14,00 2,80 15,0+0,3 10,0

SPB Up to &incl. 190 34 16,2 14,4 18,00 3,50 19,0+ 0,4 12,5
Over 190 38 16,2 14,4 18,00 3,50 19,0+ 0,4 12,5

SPC Up to &incl. 315 34 22,0 19,0 24,00 4,80 255+05 17,0
Over 315 38 22,0 19,0 24,00 4,80 255+0,5 17,0

Narrow wedge belt pulleys (RMA)

RMA Belt Pitch diameter range Groove angle Dimensions

series

a by bq t c e f

- mm °© mm

3V, 3vX Up to &incl. 90 36 8,89 8,89 8,64 0,64 103+ 04 8,74
Over 90 - 150 38 8,89 8,89 8,64 0,64 103+ 0,4 8,74
Over150 - 305 40 8,89 8,89 8,64 0,64 103+ 0,4 8,74
Over 305 42 8,89 8,89 8,64 0,64 103+ 0,4 8,74

5V, 5VX Over 140 - 255 38 15,24 12,70 14,98 1,27 17,5+ 0,4 3,20
Over 255 - 405 40 15,24 12,70 14,98 1,27 175+ 04 3,20
Over 405 42 15,24 12,70 14,98 1,27 175+ 0,4 3,20

8V, 8VX Over 315 - 405 38 25,40 25,40 25,15 2,54 28,6 +0,4 6,40
Over 405 - 570 40 25,40 25,40 25,15 2,54 28,6 0,4 6,40
Over 570 42 25,40 25,40 25,15 2,54 28,6 0,4 6,40
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Wedge belt pulleys

SPZ taper bushed
- f— F —=f -~ F—y e F i A
=1 \_A A
\7\/ l AAAT ALAS VAV, A
I — I [ } -
ODPD ODPD G 0D PD ODPD H G ODP H G
S — | | S
N\ /'\‘_ /'\V/' V/'\V/'\\_ /"V/'\U/'\V "\\_ JAVAN WAV
oM K =L~ Kl =Ml Ko M Kol M
L] o
Type 1 Type 2 Type 3 Type 4 Type 5
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPZ 1 50 9 1008 54,0 9 25 37 28 12,0 22 - - 03 PHP 1SPZ50TB
56 9 1008 60,0 9 25 37 23 12,0 22 - - 05 PHP 1SPZ56TB
60 1 1008 64,0 9 25 22 - - 22 - - 03 PHP 1SPZ60TB
63 1 1108 67,0 9 28 16 - 22 6,0 62 03 PHP 1SPZ63TB
67 1 1108 71,0 9 28 16 - - 22 6,0 62 03 PHP 1SPZ67TB
71 1 1108 75,0 9 28 16 - - 22 6,0 62 0,4 PHP 1SPZ71TB
75 1 1108 79,0 9 28 16 - - 22 6,0 62 0,4 PHP 1SPZ75TB
80 1 1210 84,0 11 32 16 . . 25 9,0 75 0,5 PHP 1SPZ80TB
85 1 1210 89,0 11 32 16 . . 25 9,0 75 0,7 PHP 1SPZ85TB
90 1 1210 94,0 11 32 16 . . 25 9,0 75 0,7 PHP 1SPZ90TB
95 1 1210 99,0 11 32 16 - - 25 9,0 75 08 PHP 1SPZ95TB
100 1 1210 104,0 11 32 16 - - 25 9,0 75 09 PHP 1SPZ100TB
106 1 1610 110,0 14 42 16 - - 25 9,0 80 1,0 PHP 1SPZ106TB
112 1 1610 116,0 14 42 16 - - 25 9,0 80 11 PHP 1S5PZ112TB
118 1 1610 122,0 14 42 16 - - 25 9,0 80 1,2 PHP 15PZ118TB
125 1 1610 129,0 14 42 16 - - 25 9,0 80 13 PHP 1SPZ125TB
132 1 1610 136,0 14 42 16 - - 25 9,0 80 1,5 PHP 1SPZ132TB
140 1 1610 144,0 14 42 16 - - 25 9,0 80 1,7 PHP 1SPZ140TB
150 1 1610 154,0 14 42 16 - - 25 9,0 80 2,0 PHP 1SPZ150TB
160 1 1610 164,0 14 42 16 - - 25 9,0 80 2.2 PHP 1SPZ160TB
170 1 1610 174,0 14 42 16 - - 25 9,0 80 2,2 PHP 1SPZ170TB
180 4 1610 184,0 14 42 16 152 - 25 9.0 92 21 PHP 1SPZ180TB
190 4 1610 194,0 14 42 16 161 - 25 9,0 92 2,7 PHP 1SPZ190TB
200 4 2012 204,0 14 50 16 172 - 32 16,0 100 3,4 PHP 1SPZ200TB
224 4 2012 228,0 14 50 16 196 - 32 16,0 100 3,6 PHP 1SPZ224TB
250 4 2012 254,0 14 50 16 222 8,0 32 8,0 100 4,6 PHP 1SPZ250TB
280 4 2012 284,0 14 50 16 252 8,0 32 8,0 100 55 PHP 1SPZ280TB
315 4 2012 319,0 14 50 16 287 8,0 32 8,0 100 6,7 PHP 1SPZ315TB
355 4 2012 359,0 14 50 16 326 8,0 32 8,0 112 6,8 PHP 1SPZ355TB
400 4 2012 404,0 14 50 16 371 8,0 32 8,0 112 6,9 PHP 1SPZ400TB
450 4 2517 454,0 16 60 16 421 14,5 45 14,5 120 7.2 PHP 1SPZ450TB
SPZ 2 50 9 1008 54,0 9 25 49 28 25,0 22 - - 0.4 PHP 2SPZ50TB
56 9 1008 60,0 9 25 49 35 27,0 22 - - 05 PHP 2SPZ56TB
60 9 1108 64,0 9 25 49 36 27,0 22 - - 0,7 PHP 2SPZ60TB
63 6 1108 67,0 9 28 28 40 6,0 22 - - 03 PHP 2SPZ63TB
67 6 1108 71,0 9 28 28 42 6,0 22 - - 04 PHP 2SPZ67TB
71 6 1108 75,0 9 28 28 42 6,0 22 - - 05 PHP 25PZ71TB
75 6 1210 79,0 11 32 28 51 3,0 25 - - 0,5 PHP 2SPZ75TB
80 6 1210 84,0 11 32 28 51 3,0 25 - - 0,6 PHP 2SPZ80TB
85 6 1610 89,0 14 42 28 60 3,0 25 - - 0,6 PHP 2SPZ85TB
90 6 1610 94,0 14 42 28 61 3,0 25 - - 07 PHP 25PZ90TB
95 6 1610 99,0 14 42 28 66 3,0 25 - - 08 PHP 2SPZ95TB
100 6 1610 104,0 14 42 28 71 3,0 25 - - 0,9 PHP 25PZ100TB
106 6 1610 110,0 14 42 28 76 3,0 25 - - 11 PHP 25PZ106TB
112 6 1610 116,0 14 42 28 84 3,0 25 - - 1.3 PHP 25PZ112TB
118 6 1610 122,0 14 42 28 90 3,0 25 - 1,5 PHP 25PZ118TB
125 6 1610 129,0 14 42 28 97 30 25 - - 1,7 PHP 2SPZ125TB
132 6 1610 136,0 14 42 28 104 30 25 - - 2,0 PHP 25PZ132TB
140 6 1610 144,0 14 42 28 112 30 25 - - 2,4 PHP 2SPZ140TB
150 1 2012 154,0 14 50 28 - - 32 4,0 100 2,6 PHP 25PZ150TB
160 1 2012 164,0 14 50 28 - - 32 4,0 100 31 PHP 25PZ160TB
170 1 2012 174,0 14 50 28 - - 32 4,0 100 2,8 PHP 25PZ170TB
180 8 2012 184,0 14 50 28 152 - 32 100 2,9 PHP 25PZ180TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPZ taper bushed
- F—~ (- F —= ~ F =y — F—
AAAT VAVAV] ) A VAV,
I L — ‘ -
0D PD G ODPD H G 0D PD H G ODPD G
— — I —
JAVAVAVAN N f\[\. JAWAN
K e Kol -lM K. M o K L~
L
Type 6 Type 7 Type 8 Type 9
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPZ 2 190 8 2012 194,0 14 50 28 161 - 32 4,0 100 31 PHP 25PZ190TB
200 4 2012 204,0 14 50 28 171 - 32 4,0 100 34 PHP 25PZ200TB
224 4 2012 228,0 14 50 28 196 - 32 4,0 100 45 PHP 2SPZ224TB
250 4 2012 254,0 14 50 28 222 2,0 32 2,0 100 54 PHP 2SPZ250TB
280 4 2012 284,0 14 50 28 252 2,0 32 2,0 100 6,2 PHP 25PZ280TB
315 4 2012 319,0 14 50 28 286 2,0 32 2,0 100 7.2 PHP 2SPZ315TB
355 4 2012 359,0 14 50 28 326 2,0 32 2,0 112 8,6 PHP 2SPZ355TB
400 4 2517 404,0 16 60 28 371 8,5 45 8,5 120 9,9 PHP 2SPZ400TB
450 4 2517 454,0 16 60 28 421 8,5 45 8,5 120 11,2 PHP 2SPZ450TB
SPZ 3 63 6 1108 67,0 9 28 40 40 18,0 22 - - 04 PHP 3SPZ63TB
67 6 1108 71,0 9 28 40 42 18,0 22 - - 05 PHP 3SPZ67TB
71 6 1108 75,0 9 28 40 42 18,0 22 - - 0,6 PHP 3SPZ71TB
75 6 1210 79,0 11 32 40 48 15,0 25 - - 0,7 PHP 3SPZ75TB
80 6 1210 84,0 11 32 40 51 15,0 25 - - 0,7 PHP 3SPZ80TB
85 6 1610 89,0 14 42 40 60 15,0 25 - - 08 PHP 3SPZ85TB
90 6 1610 94,0 14 42 40 61 5, 25 - - 09 PHP 3SPZ90TB
95 6 1610 99,0 14 42 40 66 15,0 25 - - 1,0 PHP 3SPZ95TB
100 6 1610 104,0 14 42 40 71 15,0 25 - - 11 PHP 35PZ100TB
106 6 1610 110,0 14 42 40 78 15,0 25 - - 1.4 PHP 3S5PZ106TB
112 6 2012 116,0 14 50 40 84 8,0 32 - - 1.4 PHP 35PZ112TB
118 6 2012 122,0 14 50 40 92 8,0 32 - - 1,7 PHP 35PZ118TB
125 2 2012 129,0 14 50 40 97 - 32 8,0 - 2,0 PHP 3S5PZ125TB
132 2 2012 136,0 14 50 40 104 - 32 8,0 - 2,3 PHP 35PZ132TB
140 2 2012 144,0 14 50 40 112 - 32 8,0 - 2,7 PHP 35PZ140TB
150 2 2012 154,0 14 50 40 122 - 32 8,0 - 33 PHP 3SPZ150TB
160 2 2012 164,0 14 50 40 132 - 32 8,0 - 39 PHP 3SPZ160TB
170 3 2012 174,0 14 50 40 141 4,0 32 4,0 - 32 PHP 3S5PZ170TB
180 7 2012 184,0 14 50 40 152 - 32 8,0 100 3,4 PHP 35PZ180TB
190 7 2012 194,0 14 50 40 161 4,0 32 4,0 100 34 PHP 35PZ190TB
200 5 2012 204,0 14 50 40 172 4,0 32 4,0 100 3,9 PHP 35PZ200TB
224 5 2012 228,0 14 50 40 196 4,0 32 4,0 100 5,4 PHP 35PZ224TB
250 5 2012 254,0 14 50 40 222 4,0 32 4,0 100 6,4 PHP 3SPZ250TB
280 4 2517 284,0 16 60 40 252 2,5 45 2,5 120 83 PHP 35PZ280TB
315 4 2517 319,0 16 60 40 287 2,5 45 2,5 120 10,1 PHP 35PZ315TB
355 4 2517 359,0 16 60 40 326 2,5 45 2,5 120 11,7 PHP 3SPZ355TB
400 4 2517 404,0 16 60 40 371 2,5 45 2,5 120 13,3 PHP 3SPZ400TB
450 4 2517 4540 16 60 40 421 2,5 45 2,5 120 14,6 PHP 3SPZ450TB
500 4 2517 504,0 16 60 40 471 2,5 45 2,5 120 15,8 PHP 3SPZ500TB
630 4 3020 634,0 25 75 40 601 55 45 2,5 120 17,0 PHP 3SPZ630TB
800 4 3020 804,0 25 75 40 771 55 51 2,5 150 330 PHP 35PZ800TB
SPZ 4 63 6 1108 67,0 9 28 52 38 30,0 22 - - 05 PHP 4SPZ63TB
67 6 1108 71,0 9 28 52 41 30,0 22 - N 0,6 PHP 4SPZ67TB
71 6 1108 75,0 9 28 52 45 30,0 22 - N 0,7 PHP 4SPZ71TB
75 6 1210 79,0 11 32 52 46 27,0 25 N N 08 PHP 4SPZ75TB
80 6 1210 84,0 11 32 52 51 27,0 25 - - 09 PHP 4SPZ80TB
85 6 1610 89,0 14 42 52 60 27,0 25 - - 1,0 PHP 4SPZ85TB
90 6 1610 94,0 14 42 52 61 27,0 25 - - 11 PHP 4SPZ90TB
95 6 1610 99,0 14 42 52 66 27,0 25 - - 13 PHP 4SPZ95TB
100 6 1610 104,0 14 42 52 72 27,0 25 - - 1,4 PHP 4SPZ100TB
106 6 1610 110,0 14 42 52 80 27,0 25 - - 1,6 PHP 45PZ106TB
112 6 2012 116,0 14 50 52 86 20,0 32 - - 1,7 PHP 4SPZ112TB
118 6 2012 122,0 14 50 52 92 20,0 32 - - 2,0 PHP 45PZ118TB
125 2 2012 129,0 14 50 52 99 - 32 20,0 - 23 PHP 45PZ125TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPZ taper bushed
- f— F —=f -~ F—y e F i A
=1 \_A A
\7\/ l AAAT ALAS VAV, A
I — I [ } -
ODPD ODPD G 0D PD ODP H ODP H G
S — | | S
N\ /'\‘_ /'\V/' V/'\V/'\\_ /"V/'\U/'\V "\\_ JAVAN WAV
oM K =L~ Kl =Ml Ko M Kol M
L] o
Type 1 Type 2 Type 3 Type 4 Type 5
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPZ 4 132 2 2012 136,0 14 50 52 104 - 32 20,0 - 2,6 PHP 45PZ132TB
140 2 2012 144,0 14 50 52 112 - 32 20,0 - 31 PHP 4SPZ140TB
150 2 2517 154,0 16 60 52 122 - 45 7,0 - 38 PHP 4SPZ150TB
160 2 2517 164,0 16 60 52 132 - 45 7,0 - 46 PHP 4SPZ160TB
170 2 2517 174,0 16 65 52 141 - 45 7,0 - 55 PHP 45PZ170TB
180 2 2517 184,0 16 60 52 152 - 45 7,0 - 63 PHP 4SPZ180TB
190 3 2517 194,0 16 65 52 161 35 45 35 - 53 PHP 4S5PZ190TB
200 7 2517 204,0 16 60 52 172 3,5 45 35 120 5,4 PHP 4SPZ200TB
224 5 2517 228,0 16 60 52 196 35 45 35 120 7.0 PHP 4SPZ224TB
250 5 2517 254,0 16 60 52 222 35 45 35 120 8,0 PHP 4SPZ250TB
280 5 2517 284,0 16 60 52 252 35 45 35 120 9,5 PHP 4SPZ280TB
315 5 2517 319,0 16 60 52 287 35 45 35 120 121 PHP 4SPZ315TB
355 5 2517 359,0 16 60 52 326 35 45 35 120 12,8 PHP 4SPZ355TB
400 5 2517 404,0 16 60 52 371 35 45 35 120 13,6 PHP 4SPZ400TB
450 5 3020 454,0 25 75 52 421 05 51 05 150 14,5 PHP 4SPZ450TB
500 5 3020 504,0 25 75 52 471 05 51 05 150 17,3 PHP 4SPZ500TB
630 4 3030 634,0 35 75 52 601 12,0 76 12,0 150 23,0 PHP 4SPZ630TB
800 4 3030 804,0 35 75 52 771 12,0 76 12,0 150 36,0 PHP 4SPZ800TB
SPZ 5 85 6 1610 89,0 14 42 64 60 39,0 25 - - 13 PHP 5SPZ85TB
90 6 1610 94,0 14 42 64 61 39,0 25 - - 13 PHP 55PZ90TB
95 6 1610 99,0 14 42 64 66 39,0 25 - - 15 PHP 5SPZ95TB
100 6 2012 104,0 14 50 64 72 32,0 32 - - 1,6 PHP 5S5PZ100TB
106 6 2012 110,0 14 50 64 78 32,0 32 - - 18 PHP 55PZ106TB
112 6 2012 116,0 14 50 64 84 32,0 32 - - 2,0 PHP 55PZ112TB
118 6 2012 122,0 14 50 64 90 32,0 32 - - 2,3 PHP 55PZ118TB
125 6 2012 129,0 14 50 64 97 32,0 32 - - 2,7 PHP 55PZ125TB
132 6 2517 136,0 16 60 64 104 19,0 45 - - 2,8 PHP 55PZ132TB
140 2 2517 144,0 16 60 64 112 - 45 19,0 - 3.4 PHP 55PZ140TB
150 2 2517 154,0 16 60 64 122 - 45 19,0 - 4,3 PHP 55PZ150TB
160 2 2517 164,0 16 60 64 132 - 45 19,0 - 51 PHP 55PZ160TB
170 2 2517 174,0 16 60 64 141 - 45 19,0 - 57 PHP 55PZ170TB
180 2 2517 184,0 16 60 64 152 - 45 19,0 - 6,8 PHP 55PZ180TB
190 3 2517 194,0 16 60 64 161 9,5 45 9,5 - 78 PHP 55PZ190TB
200 5 2517 204,0 16 60 64 172 9,5 45 9,5 - 838 PHP 55PZ200TB
224 5 2517 228,0 16 60 64 196 9,5 45 9,5 120 838 PHP 55PZ224TB
250 5 2517 254,0 16 60 64 222 9,5 45 9,5 120 9,0 PHP 55PZ250TB
280 5 2517 284,0 16 60 64 252 9,5 45 9,5 120 11,0 PHP 55PZ280TB
315 5 2517 319,0 16 60 64 287 9,5 45 9,5 120 13,3 PHP 55PZ315TB
355 5 2517 359,0 16 60 64 326 9,5 45 9,5 120 13,0 PHP 55PZ355TB
400 5 3020 404,0 25 75 64 371 6,5 51 6,5 150 15,6 PHP 5SPZ400TB
450 5 3020 454,0 25 75 64 421 6,5 51 6,5 150 19,0 PHP 55PZ450TB
500 4 3030 504,0 35 75 64 471 6,0 51 6,0 150 22,6 PHP 55PZ500TB
630 4 3030 634,0 35 75 64 601 6,0 51 6,0 150 29,0 PHP 5SPZ630TB
800 4 3535 804,0 35 90 64 771 12,5 89 12,5 170 441 PHP 5SPZ800TB
SPZ 6 85 6 1610 89,0 14 42 76 61 51,0 25 - - 13 PHP 6SPZ85TB
90 6 1610 94,0 14 42 76 61 51,0 25 - - 1,5 PHP 65PZ90TB
95 6 1610 99,0 14 42 76 66 51,0 25 - - 1,7 PHP 6SPZ95TB
100 6 2012 104,0 14 50 76 72 44,0 32 - - 1,9 PHP 65PZ100TB
106 6 2012 110,0 14 50 76 78 44,0 32 - - 2,0 PHP 65PZ106TB
112 6 2012 116,0 14 50 76 84 44,0 32 - - 2,3 PHP 65PZ112TB
118 6 2517 122,0 16 60 76 90 31,0 45 - - 2,3 PHP 65PZ118TB
125 6 2517 129,0 16 60 76 97 31,0 45 - - 2,7 PHP 6SPZ125TB
132 6 2517 136,0 16 60 76 104 31,0 45 - - 3.2 PHP 65PZ132TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys
SPZ taper bushed | SPA taper bushed

fe— F—=t - F e
AAAT VAVAV] )
I I
0D PD G ODPD H G
— | —
/-\ [ /-\U[\\. -/-\V/-\V
ke KL llm
Type 6 Type 7
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPZ 6 140 2 2517 144,0 16 60 76 112 - 45 31,0 - 38 PHP 6SPZ140TB
150 2 2517 154,0 16 60 76 122 - 45 31,0 - 4,6 PHP 65PZ150TB
160 2 2517 164,0 16 60 76 132 - 45 31,0 - 55 PHP 65PZ160TB
170 2 2517 174,0 16 65 76 141 - 45 31,0 - 6,5 PHP 65PZ170TB
180 3 2517 184,0 16 60 76 152 15,5 45 15,5 - 73 PHP 65PZ180TB
190 3 2517 194,0 16 65 76 161 15,5 45 15,5 120 8,4 PHP 65PZ190TB
200 3 2517 204,0 16 60 76 172 15,5 45 15,5 120 9,4 PHP 65PZ200TB
224 5 2517 228,0 16 60 76 196 15,5 45 15,5 120 9,7 PHP 65PZ224TB
250 5 2517 254,0 16 60 76 222 15,5 45 15,5 120 11,8 PHP 65PZ250TB
280 5 2517 284,0 16 60 76 252 15,5 45 15,5 120 12,8 PHP 65PZ280TB
315 5 2517 319,0 16 60 76 287 15,5 45 15,5 120 13,8 PHP 65PZ315TB
355 5 2517 359,0 16 60 76 326 15,5 45 15,5 125 15,0 PHP 6SPZ355TB
400 5 3030 404,0 25 75 76 371 - 76 - 150 183 PHP 6SPZ400TB
450 5 3030 454,0 25 75 76 421 - 76 - 150 21,5 PHP 6SPZ450TB
500 5 3030 504,0 25 75 76 471 - 76 - 150 24,6 PHP 6SPZ500TB
630 4 3535 634,0 35 90 76 601 6,5 89 6,5 170 35,0 PHP 65PZ630TB
800 4 3535 804,0 35 90 76 771 6,5 89 6,5 170 57,9 PHP 6SPZ800TB
SPZ 8 140 3 2517 144,0 16 60 100 112 27,5 45 27,5 - 4,0 PHP 85PZ140TB
150 3 2517 154,0 16 60 100 122 27,5 45 27,5 - 51 PHP 85PZ150TB
160 3 2517 164,0 16 60 100 132 27,5 45 27,5 - 5,6 PHP 85PZ160TB
180 3 2517 184,0 16 60 100 152 27,5 45 27,5 - 7.1 PHP 85PZ180TB
200 3 3020 204,0 25 75 100 171 24,5 51 24,5 - 9.3 PHP 85PZ200TB
224 3 3020 228,0 25 75 100 195 24,5 51 24,5 - 11,8 PHP 85PZ224TB
250 5 3020 254,0 25 75 100 221 24,5 51 24,5 150 10,5 PHP 85PZ250TB
280 5 3020 284,0 25 75 100 252 24,5 51 24,5 150 10,8 PHP 85PZ280TB
355 5 3030 359,0 35 75 100 326 12,0 76 12,0 150 16,0 PHP 8SPZ355TB
400 5 3030 404,0 35 75 100 371 12,0 76 12,0 150 18,2 PHP 8SPZ400TB
450 5 3535 454,0 35 90 100 421 55 89 55 170 24,0 PHP 85PZ450TB
SPA 1 63 1 1008 68,5 9 25 20 - - 22 2,0 62 08 PHP 1SPA63TB
67 1 1108 72,5 9 28 20 - - 22 2,0 62 0,5 PHP 1SPA67TB
71 1 1108 76,5 9 28 20 - - 22 2,0 62 0,5 PHP 1SPA71TB
75 1 1108 80,5 9 28 22 - - 22 2,0 62 0,4 PHP 1SPA75TB
80 1 1210 85,5 11 32 20 - - 25 5.0 75 05 PHP 1SPA80TB
85 1 1210 90,5 11 32 20 - - 25 5,0 75 0,6 PHP 1SPA85TB
90 1 1210 95,5 11 32 20 - - 25 5,0 75 0,7 PHP 1SPA90TB
95 1 1210 100,5 11 32 20 - - 25 5,0 75 09 PHP 1SPA95TB
100 1 1610 105,5 14 42 20 - - 25 50 80 08 PHP 1SPA100TB
106 1 1610 111,5 14 42 20 - - 25 50 80 0,9 PHP 1SPA106TB
112 1 1610 117,5 14 42 20 - - 25 50 80 11 PHP 1SPA112TB
118 1 1610 123,5 14 42 20 - - 25 50 80 1.2 PHP 1SPA118TB
125 1 1610 130,5 14 42 20 - - 25 50 80 1,4 PHP 1SPA125TB
132 1 1610 1375 14 42 20 - - 25 50 80 1,6 PHP 1SPA132TB
140 1 1610 145,5 14 42 20 - - 25 50 80 18 PHP 1SPA140TB
150 1 1610 155,5 14 42 20 - - 25 5,0 80 21 PHP 1SPA150TB
160 1 1610 165,5 14 42 20 - - 25 5.0 80 2,4 PHP 1SPA160TB
170 1 1610 175,5 14 42 20 - - 25 50 80 11 PHP 1SPA170TB
180 4 1610 185,5 14 42 20 145 - 25 5,0 92 2,3 PHP 1SPA180TB
190 4 1610 195,5 14 42 20 156 - 25 5,0 92 2,7 PHP 1SPA190TB
200 4 2012 205,5 14 50 20 165 - 32 12,0 108 2,3 PHP 1SPA200TB
212 4 2012 217,5 14 50 20 177 - 32 12,0 110 35 PHP 1SPA212TB
224 4 2012 229,5 14 50 20 189 - 32 12,0 112 4,0 PHP 1SPA224TB
250 4 2012 255,5 14 50 20 215 6,0 32 6,0 112 4.8 PHP 1SPA250TB
280 4 2012 2855 14 50 20 245 - 32 12,0 112 6,3 PHP 1SPA280TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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SPA taper bushed
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPA 1 315 4 2012 320,5 14 50 20 280 - 32 12,0 112 7.2 PHP 1SPA315TB
355 4 2012 360,5 14 50 20 320 - 32 12,0 112 7,6 PHP 1SPA355TB
400 4 2012 405,5 14 50 20 365 - 32 12,0 112 79 PHP 1SPA400TB
450 4 2012 4555 16 60 20 415 - 32 12,0 112 84 PHP 1SPA450TB
500 4 2517 505,5 16 60 20 465 - 45 12,0 112 94 PHP 1SPA500TB
630 4 2517 635,5 16 60 20 595 - 45 12,0 112 13,1 PHP 1SPA630TB
SPA 2 63 6 1008 68,5 9 28 35 33 13,0 22 - - 0,6 PHP 2SPA63TB
67 6 1108 72,5 9 28 35 37 13,0 22 - - 0,4 PHP 2SPA67TB
71 6 1108 76,5 9 28 35 40 13,0 22 . - 0,5 PHP 2SPA71TB
75 6 1108 80,5 9 28 35 [ 13,0 25 - - 0,7 PHP 2SPA75TB
80 6 1210 85,5 11 32 35 47 10,0 25 - - 06 PHP 2SPA8OTB
85 6 1210 90,5 11 32 35 50 10,0 25 - - 0,7 PHP 2SPA85TB
90 6 1610 95,5 14 42 35 60 10,0 25 - - 0,7 PHP 2SPA90TB
95 6 1610 100,5 14 42 35 64 10,0 25 - - 0,9 PHP 2SPA95TB
100 6 1610 105,5 14 42 35 70 10,0 25 - - 11 PHP 2SPA100TB
106 6 1610 111,5 14 42 35 76 10,0 25 - - 1,2 PHP 2SPA106TB
112 6 1610 117,5 14 42 35 80 10,0 25 - - 1.4 PHP 25PA112TB
118 6 1610 123,5 14 42 35 86 10,0 25 - - 1,6 PHP 25PA118TB
125 6 1610 130,5 14 42 35 90 10,0 25 - - 19 PHP 25PA125TB
132 6 2012 1375 14 50 35 98 3,0 32 - - 21 PHP 2S5PA132TB
140 6 2012 145,5 14 50 35 106 3,0 32 - - 2,6 PHP 2SPA140TB
150 6 2012 155,5 14 50 35 116 30 32 - - 3,2 PHP 2SPA150TB
160 6 2012 165,5 14 50 35 125 30 32 - - 38 PHP 2SPA160TB
170 6 2012 175,5 14 50 35 135 30 32 - - 45 PHP 2SPA170TB
180 7 2012 185,5 14 50 35 148 2,0 32 2,0 100 52 PHP 2SPA180TB
190 7 2012 195,5 14 50 35 158 2,0 32 2,0 100 A PHP 2SPA190TB
200 8 2517 205,5 16 60 35 165 5,0 45 50 120 4,9 PHP 2SPA200TB
212 4 2517 2175 16 65 35 177 50 45 50 120 58 PHP 25PA212TB
224 4 2517 229,5 16 60 35 189 - 45 10,0 120 6,6 PHP 2S5PA224TB
250 4 2517 255,5 16 60 35 215 5,0 45 5,0 120 6,8 PHP 2SPA250TB
280 4 2517 285,5 16 60 35 245 - 45 10,0 120 8,3 PHP 25PA280TB
315 4 2517 320,5 16 60 35 280 - 45 10,0 120 10,2 PHP 2SPA315TB
355 4 2517 360,5 16 60 35 320 - 45 10,0 120 10,5 PHP 2SPA355TB
400 4 2517 405,5 16 60 35 365 - 45 10,0 120 11,3 PHP 2SPA400TB
450 4 2517 4555 16 60 35 465 - 45 10,0 120 15,0 PHP 2SPA450TB
500 4 2517 505,5 16 60 35 525 - 51 16,0 150 18,7 PHP 2SPA500TB
630 4 3020 635,5 25 75 35 595 8,0 51 8,0 150 22,0 PHP 2SPA630TB
SPA 3 71 6 1108 76,5 9 28 50 40 28,0 22 - - 0,7 PHP 3SPA71TB
75 6 1108 80,5 9 28 50 44 28,0 25 - - 0,8 PHP 3SPA75TB
80 6 1210 85,5 11 32 50 47 25,0 25 - - 0,9 PHP 3SPA8OTB
85 6 1210 90,5 11 32 50 50 25,0 25 - - 1,0 PHP 3SPA85TB
90 6 1610 95,5 14 42 50 60 25,0 25 - - 1,0 PHP 3SPA90TB
95 6 1610 100,5 14 42 50 64 25,0 25 - - 1,2 PHP 3SPA95TB
100 2 1610 105,5 14 42 50 70 - 25 25,0 - 13 PHP 3SPA100TB
106 2 1610 111,5 14 42 50 76 - 25 25,0 - 1,6 PHP 3SPA106TB
112 6 2012 117,5 14 50 50 83 18,0 32 - - 1,6 PHP 3SPA112TB
118 2 2012 123,5 14 50 50 86 - 32 18,0 - 1,9 PHP 3SPA118TB
125 2 2012 130,5 14 50 50 92 - 32 18,0 - 2,3 PHP 3SPA125TB
132 2 2012 137,5 14 50 50 98 - 32 18,0 - 2,6 PHP 3SPA132TB
140 6 2517 145,5 16 60 50 106 5,0 45 - - 2,9 PHP 3SPA140TB
150 6 2517 155,5 16 60 50 116 5,0 45 - - 37 PHP 3SPA150TB
160 6 2517 165,5 16 60 50 126 50 45 - - 4,5 PHP 3S5PA160TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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SPA taper bushed
e F oy =
VAVAV] ]
= =B
ODPD HG ODPD H G
—— ———
V/-\V I — J/-\U/-\\.
Kl v Kl m
L]
Type 7 Type 8
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPA 3 170 6 2517 175,5 16 60 50 138 5.0 45 - - 5,0 PHP 3SPA170TB
180 6 2517 185,5 16 60 50 146 5.0 45 - - 6,2 PHP 3SPA180TB
190 6 2517 195,5 16 60 50 158 5,0 45 - - 7,0 PHP 3SPA190TB
200 7 2517 205,5 16 60 50 165 2,5 45 2,5 120 5,6 PHP 3SPA200TB
212 5 2517 217,5 16 60 50 177 2,5 45 2,5 120 6,6 PHP 3S5PA212TB
224 5 2517 2295 16 60 50 189 2,5 45 2,5 120 75 PHP 3SPA224TB
250 5 2517 255,5 16 60 50 215 2,5 45 25 120 8,6 PHP 3SPA250TB
280 5 2517 285,5 16 60 50 245 2,5 45 2,5 120 10,0 PHP 3SPA280TB
315 4 3020 320,5 25 75 50 280 0,5 51 0,5 160 12,8 PHP 3SPA315TB
355 4 3020 360,5 25 75 50 320 0,5 51 0,5 150 13,4 PHP 3SPA355TB
400 4 3020 405,5 25 75 50 365 - 51 1,0 150 15,9 PHP 3SPA400TB
450 4 3020 4555 25 75 50 415 - 51 1,0 150 19,3 PHP 3SPA450TB
500 4 3020 505,5 25 75 50 465 - 51 1,0 150 22,6 PHP 3SPA500TB
560 4 3020 565,5 25 75 50 525 - 51 1,0 150 235 PHP 3SPA560TB
630 4 3020 635,5 25 75 50 595 - 51 1,0 150 27,5 PHP 3SPA630TB
800 4 3535 805,5 35 90 50 765 19,5 89 19,5 170 40,8 PHP 3SPA800TB
1000 4 3535 10055 35 90 50 965 19,5 89 19,5 178 50,0 PHP 3SPA1000TB
SPA 4 90 6 1615 95,5 14 42 65 64 27,0 38 - - 1.2 PHP 4SPAS0TB
95 6 1615 100,5 14 42 65 64 27,0 38 - - 1.4 PHP 4SPA95TB
100 2 1615 105,5 14 42 65 70 - 38 27,0 - 1,6 PHP 4SPA100TB
106 6 2012 111,5 14 50 65 76 33,0 32 - - 1,7 PHP 4SPA106TB
112 6 2012 117,5 14 50 65 80 33,0 32 - - 2,0 PHP 4SPA112TB
118 2 2012 123,5 14 50 65 86 - 32 33,0 - 2,3 PHP 4SPA118TB
125 2 2012 130,5 14 50 65 92 - 32 33,0 - 2,7 PHP 4SPA125TB
132 2 2517 137,5 16 60 65 98 - 45 20,0 - 2,9 PHP 4SPA132TB
140 2 2517 145,5 16 60 65 106 - 45 20,0 - 35 PHP 4SPA140TB
150 2 2517 155,5 16 60 65 116 - 45 20,0 - 4,2 PHP 4SPA150TB
160 2 2517 165,5 16 60 65 126 - 45 20,0 - 51 PHP 4SPA160TB
170 2 2517 175,5 16 60 65 138 - 45 20,0 - 6,0 PHP 4SPA170TB
180 2 2517 185,5 16 60 65 146 - 45 20,0 - 6,9 PHP 4SPA180TB
190 2 2517 195,5 25 60 65 158 - 45 20,0 - 7.2 PHP 4SPA190TB
200 2 3020 205,5 25 75 65 165 - 51 14,0 - 8.4 PHP 4SPA200TB
212 2 3020 217,5 25 75 65 177 - 51 14,0 - 9,9 PHP 4SPA212TB
224 2 3020 2295 25 75 65 189 - 51 14,0 - 11,4 PHP 4SPA224TB
250 5 3020 255,5 25 75 65 215 7,0 51 7,0 150 10,5 PHP 4SPA250TB
280 5 3020 285,5 25 75 65 245 7,0 51 7,0 150 11,6 PHP 4SPA280TB
315 5 3020 320,5 25 75 65 280 7,0 51 7,0 150 13,8 PHP 4SPA315TB
355 5 3020 360,5 25 75 65 320 7,0 51 7,0 150 158 PHP 4SPA355TB
400 5 3020 405,5 25 75 65 365 7,0 51 7,0 150 17,7 PHP 4SPA40O0TB
450 5 3020 455,5 25 75 65 415 7.0 51 7.0 150 23,2 PHP 4SPA450TB
500 5 3020 505,5 25 75 65 465 7,0 51 7,0 150 27,4 PHP 4SPA500TB
560 4 3535 565,5 35 90 65 525 12,0 89 12,0 170 305 PHP 4SPA560TB
630 4 4545 635,5 35 90 65 595 12,0 89 12,0 170 34,1 PHP 4SPA630TB
800 4 3535 805,5 35 90 65 765 12,0 89 12,0 170 50,8 PHP 4SPA800TB
1000 4 4040 10055 40 100 65 965 18, 102 18, 216 62,0 PHP 4SPA1000TB
SPA 5 100 2 1615 105,5 14 42 80 70 - 38 42,0 - 19 PHP 5SPA100TB
106 6 2012 111,5 14 50 80 76 48,0 32 - - 2,1 PHP 5SPA106TB
112 6 2012 117,5 14 50 80 80 48,0 32 - - 2,4 PHP 5S5PA112TB
118 2 2012 123,5 14 50 80 86 - 32 48,0 - 2,7 PHP 5S5PA118TB
125 3 2012 130,5 14 50 80 92 24,0 32 24,0 - 31 PHP 55PA125TB
132 3 2517 137,5 16 60 80 98 17,5 45 17,5 - 3.2 PHP 55PA132TB
140 3 2517 145,5 16 60 80 106 17,5 45 17,5 - 3,9 PHP 5SPA140TB
150 3 2517 155,5 16 60 80 116 17,5 45 17,5 - 4,7 PHP 5S5PA150TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys
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Type 1 Type 2 Type 3 Type 4 Type 5
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPA 5 160 3 2517 165,5 16 60 80 126 17,5 45 17,5 - 56 PHP 55PA160TB
170 3 2517 175,5 16 60 80 146 17,5 45 17,5 - 6,2 PHP 55PA170TB
180 3 3020 185,5 25 75 80 165 14,5 51 14,5 - 6,8 PHP 55PA180TB
190 2 3020 195,5 25 75 80 189 - 51 29,0 - 7.4 PHP 55PA190TB
200 3 3020 205,5 25 75 80 215 14,5 51 14,5 - 91 PHP 55PA200TB
212 2 3020 2175 25 75 80 245 - 51 29,0 - 10,7 PHP 55PA212TB
224 2 3020 229,5 25 75 80 280 - 51 29,0 - 123 PHP 55PA224TB
250 7 3020 255,5 25 75 80 215 14,5 51 14,5 150 11,7 PHP 5S5PA250TB
280 4 3535 285,5 35 90 80 245 4,5 89 4,5 170 17,4 PHP 5S5PA280TB
315 4 3535 320,5 35 90 80 280 4,5 89 4,5 170 20,0 PHP 5SPA315TB
355 4 3535 360,5 35 90 80 320 45 89 45 170 22,8 PHP 5S5PA355TB
400 4 3535 405,5 35 90 80 365 45 89 45 170 24,8 PHP 5S5PA400TB
450 4 3535 4555 35 90 80 415 45 89 4,5 170 28,5 PHP 5SPA450TB
500 4 3535 505,5 35 90 80 465 45 89 4,5 170 31,7 PHP 5SPA500TB
560 4 3535 565,5 35 90 80 525 45 89 4,5 170 35,0 PHP 5S5PA560TB
630 4 3535 635,5 35 90 80 595 45 89 45 170 42,0 PHP 55PA630TB
800 4 4040 805,5 40 100 80 765 11,0 102 11,0 216 60,0 PHP 5S5PA800TB
1000 4 4545 1005,5 55 120 80 965 17,0 114 17,0 225 70,0 PHP 5SPA1000TB
SPA 6 100 3 1610 105,5 14 42 95 70 30,0 38 40,0 - 2.2 PHP 6SPA100TB
106 6 2012 111,5 14 50 95 76 63,0 32 - - 2,5 PHP 6SPA106TB
112 6 2012 117,5 14 50 95 80 63,0 32 - - 2,8 PHP 6S5PA112TB
118 6 2012 123,5 14 50 95 86 63,0 32 - - 31 PHP 6SPA118TB
125 3 2012 130,5 14 50 95 92 315 32 31,5 - 37 PHP 6SPA125TB
132 3 2517 137,5 16 60 95 98 25,0 45 25,0 - 3,6 PHP 6SPA132TB
140 3 2517 145,5 16 60 95 106 25,0 45 25,0 - 4,5 PHP 6SPA140TB
150 3 2517 155,5 16 60 95 116 25,0 45 25,0 - 53 PHP 6SPA150TB
160 3 2517 165,5 16 60 95 126 25,0 45 25,0 - 6,3 PHP 6SPA160TB
170 3 3020 175,5 25 75 95 135 22,0 51 22,0 - 6,3 PHP 6SPA170TB
180 3 3020 185,5 25 75 95 146 22,0 51 22,0 - 7,5 PHP 6SPA180TB
190 3 3020 195,5 25 75 95 155 22,0 51 22,0 . 8,6 PHP 6SPA190TB
200 3 3020 205,5 25 75 95 165 22,0 51 22,0 . 9,9 PHP 6SPA200TB
212 3 3020 2175 25 75 95 177 22,0 51 22,0 - 11,6 PHP 65PA212TB
224 3 3020 229.,5 25 75 95 189 22,0 51 22,0 - 13,2 PHP 6SPA224TB
250 7 3020 255,5 25 75 95 215 22,0 51 22,0 150 12,5 PHP 6SPA250TB
280 5 3535 285,5 35 90 95 245 3,0 89 3,0 170 19,0 PHP 6SPA280TB
315 5 3535 320,5 35 90 95 280 3,0 89 3,0 170 211 PHP 6SPA315TB
355 5 3535 360,5 35 90 95 320 30 89 3,0 170 235 PHP 6SPA355TB
400 5 3535 405,5 35 90 95 365 3,0 89 3,0 170 26,0 PHP 6SPA400TB
450 5 3535 4555 35 90 95 415 30 89 3,0 170 30,0 PHP 6SPA450TB
500 5 3535 505,5 35 90 95 465 3,0 89 3.0 170 34,0 PHP 6SPA500TB
560 5 3535 565,5 35 90 95 525 3,0 89 3,0 170 39,0 PHP 6SPA560TB
630 4 4040 635,5 40 100 95 595 35 102 35 216 53,5 PHP 6SPA630TB
800 4 4040 805,5 40 100 95 765 3,5 102 35 216 70,0 PHP 6SPA800TB
1000 4 4545 1005,5 55 120 95 965 9.5 114 9.5 225 85,5 PHP 6SPA1000TB
SPB 1 100 1 1610 107,0 14 42 25 - - 25 - - 03 PHP 1SPB100TB
106 1 1610 113,0 14 42 25 - - 25 - - 1,0 PHP 1SPB106TB
112 1 1610 119,0 14 42 25 - - 25 - - 1,2 PHP 1SPB112TB
118 1 1610 125,0 14 42 25 - - 25 - - 1,5 PHP 1SPB118TB
125 1 1610 132,0 14 42 25 - - 25 - - 1,5 PHP 1SPB125TB
132 1 1610 139,0 14 42 25 - - 25 - - 18 PHP 1SPB132TB
140 1 1610 147,0 14 42 25 - - 25 - - 21 PHP 1SPB140TB
150 1 1610 157,0 14 42 25 - - 25 - - 2,5 PHP 1SPB150TB
160 1 1610 167,0 14 42 25 - - 25 - - 2,9 PHP 1SPB160TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys
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Type 6 Type 7 Type 8
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPB 1 170 1 1610 177,0 14 42 25 - - 25 - - 30 PHP 1SPB170TB
180 7 1610 187,0 14 42 25 137 - 25 - 80 38 PHP 1S5PB180TB
190 8 2012 197,0 14 50 25 147 35 32 35 100 b PHP 1SPB190TB
200 4 2012 207,0 14 50 25 157 35 32 35 104 4,0 PHP 1SPB200TB
212 4 2012 219,0 14 50 25 169 35 32 35 104 5.2 PHP 1SPB212TB
224 4 2012 231,0 14 50 25 181 35 32 3,5 104 5.2 PHP 1SPB224TB
236 4 2012 243,0 14 50 25 193 35 32 3,5 104 5,4 PHP 1SPB236TB
250 4 2012 257,0 14 50 25 207 3,5 32 3,5 104 6,2 PHP 1SPB250TB
280 4 2012 287,0 14 50 25 237 3,5 32 3,5 104 6,5 PHP 1SPB280TB
300 4 2012 307,0 14 50 25 258 3,5 32 3,5 104 7.0 PHP 1SPB300TB
315 4 2012 322,0 14 50 25 272 35 32 35 100 7,5 PHP 1SPB315TB
335 4 2517 342,0 16 60 25 288 10,0 45 10,0 125 8,5 PHP 1SPB335TB
355 4 3020 362,0 25 75 25 312 13,0 51 13,0 146 9,5 PHP 1SPB355TB
400 4 3020 407,0 25 75 25 357 13,0 51 13,0 146 11,0 PHP 1SPB400TB
450 4 3020 457,0 25 75 25 407 13,0 51 13,0 150 12,3 PHP 1SPB450TB
500 4 3020 507,0 25 75 25 457 13,0 51 13,0 150 14,6 PHP 1SPB500TB
560 4 3020 567,0 25 75 25 517 13, 51 13,0 150 18,5 PHP 1SPB560TB
630 4 3020 637,0 25 75 25 587 13,0 51 13,0 150 20,5 PHP 1SPB630TB
SPB 2 100 6 1610 107,0 14 42 4t 62 19,0 25 - - 13 PHP 2SPB100TB
106 6 1610 113,0 14 42 4t 67 19,0 25 - - 15 PHP 2SPB106TB
112 6 1610 119,0 14 42 4t 72 19,0 25 - - 15 PHP 2S5PB112TB
118 2 1610 125,0 14 42 4t 78 - 25 19,0 - 1,7 PHP 25PB118TB
125 2 2012 132,0 14 50 Lb 82 - 32 12,0 - 2,0 PHP 25PB125TB
132 2 2012 139,0 14 50 Lb 89 - 32 12,0 - 2.4 PHP 25PB132TB
140 2 2012 147,0 14 50 L 97 - 32 12,0 - 2,8 PHP 2SPB140TB
150 2 2012 157,0 14 50 L 107 - 32 12,0 - 33 PHP 2SPB150TB
160 2 2012 167,0 14 50 L 117 - 32 12,0 - 4,0 PHP 2SPB160TB
170 2 2012 177,0 14 50 L 127 - 32 12,0 - 44 PHP 2SPB170TB
180 1 2517 187,0 16 60 4t - - 45 1,0 120 55 PHP 2S5PB180TB
190 1 2517 197,0 16 60 4t - - 45 1,0 120 6,5 PHP 2SPB190TB
200 1 2517 207,0 16 60 4t - - 45 1,0 120 7.5 PHP 2S5PB200TB
212 8 2517 219,0 16 60 4t 169 - 45 1,0 120 7.0 PHP 25PB212TB
224 4 2517 231,0 16 60 4t 181 - 45 1,0 120 7.7 PHP 2SPB224TB
236 4 2517 243,0 16 60 L 193 - 45 1,0 120 83 PHP 25PB236TB
250 4 2517 257,0 16 60 L 207 - 45 1,0 120 8,6 PHP 2SPB250TB
280 4 2517 287,0 16 60 Lb 237 - 45 1,0 120 10,1 PHP 25PB280TB
300 4 2517 307,0 16 60 L 257 - 45 1,0 120 11,0 PHP 2SPB300TB
315 4 2517 322,0 16 60 [ 272 - 45 1,0 120 12,2 PHP 2SPB315TB
335 4 2517 342,0 16 60 L 292 - 45 1,0 120 14,0 PHP 2SPB335TB
355 4 3020 362,0 25 75 4t 312 3,5 51 3,5 120 15,9 PHP 2SPB355TB
400 4 3020 407,0 25 75 4t 357 3,5 51 3,5 150 18,3 PHP 2SPB400TB
450 4 3020 457,0 25 75 4t 407 35 51 3,5 150 16,3 PHP 2SPB450TB
500 4 3020 507,0 25 75 4t 457 3,5 51 3,5 150 18,6 PHP 2SPB500TB
560 4 3030 567,0 35 75 4t 517 4,0 76 28,0 150 22,5 PHP 2SPB560TB
630 4 3030 637,0 35 75 Lb 587 16,0 76 - 150 25,5 PHP 25PB630TB
SPB 3 100 6 1610 107,0 14 42 63 62 38,0 25 - - 09 PHP 35PB100TB
106 6 1610 113,0 14 42 63 67 38,0 25 - - 2,0 PHP 3SPB106TB
112 6 1610 119,0 14 42 63 72 38,0 25 - - 2,0 PHP 35PB112TB
118 2 1610 125,0 14 42 63 78 - 25 38,0 - 2,3 PHP 35PB118TB
125 2 2012 132,0 14 50 63 82 - 32 31,0 - 25 PHP 35PB125TB
132 2 2012 139,0 14 50 63 89 - 32 31,0 - 31 PHP 35PB132TB
140 2 2012 147,0 14 50 63 97 - 32 31,0 - 3,5 PHP 3SPB140TB
150 2 2517 157,0 16 60 63 107 - 45 18,0 - 4,0 PHP 3SPB150TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.

- - mm - - mm kg -

SPB 3 160 2 2517 167,0 16 60 63 117 - 45 18,0 - 4,9 PHP 3SPB160TB
170 2 2517 177,0 16 60 63 127 - 45 18,0 - 57 PHP 3SPB170TB
180 2 2517 187,0 16 60 63 137 - 45 18,0 - 6,7 PHP 3S5PB180TB
190 2 2517 197,0 16 60 63 147 - 45 18,0 - 7,6 PHP 3SPB190TB
200 2 2517 207,0 16 60 63 157 - 45 18,0 - 89 PHP 3SPB200TB
212 7 2517 219,0 16 60 63 169 - 45 18,0 120 8.2 PHP 35PB212TB
224 4 2517 231,0 16 60 63 181 - 45 18,0 120 91 PHP 3SPB224TB
236 4 2517 243,0 16 60 63 193 . 45 18,0 120 9.8 PHP 35PB236TB
250 4 3020 257,0 25 75 63 207 . 51 12,0 150 11,2 PHP 35PB250TB
280 4 3020 287,0 25 75 63 237 6,0 51 6,0 150 12,0 PHP 35PB280TB
300 4 3020 307,0 25 75 63 257 6,0 51 6,0 150 13,5 PHP 3SPB300TB
315 4 3020 322,0 25 75 63 272 6,0 51 6,0 150 14,2 PHP 3SPB315TB
335 4 3020 342,0 25 75 63 292 6,0 51 6,0 150 16,0 PHP 3SPB335TB
355 4 3020 362,0 25 75 63 312 6,0 51 6,0 150 17,7 PHP 3SPB355TB
400 4 3535 407,0 35 90 63 357 13,0 89 13,0 170 25,0 PHP 3SPB400TB
450 4 3535 457,0 35 90 63 407 - 89 26,0 170 26,3 PHP 3SPB450TB
500 4 3535 507,0 35 90 63 457 - 89 26,0 170 29,9 PHP 3SPB500TB
560 4 3535 567,0 35 90 63 517 - 89 26,0 170 37,2 PHP 35PB560TB
630 4 3535 637,0 35 90 63 587 - 89 26,0 170 41,0 PHP 35PB630TB
710 4 3535 717,0 35 90 63 664 13,0 89 13,0 170 48,0 PHP 3S5PB710TB
800 4 3535 807,0 35 90 63 754 13,0 89 13,0 170 55,0 PHP 3SPB800TB
900 4 3535 907,0 35 90 63 854 13,0 89 13,0 170 64,1 PHP 3S5PB900TB
1000 4 4040 1007,0 40 100 63 954 20,0 102 20,0 210 72,0 PHP 3SPB1000TB
1250 4 4040 12570 40 100 63 1204 20,0 102 20,0 210 140,0 PHP 3S5PB1250TB

SPB 4 100 3 1210 107,0 11 32 82 58 29,0 25 29,0 - 2,4 PHP 4SPB100TB
106 3 1610 113,0 14 42 82 65 29,0 25 29,0 - 2,3 PHP 4SPB106TB
112 3 1610 119,0 14 42 82 65 29,0 25 29,0 - 2,8 PHP 45PB112TB
118 3 1610 125,0 14 42 82 71 29,0 25 29,0 - 33 PHP 45PB118TB
125 3 2012 132,0 14 50 82 82 25,0 32 25,0 - 3,0 PHP 4S5PB125TB
132 3 2012 139,0 14 50 82 89 25,0 32 25,0 . 3.8 PHP 4SPB132TB
140 3 2517 147,0 16 60 82 97 18,5 45 18,5 . 4,0 PHP 4SPB140TB
150 3 2517 157,0 16 60 82 107 18,5 45 18,5 - 4,9 PHP 4SPB150TB
160 3 2517 167,0 16 60 82 117 18,5 45 18,5 - 58 PHP 4SPB160TB
170 3 2517 177,0 16 60 82 127 18,5 45 18,5 - 6,6 PHP 4SPB170TB
180 3 2517 187,0 16 60 82 137 18,5 45 18,5 - 7,7 PHP 4SPB180TB
190 3 2517 197,0 16 60 82 147 18,5 45 18,5 - 8,6 PHP 4SPB190TB
200 3 3020 207,0 25 75 82 157 15,5 51 15,5 - 9.3 PHP 4SPB200TB
212 3 3020 219,0 25 75 82 169 15,5 51 15,5 - 10,9 PHP 4SPB212TB
224 3 3020 231,0 25 75 82 181 15,5 51 15,5 - 12,4 PHP 4SPB224TB
236 3 3020 243,0 25 75 82 193 15,5 51 15,5 - 141 PHP 4SPB236TB
250 5 3020 257,0 25 75 82 207 15,5 51 15,5 150 12,7 PHP 4SPB250TB
280 5 3020 287,0 25 75 82 237 15,5 51 15,5 150 13,8 PHP 45PB280TB
300 4 3535 307,0 35 90 82 257 . 89 7.0 150 20,5 PHP 4SPB300TB
315 4 3535 322,0 35 90 82 272 35 89 35 170 20, PHP 4SPB315TB
335 4 3535 342,0 35 90 82 292 35 89 35 170 22,0 PHP 4SPB335TB
355 4 3535 362,0 35 90 82 312 35 89 35 170 232 PHP 4SPB355TB
400 4 3535 407,0 35 90 82 357 35 89 35 170 26,5 PHP 4SPB400TB
450 4 3535 457,0 35 90 82 407 - 89 7,0 170 29,7 PHP 4SPB450TB
500 4 3535 507,0 35 90 82 457 - 89 7,0 170 34,7 PHP 4SPB500TB
560 4 3535 567,0 35 90 82 517 - 89 7,0 170 39,0 PHP 4SPB560TB
630 4 3535 637,0 35 90 82 587 - 89 7,0 170 44,5 PHP 4SPB630TB
710 4 3535 717,0 35 90 82 664 35 89 35 187 50,5 PHP 4SPB710TB
800 4 4040 807,0 40 100 82 754 10,0 102 10,0 200 60,5 PHP 4SPB800TB
900 4 4040 907,0 40 100 82 854 10,0 102 10,0 216 70,0 PHP 4SPB900TB

* Mass does not include bushings.

Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPB taper bushed
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPB 4 1000 4 4040 1007,0 40 100 82 954 10,0 102 10,0 216 76,5 PHP 4SPB1000TB
1250 4 4545 12570 55 110 82 1204 16,0 114 16,0 225 162,0 PHP 4SPB1250TB
SPB 5 125 6 2012 132,0 14 50 101 87 69,0 32 - - 36 PHP 55PB125TB
132 6 2517 139,0 16 60 101 94 56,0 45 - - 338 PHP 55PB132TB
140 3 2517 147,0 16 60 101 97 28,0 45 28,0 - 4,2 PHP 55PB140TB
150 3 2517 157,0 16 60 101 107 28,0 45 28,0 - 5,7 PHP 55PB150TB
160 3 2517 167,0 16 60 101 117 28,0 45 28,0 - 6,7 PHP 55PB160TB
170 3 3020 177,0 25 75 101 127 25,0 51 25,0 N 6,7 PHP 55PB170TB
180 3 3020 187,0 25 75 101 137 25,0 51 25,0 . 7.8 PHP 55PB180TB
190 3 3020 197,0 25 75 101 147 25,0 51 25,0 - 9.1 PHP 55PB190TB
200 3 3020 207,0 25 75 101 157 25,0 51 25,0 - 10,3 PHP 55PB200TB
212 3 3020 219,0 25 75 101 169 25,0 51 25,0 - 12,2 PHP 55PB212TB
224 3 3020 2310 25 75 101 181 25,0 51 25,0 - 13,7 PHP 5S5PB224TB
236 3 3535 243,0 35 90 101 193 6,0 89 6,0 - 15,9 PHP 55PB236TB
250 3 3535 257,0 35 90 101 207 6,0 89 6,0 - 18,6 PHP 55PB250TB
280 7 3535 287,0 35 90 101 237 6,0 89 6,0 170 21,4 PHP 55PB280TB
300 5 3535 307,0 35 90 101 257 6,0 89 6,0 170 225 PHP 55PB300TB
315 5 3535 322,0 35 90 101 272 6,0 89 6,0 170 22,3 PHP 5S5PB315TB
335 5 3535 342,0 35 90 101 292 6,0 89 6,0 170 24,0 PHP 5S5PB335TB
355 4 3535 362,0 35 90 101 312 6,0 89 6,0 170 25,5 PHP 55PB355TB
400 5 3535 407,0 35 90 101 357 6,0 89 6,0 170 30,2 PHP 5SPB400TB
450 5 3535 457,0 35 90 101 407 - 89 12,0 170 32,8 PHP 5SPB450TB
500 5 3535 507,0 35 90 101 457 - 89 12,0 170 36,7 PHP 55PB500TB
530 5 3525 537,0 35 90 101 487 - 89 12,0 170 39,2 PHP 55PB530TB
560 4 4040 567,0 40 100 101 517 - 102 1,0 200 45,6 PHP 55PB560TB
630 4 4040 637,0 40 100 101 587 - 102 1,0 200 50,0 PHP 5S5PB630TB
710 4 4040 717,0 40 100 101 664 - 102 1,0 200 63,5 PHP 55PB710TB
800 4 4040 807,0 40 100 101 754 - 102 1,0 200 67,0 PHP 55PB800TB
900 4 4040 907,0 40 100 101 854 - 114 1,0 200 103,0 PHP 55PB900TB
1000 4 4545 1007,0 55 110 101 954 6,5 114 6,5 225 110,0 PHP 55PB1000TB
1250 4 4545 1257,0 55 110 101 1204 6,5 114 6,5 225 180,0 PHP 55PB1250TB
SPB 6 125 3 2012 132,0 14 50 120 83 44,0 32 44,0 - 4,2 PHP 65PB125TB
132 3 2012 139,0 14 50 120 90 44,0 32 44,0 - 45 PHP 65PB132TB
140 3 2517 147,0 16 60 120 97 37,5 45 37,5 - 4,7 PHP 65PB140TB
150 3 2517 157,0 16 60 120 107 37,5 45 37,5 - 6,5 PHP 65PB150TB
160 3 3020 167,0 25 75 120 117 34,5 51 34,5 - 59 PHP 65PB160TB
170 3 3020 177,0 25 75 120 127 34,5 51 345 - 7.6 PHP 65PB170TB
180 3 3020 187,0 25 75 120 137 34,5 51 34,5 - 8,9 PHP 65PB180TB
190 3 3020 197,0 25 75 120 147 34,5 51 34,5 - 10,2 PHP 6S5PB190TB
200 3 3020 207,0 25 75 120 157 34,5 51 34,5 - 11,7 PHP 65PB200TB
212 3 3535 219,0 35 90 120 169 15,5 89 15,5 - 13,2 PHP 65PB212TB
224 3 3535 231,0 35 90 120 181 15,5 89 15,5 . 15,2 PHP 6SPB224TB
236 3 3535 243,0 35 90 120 193 15,5 89 15,5 . 17,6 PHP 6SPB236TB
250 3 3535 257,0 35 90 120 207 15,5 89 15,5 . 20,2 PHP 6SPB250TB
280 7 3535 287,0 35 90 120 237 15,5 89 15,5 191 235 PHP 65PB280TB
300 5 3535 307,0 35 90 120 257 15,5 89 15,5 191 24,0 PHP 6SPB300TB
315 5 3535 322,0 35 90 120 272 15,5 89 15,5 191 24,1 PHP 6SPB315TB
335 5 3535 342,0 35 90 120 292 15,5 89 15,5 191 26,0 PHP 6SPB335TB
355 5 3535 362,0 35 90 120 312 15,5 89 15,5 191 28,3 PHP 6SPB355TB
400 5 3535 407,0 35 90 120 357 15,5 89 15,5 191 318 PHP 6S5PB400TB
450 5 4040 457,0 40 100 120 407 - 102 18,0 191 353 PHP 65PB450TB
500 5 4040 507,0 40 100 120 457 - 102 18,0 191 40,7 PHP 6SPB500TB
560 5 4040 567,0 40 100 120 517 - 102 18,0 191 49,2 PHP 6SPB560TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPB taper bushed | SPC taper bushed
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Type 1 Type 3 Type 4 Type 5 Type 6
Section  Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPB 6 630 5 4040 637,0 40 100 120 587 - 102 18,0 191 53,5 PHP 6SPB630TB
710 5 4040 717,0 40 100 120 664 9,0 102 9,0 240 69,0 PHP 6SPB710TB
800 5 4545 807,0 55 110 120 754 3,0 114 3,0 240 84,5 PHP 6SPB800TB
900 5 4545 907,0 55 110 120 854 3,0 114 3,0 240 94,5 PHP 6SPB900TB
1000 5 4545 10070 55 110 120 954 30 114 3,0 240 104,0 PHP 6SPB1000TB
1250 5 4545 12570 55 110 120 1204 3,0 127 3,0 240 210,0 PHP 65PB1250TB
SPB 8 140 3 2517 147,0 16 60 158 97 56,5 45 56,5 . 6,8 PHP 85PB140TB
160 3 3020 167,0 25 75 158 117 53,5 51 53,5 . 8,3 PHP 85PB160TB
170 3 3030 177,0 35 75 158 127 41,0 76 41,0 . 9.5 PHP 85PB170TB
180 3 3030 187,0 35 75 158 137 41,0 76 41,0 - 10,8 PHP 85PB180TB
190 3 3030 197,0 35 75 158 147 41,0 76 41,0 - 12,3 PHP 85PB190TB
200 3 3535 207,0 35 90 158 157 34,5 89 34,5 - 13,7 PHP 85PB200TB
212 3 3535 219,0 35 90 158 169 34,5 89 34,5 - 15,8 PHP 85PB212TB
224 3 3535 231,0 35 90 158 181 34,5 89 34,5 - 17,9 PHP 85PB224TB
236 3 3535 243,0 35 90 158 193 34,5 89 34,5 - 20,0 PHP 85PB236TB
250 3 3535 257,0 35 90 158 207 34,5 89 34,5 - 232 PHP 85PB250TB
280 7 3535 287,0 35 90 158 237 34,5 89 34,5 - 26,6 PHP 85PB280TB
300 7 3535 307,0 35 90 158 257 34,5 89 34,5 170 27,3 PHP 85PB300TB
315 7 3535 322,0 35 90 158 272 34,5 89 34,5 170 28,0 PHP 85PB315TB
335 7 3535 342,0 35 90 158 292 345 89 345 170 30,5 PHP 85PB335TB
355 7 3535 362,0 35 90 158 312 34,5 89 34,5 170 315 PHP 85PB355TB
400 5 4040 407,0 40 100 158 357 28,0 102 28,0 200 43,0 PHP 85PB400TB
450 5 4040 457,0 40 100 158 407 28,0 102 28,0 200 46,0 PHP 85PB450TB
500 5 4040 507,0 40 100 158 457 28,0 102 28,0 200 52,0 PHP 85PB500TB
560 5 4545 567,0 55 110 158 517 22,0 114 22,0 225 54,5 PHP 85PB560TB
630 5 4545 637,0 55 110 158 587 22,0 114 22,0 225 67,0 PHP 85PB630TB
710 5 4545 717,0 55 110 158 664 22,0 114 22,0 225 75,5 PHP 85PB710TB
800 5 4545 807,0 55 110 158 754 22,0 114 22,0 225 94,5 PHP 85PB800TB
900 5 4545 907,0 55 110 158 854 22,0 114 22,0 225 113,5 PHP 85PB900TB
1000 5 5050 10070 70 125 158 954 15,5 127 15,5 245 121,5 PHP 85PB1000TB
1250 5 5050 12570 70 125 158 1204 15,5 127 15,5 245 242,0 PHP 85PB1250TB
SPB 10 224 3 3535 231,0 35 90 196 181 53,5 89 535 - 20,5 PHP 10SPB224TB
236 3 3535 243,0 35 90 196 193 535 89 53,5 - 22,6 PHP 10SPB236TB
250 3 3535 257,0 35 90 196 207 535 89 53,5 - 26,6 PHP 10SPB250TB
280 6 3535 287,0 35 90 196 237 53,5 89 53,5 - 27,8 PHP 10SPB280TB
315 7 3535 322,0 35 90 196 272 53,5 89 53,5 170 28,8 PHP 10SPB315TB
335 5 4040 342,0 40 100 196 292 47,0 102 47,0 200 32,0 PHP 10SPB335TB
355 5 4040 362,0 40 100 196 312 47,0 102 47,0 200 335 PHP 10SPB355TB
400 5 4040 407,0 40 100 196 357 47,0 102 47,0 200 36,0 PHP 10SPB400TB
450 5 4545 457,0 55 110 196 407 41,0 114 41,0 225 47,0 PHP 10SPB450TB
500 5 4545 507,0 55 110 196 457 41,0 114 41,0 225 55,0 PHP 10SPB500TB
560 5 4545 567,0 55 110 196 517 41,0 114 41,0 225 59,0 PHP 10SPB560TB
630 5 4545 637,0 55 110 196 587 41,0 114 41,0 225 66,0 PHP 10SPB630TB
710 5 4545 717,0 55 125 196 664 41,0 114 41,0 225 75,0 PHP 10SPB710TB
800 5 4545 807,0 55 125 196 754 41,0 114 41,0 225 96,0 PHP 10SPB800TB
900 5 5050 907,0 70 125 196 854 34,5 127 34,5 245 119,0 PHP 10SPB900TB
1000 5 5050 10070 70 125 196 954 345 127 34,5 245 141,0 PHP 10SPB1000TB
1250 5 5050 12570 70 125 196 1203 350 127 - - 265,0 PHP 10SPB1250TB
SPC 3 200 3 2517 209.6 16 60 85 150 20,0 45 20,0 - 10,2 PHP 3SPC200TB
212 3 3020 221,6 25 75 85 162 17,0 51 17,0 - 11,2 PHP 35PC212TB
224 3 3020 233,6 25 75 85 173 17,0 51 17,0 - 12,7 PHP 35PC224TB
236 3 3020 245,6 25 75 85 185 17,0 51 17,0 - 14,4 PHP 35PC236TB
250 3 3020 259,6 25 75 85 194 17,0 51 17,0 - 16,5 PHP 35PC250TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPC 3 265 1 3535 274,6 35 90 85 - - 89 4,0 170 19,7 PHP 3SPC265TB
280 1 3535 289,6 35 90 85 - - 89 4,0 170 22,7 PHP 35PC280TB
300 4 3535 309,6 35 90 85 249 2,0 89 2,0 170 22,7 PHP 3SPC300TB
315 7 3535 324,6 35 90 85 264 2,0 89 2,0 170 22,0 PHP 3SPC315TB
335 4 3535 344,6 35 90 85 284 2,0 89 2,0 170 24,1 PHP 3SPC335TB
355 4 3535 364,6 35 90 85 304 2,0 89 2,0 170 26,2 PHP 3SPC355TB
375 4 3535 384,6 35 90 85 324 2,0 89 2,0 170 28,0 PHP 3SPC375TB
400 4 3535 409,6 35 90 85 344 2,0 89 2,0 170 29,3 PHP 3SPC400TB
425 4 3535 434,6 35 90 85 369 2,0 89 2,0 170 32,8 PHP 3SPC425TB
450 4 3535 459,6 35 90 85 394 2,0 89 2,0 170 34,7 PHP 3SPC450TB
475 4 3535 484,6 35 90 85 419 2,0 89 2,0 170 36,5 PHP 3SPC475TB
500 4 3535 509.6 35 90 85 [ 2,0 89 2,0 170 40,0 PHP 3SPC500TB
530 4 3535 539,6 35 90 85 474 2,0 89 2,0 170 42,5 PHP 3SPC530TB
560 4 3535 569,6 35 90 85 504 2,0 89 2,0 170 45,9 PHP 3SPC560TB
630 4 4040 639,6 40 100 85 574 8,5 102 8,5 200 76,3 PHP 3SPC630TB
710 4 4040 719,6 70 100 85 654 85 102 85 200 81,6 PHP 3SPC710TB
800 4 4545 809,6 55 110 85 737 14,5 114 14,5 225 87,0 PHP 3SPC800TB
1000 4 5050 1009,6 70 125 85 937 21,0 127 21,0 245 120,0 PHP 35PC1000TB
1250 4 5050 12596 70 125 85 1187 21,0 127 21,0 245 175,0 PHP 35PC1250TB
SPC 4 200 3 3020 209,6 25 75 111 144 30,0 51 30,0 - 11,3 PHP 4SPC200TB
212 3 3020 221,6 25 75 111 156 30,0 51 30,0 - 13,0 PHP 45PC212TB
224 3 3535 233,6 35 90 111 168 11,0 89 11,0 - 14,5 PHP 4SPC224TB
236 3 3535 245,6 35 90 111 180 11,0 89 11,0 - 16,7 PHP 4SPC236TB
250 3 3535 259,6 35 90 111 194 11,0 89 11,0 - 19,3 PHP 4SPC250TB
265 3 3535 274,6 35 90 111 209 11,0 89 11,0 - 22,4 PHP 4SPC265TB
280 7 3535 289,6 35 90 111 224 11,0 89 11,0 - 25,4 PHP 4SPC280TB
300 5 3535 309,6 35 90 111 244 11,0 89 11,0 170 25,4 PHP 4SPC300TB
315 5 3535 324,6 35 90 111 259 11,0 89 11,0 170 253 PHP 4SPC315TB
335 5 3535 344,6 35 90 111 279 11,0 89 11,0 170 27,4 PHP 4SPC335TB
355 5 3535 364,6 35 90 111 299 11,0 89 11,0 170 29,6 PHP 4SPC355TB
375 5 3535 384,6 35 90 111 319 11,0 89 11,0 170 31,3 PHP 4SPC375TB
400 5 3535 409,6 35 90 111 344 11,0 89 11,0 170 338 PHP 4SPC400TB
425 5 3535 434,6 35 90 111 369 11,0 89 11,0 170 38,0 PHP 4SPC425TB
450 5 3535 459,6 35 90 111 394 11,0 89 11,0 170 413 PHP 4SPC450TB
475 5 3535 484,6 35 90 111 419 11,0 89 11,0 170 437 PHP 4SPC475TB
500 5 3535 509,6 35 90 111 Lk 11,0 89 11,0 170 46,0 PHP 4SPC500TB
530 5 4040 539,6 40 100 111 474 45 102 45 170 52,0 PHP 4SPC530TB
560 5 4040 569,6 40 100 111 504 45 102 45 200 58,0 PHP 4SPC560TB
630 4 4545 639,6 55 110 111 574 15 114 15 225 63,8 PHP 4SPC630TB
710 4 5050 719,6 70 125 111 654 8,0 127 8,0 267 83,2 PHP 4SPC710TB
800 4 5050 809,6 70 125 111 737 ,0 127 8,0 267 102,5 PHP 4SPC800TB
1000 4 5050 10096 70 125 111 937 8,0 127 8,0 267 130,0 PHP 4SPC1000TB
1250 4 5050 12596 70 125 111 1187 8,0 127 8,0 267 186,0 PHP 4SPC1250TB
SPC 5 200 3 3535 209,6 35 90 136 150 23,5 89 23,5 N 12,2 PHP 55PC200TB
212 3 3535 221,6 35 90 136 160 235 89 235 - 14,5 PHP 55PC212TB
224 3 3535 233,6 35 90 136 173 235 89 235 - 16,6 PHP 5S5PC224TB
236 3 3535 245,6 35 90 136 185 235 89 235 - 18,9 PHP 55PC236TB
250 3 3535 259,6 35 90 136 198 235 89 235 - 21,5 PHP 5S5PC250TB
265 3 3535 274,6 35 90 136 213 235 89 235 - 25,0 PHP 5S5PC265TB
280 3 3535 289,6 35 90 136 228 235 89 235 - 28,4 PHP 55PC280TB
300 7 3535 309,6 35 90 136 247 235 89 235 170 282 PHP 55PC300TB
315 5 3535 324,6 35 90 136 264 235 89 235 170 281 PHP 55PC315TB
335 5 3535 344,6 35 90 136 280 23,5 89 23,5 170 311 PHP 5SPC335TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPC taper bushed
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.
- - mm - - mm kg -
SPC 5 355 5 3535 364,6 35 90 136 304 235 89 235 170 331 PHP 5S5PC355TB
375 5 3535 384,6 35 90 136 324 235 89 235 170 35,6 PHP 5S5PC375TB
400 5 3535 409,6 35 90 136 344 235 89 235 170 38,5 PHP 5SPC400TB
425 5 3535 434,6 35 90 136 369 235 89 235 170 42,5 PHP 5S5PC425TB
450 5 4040 459,6 40 100 136 394 17,0 102 17,0 200 44,3 PHP 5SPC450TB
475 5 4040 484,6 40 100 136 419 17,0 102 17,0 200 48,5 PHP 55PC475TB
500 5 4040 509,6 40 100 136 [AAA 17,0 102 17,0 200 51,0 PHP 55PC500TB
530 5 4545 539,6 55 110 136 474 11,0 102 11,0 200 66,0 PHP 55PC530TB
560 5 4545 569,6 55 110 136 504 11,0 114 11,0 200 66,7 PHP 55PC560TB
630 5 5050 639.,6 70 125 136 574 4,5 127 4,5 245 73,0 PHP 55PC630TB
710 5 5050 719,6 70 125 136 654 45 127 45 245 93,0 PHP 55PC710TB
800 5 5050 809,6 70 125 136 737 45 127 4,5 245 119,0 PHP 55PC800TB
1000 5 5050 10096 70 125 136 937 45 127 45 245 147,0 PHP 55PC1000TB
1250 5 5050 12596 70 125 136 1187 45 127 4,5 245 210,0 PHP 55PC1250TB
SPC 6 200 3 3535 209,6 35 90 162 148 36,5 89 36,5 - 14 PHP 6SPC200TB
212 3 3535 221,6 35 90 162 160 36,5 89 36,5 - 16,5 PHP 65PC212TB
224 3 3535 2336 35 90 162 173 36,5 89 36,5 - 18,0 PHP 6SPC224TB
236 3 3535 245,6 35 90 162 185 36,5 89 36,5 - 213 PHP 65PC236TB
250 3 3535 259,6 35 90 162 198 36,5 89 36,5 - 29,0 PHP 6SPC250TB
265 3 3535 274,6 35 90 162 213 36,5 89 36,5 - 30,3 PHP 6SPC265TB
280 7 3535 289,6 35 90 162 228 36,5 89 36,5 - 315 PHP 65PC280TB
300 7 3535 309.,6 35 90 162 247 36,5 89 36,5 170 31,5 PHP 6SPC300TB
315 5 3535 324,6 35 90 162 264 36,5 89 36,5 170 33,2 PHP 6SPC315TB
335 5 3535 344,6 35 90 162 280 36,5 89 36,5 170 37,5 PHP 6SPC335TB
355 5 3535 364,6 35 90 162 304 36,5 89 36,5 170 40,5 PHP 6SPC355TB
375 5 4040 384,6 40 100 162 324 30,0 102 30,0 200 44,5 PHP 6SPC375TB
400 5 4040 409,6 40 100 162 348 30,0 102 30,0 200 43,0 PHP 6SPC400TB
425 5 4040 434,6 40 100 162 369 30,0 102 30,0 225 51,0 PHP 6SPC425TB
450 7 4545 459,6 55 110 162 394 24,0 114 24,0 225 57,5 PHP 6SPC450TB
475 5 4545 484,6 55 110 162 419 24,0 114 24,0 225 62,0 PHP 6SPC475TB
500 5 4545 509,6 55 110 162 444 24,0 114 24,0 225 67,0 PHP 6SPC500TB
530 5 5050 539,6 70 125 162 474 17,5 114 17,5 245 74,5 PHP 6SPC530TB
560 5 5050 569,6 70 125 162 504 17,5 127 17,5 245 77,5 PHP 6SPC560TB
630 5 5050 639,6 70 125 162 574 17,5 127 17,5 245 88,5 PHP 6SPC630TB
710 5 5050 719,6 70 125 162 654 17,5 127 17,5 245 107,3 PHP 6SPC710TB
800 5 5050 809,6 70 125 162 737 17,5 127 17,5 245 126,0 PHP 6SPC800TB
1000 5 5050 10096 70 125 162 937 17,5 127 17,5 245 185,0 PHP 6SPC1000TB
1250 5 5050 12596 70 125 162 1187 17,5 127 17,5 245 258,0 PHP 6SPC1250TB
SPC 8 200 3 3535 209,6 35 90 213 148 62,0 89 62,0 - 20,0 PHP 85PC200TB
212 3 3535 221,6 35 90 213 160 62,0 89 62,0 - 213 PHP 85PC212TB
224 3 3535 2336 35 90 213 170 62,0 89 62,0 - 22,9 PHP 85PC224TB
236 3 3535 245,6 35 90 213 184 62,0 89 62,0 - 25,9 PHP 85PC236TB
250 3 3535 259,6 35 90 213 198 62,0 89 62,0 . 29,0 PHP 85PC250TB
265 3 3535 274,6 35 90 213 213 62,0 89 62,0 . 32,5 PHP 85PC265TB
280 3 3535 289,6 35 90 213 228 62,0 89 62,0 - 36,1 PHP 85PC280TB
300 3 4040 309,6 40 100 213 207 55,5 102 55,5 - 371 PHP 8SPC300TB
315 3 4040 324,6 40 100 213 258 55,5 102 55,5 - 40,0 PHP 8SPC315TB
335 7 4040 344,6 40 100 213 280 55,5 102 55,5 210 44,0 PHP 8SPC335TB
355 5 4040 364,6 40 100 213 304 55,5 102 55,5 210 49,0 PHP 8SPC355TB
375 5 4545 384,6 55 110 213 324 49,5 114 49,5 242 545 PHP 8SPC375TB
400 5 4545 409,6 55 110 213 348 49,5 114 49,5 242 58,0 PHP 8SPC400TB
425 5 4545 434,6 55 110 213 369 49,5 114 49,5 242 63,5 PHP 8SPC425TB
450 5 5050 459,6 70 125 213 394 43,0 127 43,0 267 70,0 PHP 85PC450TB

* Mass does not include bushings.

Non-functional dimensions may vary slightly.
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Wedge belt pulleys

SPC taper bushed
Section  Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F G K L M H
Min. Max.

- - mm - - mm kg -

SPC 8 475 5 5050 484,6 70 125 213 419 43,0 127 43,0 267 72,0 PHP 8SPC475TB
500 5 5050 509,6 70 125 213 Lk 43,0 127 43,0 267 82,5 PHP 8SPC500TB
530 5 5050 539,6 70 125 213 474 43,0 127 43,0 267 82,5 PHP 8SPC530TB
560 5 5050 569,6 70 125 213 504 43,0 127 43,0 267 94,5 PHP 85PC560TB
630 5 5050 639,6 70 125 213 574 43,0 127 43,0 267 102,0 PHP 85PC630TB
710 5 5050 719,6 70 125 213 656 43,0 127 43,0 267 123,5 PHP 85PC710TB
800 5 5050 809,6 70 125 213 737 43,0 127 43,0 267 145,0 PHP 85PC800TB
1000 5 5050 10096 70 125 213 937 43,0 127 43,0 267 207,0 PHP 85PC1000TB
1250 5 5050 12596 70 125 213 1187 43,0 127 43,0 267 285,0 PHP 85PC1250TB

SPC 10 224 3 4040 2336 40 100 264 168 81,0 102 - - 28,0 PHP 10SPC224TB
236 3 4040 245,6 40 100 264 180 81,0 102 81,0 - 30,9 PHP 10SPC236TB
250 3 4040 259,6 40 100 264 196 81,0 102 81,0 - 35,0 PHP 10SPC250TB
265 3 4040 274,6 40 100 264 209 81,0 102 81,0 - 39,5 PHP 10SPC265TB
280 3 4040 289,6 40 100 264 226 81,0 102 81,0 - 42,1 PHP 10SPC280TB
300 3 4545 309,6 55 110 264 245 75,0 114 75,0 - 44,1 PHP 10SPC300TB
315 3 4545 324,6 55 110 264 258 75,0 114 75,0 - 47,0 PHP 10SPC315TB
335 3 4545 344,6 55 110 264 279 75,0 114 75,0 - 51,0 PHP 10SPC335TB
355 3 4545 364,6 55 110 264 299 75,0 114 75,0 - 57,0 PHP 10SPC355TB
375 3 4545 384,6 55 110 264 319 68,5 127 68,5 245 62,5 PHP 10SPC375TB
400 6 5050 409,6 70 125 264 342 68,5 127 68,5 245 66,0 PHP 10SPC400TB
425 7 5050 434,6 70 125 264 369 68,5 127 68,5 245 70,5 PHP 10SPC425TB
450 5 5050 459,6 70 125 264 394 68,5 127 68,5 245 78,0 PHP 10SPC450TB
475 5 5050 484,6 70 125 264 419 68,5 127 68,5 245 82,0 PHP 10SPC475TB
500 5 5050 509,6 70 125 264 Lk 68,5 127 68,5 245 95,5 PHP 10SPC500TB
530 5 5050 539,6 70 125 264 474 68,5 127 68,5 245 106,0 PHP 10SPC530TB
560 5 5050 569,6 70 125 264 504 68,5 127 68,5 245 94,7 PHP 10SPC560TB
630 5 5050 639.,6 70 125 264 574 68,5 127 68,5 245 113,2 PHP 10SPC630TB
710 5 5050 719,6 70 125 264 654 68,5 127 68,5 245 133,5 PHP 10SPC710TB
800 5 5050 809,6 70 125 264 737 68,5 127 68,5 245 160,5 PHP 10SPC800TB
1000 5 5050 10096 70 125 264 937 68,5 127 68,5 245 2275 PHP 10SPC1000TB
1250 5 5050 12596 70 125 264 1187 68,5 127 68,5 245 300,0 PHP 10SPC1250TB

* Mass does not include bushings.
Non-functional dimensions may vary slightly.
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Classical V-belt pulleys
A/B taper bushed

F —F— F -~ F— <—FT
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Type A-1 Type A-2 Type A-3 Type B-1 Type B-2
Section Number of Pitch diameter Pulley Bushing Dimensions Mass?  Designation
grooves  BeltA Belt B type number  Outer
diameter
PD PD 0D B F E L M
Min. Max.
- - mm in mm in mm kg

A/B 1 76,2 3,0 86,4 34 A-1 1210 953 15,88 31,75 25,40 - 25,40 - 1,0 PHP 1-B34TB
81,3 3,2 914 3,6 A-1 1210 100,3 15,88 31,75 25,40 - 25,40 - 1,2 PHP 1-B36TB
86,4 3.4 96,5 38 A-1 1610 105,4 12,70 41,28 25,40 - 25,40 - 13 PHP 1-B38TB
914 3,6 101,6 4,0 A-1 1610 110,5 12,70 41,28 25,40 - 25,40 - 1,4 PHP 1-B40TB
96,5 38 106,7 4,2 A-1 1610 115,6 12,70 41,28 25,40 - 25,40 - 1,6 PHP 1-B42TB
101,6 4,0 111,8 bk A-1 1610 120,7 12,70 41,28 25,40 - 25,40 - 1,7 PHP 1-B44TB
106,7 4,2 116,8 4,6 A-1 1610 125,7 12,70 41,28 25,40 - 25,40 - 1,8 PHP 1-B46TB
111,8 bk 121,9 48 A-1 1610 130,8 12,70 41,28 25,40 - 25,40 - 2,0 PHP 1-B48TB
116,8 4,6 127,0 5.0 A-1 1610 135,9 12,70 41,28 25,40 - 25,40 - 2,2 PHP 1-B50TB
121,9 48 1321 5.2 A-1 1610 141,0 12,70 41,28 25,40 - 25,40 - 2,3 PHP 1-B52TB
1270 50 137.2 5.4 A-1 1610 146,1 12,70 41,28 25,40 - 25,40 - 2,5 PHP 1-B54TB
1321 52 1422 5,6 A-1 1610 1511 12,70 41,28 25,40 - 25,40 - 2,7 PHP 1-B56TB
137,2 54 147,3 58 A-1 1610 156,2 12,70 41,28 25,40 - 25,40 - 2,9 PHP 1-B58TB
142,2 5,6 152,4 6,0 A-1 1610 1613 12,70 41,28 25,40 - 25,40 - 3,0 PHP 1-B60TB
1473 58 157,5 6,2 A-1 1610 166,4 12,70 41,28 25,40 - 25,40 - 3,2 PHP 1-B62TB
152,4 6,0 162,6 6,4 A-1 1610 171,5 12,70 41,28 25,40 - 25,40 - 3,6 PHP 1-B64TB
157,5 6,2 167,6 6,6 A-1 1610 176,5 12,70 41,28 25,40 - 25,40 - 39 PHP 1-B66TB
162,6 6.4 1727 6,8 A-1 1610 181,6 12,70 41,28 25,40 - 25,40 - 41 PHP 1-B68TB
177.8 7,0 188,0 74 B-1 25179 196,9 19,05 63,50 25,40 - 44,45 19,05 4,3 PHP 1-B74TB
2083 82 2184 8,6 B-2 25179 2273 19,05 63,50 25,40 - 44,45 19,05 54 PHP 1-B86TB
228,6 9.0 2388 9.4 B-2 25171 247,7 19,05 63,50 25,40 - 44,45 19,05 6,4 PHP 1-B94TB
269,2 10,6 2794 11,0 B-2 25171 2883 19,05 63,50 25,40 - 44,45 19,05 8,2 PHP 1-B110TB
304,8 12,0 315,0 12,4 C-3 25179 3239 19,05 63,50 25,40 6,35 44,45 12,70 8,4 PHP 1-B124TB
381,0 15,0 3912 15,4 C-3 25179 400,1 19,05 63,50 25,40 6,35 44,45 12,70 8,6 PHP 1-B154TB
457,2 18,0 4674 18,4 C-3 25179 476,3 19,05 63,50 28,58 4,76 44,45 11,11 10,9 PHP 1-B184TB

A/B 2 76,2 3,0 86,4 34 A-1 1210 953 15,88 31,75 44,45 19,05 25,40 - 1,0 PHP 2-B34TB
81,3 3,2 91,4 3,6 A-1 1210 100,3 15,88 31,75 44,45 19,05 25,40 - 1,2 PHP 2-B36TB
86,4 3.4 96,5 38 A-1 1610 105,4 12,70 41,28 44,45 19,05 25,40 - 13 PHP 2-B38TB
914 3,6 101,6 4,0 A-1 1610 110,5 12,70 41,28 44,45 19,05 25,40 - 1.4 PHP 2-B40TB
96,5 38 106,7 4,2 A-1 1610 115,6 12,70 41,28 44,45 19,05 25,40 - 18 PHP 2-B42TB
101,6 4,0 111,8 bk A-1 1610 120,7 12,70 41,28 44,45 19,05 25,40 - 2,0 PHP 2-B44TB
106,7 4,2 116,8 4,6 A-1 1610 125,7 12,70 41,28 44,45 19,05 25,40 - 2,3 PHP 2-B46TB
1118 4,4 1219 4,8 A-1 1610 130,8 12,70 41,28 44,45 19,05 25,40 - 2,5 PHP 2-B48TB
116,8 4,6 1270 50 A-1 1610 1359 12,70 41,28 44,45 19,05 25,40 - 2,7 PHP 2-B50TB
1219 4,8 1321 52 A-1 1610 1410 12,70 41,28 44,45 19,05 25,40 - 3,0 PHP 2-B52TB
127,0 50 137,2 54 A-1 1610 146,1 12,70 41,28 44,45 19,05 25,40 - 3,2 PHP 2-B54TB
1321 52 142,2 5,6 A-1 1610 1511 12,70 41,28 44,45 19,05 25,40 - 3,7 PHP 2-B56TB
137,2 54 1473 58 A-1 1610 156,2 12,70 41,28 44,45 19,05 25,40 - 39 PHP 2-B58TB
142,2 56 152,4 6,0 A-1 1610 161,3 12,70 41,28 44,45 19,05 25,40 - 4,0 PHP 2-B60TB
1473 58 157,5 6,2 A-1 1610 166,4 12,70 41,28 44,45 19,05 25,40 - 41 PHP 2-B62TB
152,4 6,0 162,6 6,4 A-1 1610 171,5 12,70 41,28 44,45 19,05 25,40 - 4,5 PHP 2-B64TB
157,5 6,2 167,6 6,6 A-1 1610 176,5 12,70 41,28 44,45 19,05 25,40 - 48 PHP 2-B66TB
162,6 6.4 1727 6,8 A-1 1610 181,6 12,70 41,28 44,45 19,05 25,40 - 50 PHP 2-B68TB
177.8 7,0 188,0 7.4 A-1 25179 196,9 19,05 63,50 44,45 . 44,45 - 7.3 PHP 2-B74TB
208,3 82 2184 8,6 A-2 25171 2273 19,05 63,50 44,45 . 44,45 - 8.2 PHP 2-B86TB
228,6 9.0 238,8 9,4 A-2 25179 2477 19,05 63,50 44,45 - 44,45 - 9.1 PHP 2-B94TB
269,2 10,6 279.4 11,0 A-2 25179 288,3 19,05 63,50 44,45 - 44,45 - 11,3 PHP 2-B110TB
304,8 12,0 315,0 12,4 A-3 25179 3239 19,05 63,50 44,45 - 44,45 - 12,3 PHP 2-B124TB
381,0 15,0 3912 15,4 A-3 25179 400,1 19,05 63,50 44,45 - 44,45 - 141 PHP 2-B154TB
457,2 18,0 4674 18,4 A-3 25179 476,3 19,05 63,50 44,45 - 44,45 - 15,0 PHP 2-B184TB
4978 19,6 508,0 20,0 C-3 3020 516,9 31,75 76,20 44,45 - 50,80 6,35 22,2 PHP 2-B200TB
624,8 24,6 635,0 25,0 C-3 3020 643,9 31,75 76,20 44,45 - 50,80 6,35 29,5 PHP 2-B250TB
7518 29,6 762,0 30,0 C-3 3020 770,9 31,75 76,20 44,45 - 50,80 6,35 34,0 PHP 2-B300TB
955,0 37,6 965,2 38,0 C-3 3020 974,1 31,75 76,20 44,45 - 50,80 6,35 50,8 PHP 2-B380TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Classical V-belt pulleys
A/B taper bushed
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Type B-3 Type C-3
Section Number of Pitch diameter Pulley Bushing Dimensions Mass?  Designation
grooves  BeltA Belt B type number  Outer
diameter
PD PD 0D B F E L M
Min. Max.
- - mm in. mm in. mm kg
A/B 3 76,2 3,0 86,4 3.4 A-1 1210 95,3 15,88 31,75 63,50 38,10 25,40 - 1.4 PHP 3-B34TB
81,3 32 91,4 3,6 A-1 1210 100,3 15,88 31,75 63,50 38,10 25,40 - 1,6 PHP 3-B36TB
86,4 34 96,5 38 A-1 1610 105,4 12,70 41,28 63,50 38,10 25,40 - 1,8 PHP 3-B38TB
91,4 36 101,6 4,0 A-1 1610 110,5 12,70 41,28 63,50 38,10 25,40 - 2,3 PHP 3-B40TB
96,5 338 106,7 4,2 A-1 1610 115,6 12,70 41,28 63,50 38,10 25,40 - 2,7 PHP 3-B42TB
101,6 4,0 111,8 Lb A-1 1610 120,7 12,70 41,28 63,50 38,10 25,40 - 3,0 PHP 3-B44TB
106,7 4,2 116,8 4,6 A-1 1610 125,7 12,70 41,28 63,50 38,10 25,40 - 3,2 PHP 3-B46TB
111,8 44 121,9 4,8 A-1 1610 130,8 12,70 41,28 63,50 38,10 25,40 E 3,6 PHP 3-B48TB
116,8 4,6 127,0 5,0 A-1 1610 135,9 12,70 41,28 63,50 38,10 25,40 - 3,9 PHP 3-B50TB
121,9 4,8 132,1 52 A-1 1610 141,0 12,70 41,28 63,50 38,10 25,40 - 4,1 PHP 3-B52TB
127,0 5,0 137,2 5.4 A-1 25179 146,1 19,05 63,50 63,50 38,10 44,45 - 43 PHP 3-B54TB
1321 5.2 142,2 5,6 A-1 25179 1511 19,05 63,50 63,50 38,10 44,45 - 45 PHP 3-B56TB
137,2 54 147,3 58 A-1 25179 156,2 19,05 63,50 63,50 19,05 4445 - 48 PHP 3-B58TB
142,2 56 152,4 6,0 A-1 25179 161,3 19,05 63,50 63,50 19,05 44,45 - 5,0 PHP 3-B60TB
1473 58 157,5 6,2 A-1 25179 166,4 19,05 63,50 63,50 19,05 44,45 - 5.2 PHP 3-B62TB
152,4 6,0 162,6 6,4 A-1 2517 1715 19,05 63,50 63,50 19,05 44,45 - 54 PHP 3-B64TB
157,5 6,2 167,6 6,6 A-1 25179 176,5 19,05 63,50 63,50 19,05 44,45 - 5, PHP 3-B66TB
162,6 6,4 172,7 6,8 A-1 25171 181,6 19,05 63,50 63,50 19,05 44,45 - 58 PHP 3-B68TB
177,8 7,0 188,0 7.4 A-1 25179 196,9 19,05 63,50 63,50 19,05 44,45 - 7.3 PHP 3-B74TB
208,3 8,2 218,4 8,6 A-2 25179 2273 19,05 63,50 63,50 19,05 44,45 - 8,6 PHP 3-B86TB
228,6 9,0 2388 9.4 A-2 25171 247,7 19,05 63,50 63,50 19,05 44,45 - 9,5 PHP 3-B94TB
269,2 10,6 2794 11,0 A-2 25179 288,3 19,05 63,50 63,50 19,05 44,45 - 10,9 PHP 3-B110TB
304,8 12,0 315,0 12,4 A-3 25179 3239 19,05 63,50 63,50 - 44,45 19,05 12,7 PHP 3-B124TB
381,0 15,0 3912 15,4 A-3 25179 400,1 19,05 63,50 63,50 - 44,45 19,05 13,6 PHP 3-B154TB
457,2 18,0 467 4 18,4 A-3 25179 476,3 19,05 63,50 63,50 - 44,45 19,05 20,0 PHP 3-B184TB
4978 19,6 508,0 20,0 A-3 3020 516,9 31,75 76,20 63,50 - 50,80 12,70 26,3 PHP 3-B200TB
6248 24,6 635,0 25,0 A-3 3020 643,9 31,75 76,20 63,50 - 50,80 12,70 336 PHP 3-B250TB
751,8 29,6 762,0 30,0 A-3 3020 7709 31,75 76,20 63,50 - 50,80 12,70 381 PHP 3-B300TB
955,0 37,6 965,2 38,0 B-3 3020 9741 31,75 76,20 63,50 - 76,20 12,70 61,2 PHP 3-B380TB
A/B 4 76,2 3,0 86,4 3.4 A-1 1210 95,3 15,88 31,75 82,55 57,15 25,40 - 1.4 PHP 4-B34TB
81,3 3,2 91,4 3,6 A-1 1210 100,3 15,88 31,75 82,55 57,15 25,40 - 1,6 PHP 4-B36TB
86,4 3.4 96,5 38 A-1 1610 105,4 12,70 41,28 82,55 57,15 25,40 - 18 PHP 4-B38TB
91,4 ,6 101,6 4,0 A-1 1610 110,5 12,70 41,28 82,55 57,15 25,40 - 2,3 PHP 4-B40TB
96,5 38 106,7 4,2 A-1 1610 115,6 12,70 41,28 82,55 57,15 25,40 - 2,5 PHP 4-B42TB
101,6 4,0 111,8 bb A-1 1610 120,7 12,70 41,28 82,55 57,15 25,40 - 2,7 PHP 4-B44TB
106,7 4,2 116,8 4,6 A-1 1610 125,7 12,70 41,28 82,55 57,15 25,40 - 32 PHP 4-B46TB
111,8 b 121,9 48 A-1 1610 130,8 12,70 41,28 82,55 57,15 25,40 - 36 PHP 4-B48TB
116,8 4,6 127,0 5,0 A-1 25179 135,9 19,05 63,50 82,55 38,10 44,45 - 3,9 PHP 4-B50TB
121,9 48 132,1 5.2 A-1 25179 141,0 19,05 63,50 82,55 38,10 44,45 - 41 PHP 4-B52TB
127,0 5,0 137,2 5,4 A-1 25179 146,1 19,05 63,50 82,55 38,10 44,45 - 4,3 PHP 4-B54TB
1321 52 142,2 5,6 A-1 25179 1511 19,05 63,50 82,55 38,10 44,45 - 4,5 PHP 4-B56TB
137,2 5,4 147,3 58 A-1 25179 156,2 19,05 63,50 82,55 38,10 44,45 - 54 PHP 4-B58TB
142,2 56 152,4 6,0 A-1 25179 161,3 19,05 63,50 82,55 38,10 44,45 . 57 PHP 4-B60TB
147,3 58 157,5 6,2 A-1 25179 166,4 19,05 63,50 82,55 38,10 44,45 . 59 PHP 4-B62TB
152,4 6,0 162,6 6,4 A-1 25179 171,5 19,05 63,50 82,55 38,10 44,45 - 6,4 PHP 4-B64TB
157,5 6,2 167,6 6,6 A-1 25179 176,5 19,05 63,50 82,55 38,10 44,45 - 6,8 PHP 4-B66TB
162,6 6,4 172,7 6,8 A-1 25179 181,6 19,05 63,50 82,55 38,10 44,45 - 73 PHP 4-B68TB
177,8 7,0 188,0 74 A-1 25179 196,9 19,05 63,50 82,55 38,10 44,45 - 91 PHP 4-B74TB
208,3 8,2 2184 8,6 A-2 25179 2273 19,05 63,50 82,55 38,10 44,45 - 9,5 PHP 4-B86TB
228,6 9,0 238,8 9,4 A-2 25179 247,7 19,05 63,50 82,55 38,10 44,45 - 10,4 PHP 4-B94TB
269,2 10,6 2794 11,0 A-2 25179 2883 19,05 63,50 82,55 38,10 44,45 - 12,7 PHP 4-B110TB
304,8 12,0 315,0 12,4 A-3 25179 3239 19,05 63,50 82,55 9,53 44,45 28,58 15,4 PHP 4-B124TB
381,0 15,0 391,2 15,4 A-3 2517 400,1 19,05 63,50 82,55 9,53 44,45 28,58 191 PHP 4-B154TB
457,2 18,0 4674 18,4 A-3 25179 476,3 19,05 63,50 82,55 12,70 44,45 25,40 24,0 PHP 4-B184TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.

akF

257




Classical V-belt pulleys

A/B taper bushed
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Type A-1 Type A-2 Type A-3
Section Number of Pitch diameter Pulley Bushing Dimensions Mass?  Designation
grooves  BeltA Belt B type number  Outer
diameter
PD PD 0D B F E L M
Min. Max.
- mm in. mm in. mm kg
A/B 4978 19,6 508,0 20,0 A-3 3020 516,9 31,75 76,20 82,55 12,70 50,80 19,05 28,6 PHP 4-B200TB
624,83 24,6 635,0 25,0 A-3 3030 643,9 31,75 76,20 82,55 - 76,20 31,75 36,3 PHP 4-B250TB
7518 29,6 762,0 30,0 A-3 3030 770,9 31,75 76,20 82,55 - 76,20 31,75 45,4 PHP 4-B300TB
955,0 37,6 965,2 38,0 A-3 3030 974,1 31,75 76,20 82,55 - 76,20 31,75 644 PHP 4-B380TB
A/B 76,2 3,0 86,4 34 A-1 1210 95,3 15,88 31,75 101,60 63,50 38,10 - 2,3 PHP 5-B34TB
81,3 3,2 91,4 3,6 A-1 1210 100,3 15,88 31,75 101,60 63,50 38,10 - 2,5 PHP 5-B36TB
86,4 3,4 96,5 38 A-1 1215 105,4 15,88 41,28 101,60 63,50 38,10 - 2,7 PHP 5-B38TB
91,4 3,6 101,6 4,0 A-1 1215 110,5 15,88 41,28 101,60 63,50 38,10 - 3,0 PHP 5-B40TB
96,5 3.8 106,7 4,2 A-1 1615 115,6 12,70 41,28 101,60 63,50 38,10 - 3.2 PHP 5-B42TB
101,6 4,0 111,8 b A-1 1615 120,7 12,70 41,28 101,60 63,50 38,10 - 3,6 PHP 5-B44TB
106,7 4,2 116,8 4,6 A-1 1615 125,7 12,70 41,28 101,60 63,50 38,10 - 41 PHP 5-B46TB
116,8 4,6 127,0 5.0 A-1 1615 1359 12,70 41,28 101,60 22,23 38,10 - 48 PHP 5-B50TB
121,9 48 1321 5.2 A-1 1615 141,0 12,70 41,28 101,60 22,23 38,10 - 51 PHP 5-B52TB
127,0 5,0 137,2 54 A-1 25179 146,1 19,05 63,50 101,60 57,15 44,45 - 52 PHP 5-B54TB
1321 52 142,2 5,6 A-1 25179 151,1 19,05 63,50 101,60 57,15 44,45 - 54 PHP 5-B56TB
142,2 56 152,4 6,0 A-1 25179 161,3 19,05 63,50 101,60 57,15 44,45 - 6,4 PHP 5-B60TB
152,4 6,0 162,6 6,4 A-1 25179 171,5 19,05 63,50 101,60 57,15 44,45 - 73 PHP 5-B64TB
162,6 6,4 172,7 6,8 A-1 25177 181,6 19,05 63,50 101,60 57,15 44,45 - 8,2 PHP 5-B68TB
1778 7,0 188,0 7.4 A-1 25177 196,9 19,05 63,50 101,60 57,5 44,45 - 10,0 PHP 5-B74TB
208,3 8.2 218,4 8,6 A-2 25179 2273 19,05 63,50 101,60 57,15 44,45 - 10,9 PHP 5-B86TB
228,6 9,0 238,8 9.4 A-2 25179 2477 19,05 63,50 101,60 57,15 44,45 - 11,8 PHP 5-B94TB
269,2 10,6 2794 11,0 A-2 2517 2883 19,05 63,50 101,60 57,15 44,45 - 15,9 PHP 5-B110TB
304,8 12,0 315,0 12,4 A-3 25179 3239 19,05 63,50 101,60 19,05 44,45 38,10 181 PHP 5-B124TB
381,0 15,0 3912 15,4 A-3 25179 400,1 19,05 63,50 101,60 19,05 44,45 38,10 213 PHP 5-B154TB
4572 18,0 467 4 18,4 A-3 25179 476,3 19,05 63,50 101,60 19,05 44,45 38,10 23,6 PHP 5-B184TB
4978 19,6 508,0 20,0 A-3 3030 516,9 31,75 76,20 101,60 6,35 76,20 19,05 34,0 PHP 5-B200TB
624,83 24,6 635,0 25,0 A-3 3030 643,9 31,75 76,20 101,60 6,35 76,20 19,05 36,7 PHP 5-B250TB
751,8 29,6 762,0 30,0 A-3 3030 770,9 31,75 76,20 101,60 6,35 76,20 19,05 49,4 PHP 5-B300TB
955,0 37,6 965,2 38,0 A-3 3030 9741 31,75 76,20 101,60 6,35 76,20 19,05 71,7 PHP 5-B380TB
A/B 96,5 38 106,7 4,2 A-1 1615 115,6 12,70 41,28 120,65 82,55 38,10 - EX) PHP 6-B42TB
101,6 4,0 111,8 4,4 A-1 1615 120,7 12,70 41,28 120,65 82,55 38,10 - 41 PHP 6-B44TB
106,7 4,2 116,8 4,6 A-1 1615 125,7 12,70 41,28 120,65 82,55 38,10 - 4,5 PHP 6-B46TB
116,8 4,6 127,0 5.0 A-1 1615 1359 12,70 41,28 120,65 31,75 38,10 50,80 5.4 PHP 6-B50TB
121,9 48 132,1 5.2 A-1 1615 141,0 12,70 41,28 120,65 31,75 38,10 50,80 58 PHP 6-B52TB
127,0 5,0 137,2 54 A-1 1615 146,1 12,70 41,28 120,65 31,75 38,10 50,80 6,2 PHP 6-B54TB
1321 52 142,2 5,6 A-1 1615 151,1 12,70 41,28 120,65 31,75 38,10 50,80 6,6 PHP 6-B56TB
142,2 5,6 1524 6,0 A-1 25179 161,3 19,05 63,50 120,65 76,20 44,45 - 73 PHP 6-B60TB
152,4 6,0 162,6 6,4 A-1 25179 171,5 19,05 63,50 120,65 76,20 44,45 - 8,9 PHP 6-B64TB
162,6 6,4 172,7 6,8 A-1 25171 181,6 19,05 63,50 120,65 76,20 44,45 - 9,5 PHP 6-B68TB
1778 7,0 188,0 7.4 A-1 25177 196,9 19,05 63,50 120,65 76,20 44,45 - 11,3 PHP 6-B74TB
208,3 8.2 2184 8,6 A-2 25177 2273 19,05 63,50 120,65 76,20 44,45 - 123 PHP 6-B86TB
228,6 9,0 238,8 9.4 A-2 25179 2477 19,05 63,50 120,65 76,20 44,45 - 12,7 PHP 6-B94TB
269,2 10,6 2794 11,0 A-2 2517 2883 19,05 63,50 120,65 76,20 44,45 N 15,4 PHP 6-B110TB
304,8 12,0 315,0 12,4 A-3 2517 3239 19,05 63,50 120,65 28,58 44,45 47,63 19,5 PHP 6-B124TB
381,0 15,0 3912 15,4 A-3 25179 400,1 19,05 63,50 120,65 38,10 44,45 38,10 23,6 PHP 6-B154TB
4572 18,0 467 4 18,4 A-3 25179 476,3 19,05 63,50 120,65 38,10 44,45 38,10 281 PHP 6-B184TB
4978 19,6 508,0 20,0 A-3 3030 516,9 31,75 76,20 120,65 12,70 76,20 31,75 38,6 PHP 6-B200TB
6248 24,6 635,0 25,0 A-3 3030 643,9 31,75 76,20 120,65 12,70 76,20 31,75 45,4 PHP 6-B250TB
7518 29,6 762,0 30,0 A-3 3030 770,9 31,75 76,20 120,65 12,70 76,20 31,75 62,1 PHP 6-B300TB
955,0 37,6 965,2 38,0 A-3 3030 974,1 31,75 76,20 120,65 12,70 76,20 31,75 76,2 PHP 6-B380TB
A/B 127,0 50 137,2 54 A-1 25179 146,1 19,05 63,50 158,75 47,63 44,45 66,68 73 PHP 8-B54TB
1321 5.2 1422 5,6 A-1 25177 1511 19,05 63,50 158,75 47,63 44,45 66,68 7.7 PHP 8-B56TB
1422 5,6 152,4 6,0 A-1 25179 161,3 19,05 63,50 158,75 47,63 44,45 66,68 8,6 PHP 8-B60TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Classical V-belt pulleys

A/B taper bushed
Section  Number of Pitch diameter Pulley Bushing Dimensions Mass?)  Designation
grooves  BeltA Belt B type number  Outer
diameter
PD PD oD B F E L M
Min. Max.

- - mm in mm in mm kg

A/B 8 1524 6,0 162,6 6,4 A-1 25177 171,5 19,05 63,50 158,75 47,63 44,45 66,68 9,5 PHP 8-B64TB
162,6 6,4 172,7 6,8 A-1 25179 181,6 19,05 63,50 158,75 47,63 44,45 66,68 11,3 PHP 8-B68TB
177,8 7,0 188,0 7.4 A-1 25179 196,9 19,05 63,50 158,75 47,63 44,45 66,68 13,2 PHP 8-B74TB
208,3 8,2 218,4 8,6 A-1 3030 2273 31,75 76,20 158,75 25,40 76,20 57,15 16,8 PHP 8-B86TB
228,6 9,0 238,8 9.4 A-2 3030 252,7 31,75 76,20 158,75 25,40 76,20 57,15 18,6 PHP 8-B94TB
269,2 10,6 2794 11,0 A-2 3030 288,3 31,75 76,20 158,75 25,40 76,20 57,15 231 PHP 8-B110TB
304,8 12,0 315,0 12,4 A-3 3030 3239 31,75 76,20 158,75 25,40 76,20 57,15 25,4 PHP 8-B124TB
381,0 15,0 391,2 154 A-3 3030 400,1 31,75 76,20 158,75 25,40 76,20 57,15 313 PHP 8-B154TB
4572 18,0 4674 18,4 A-3 3030 476,3 31,75 76,20 158,75 25,40 76,20 57,15 44,9 PHP 8-B184TB
4978 19,6 508,0 20,0 A-3 3030 516,9 31,75 76,20 158,75 25,40 76,20 57,15 52,2 PHP 8-B200TB
6248 24,6 635,0 25,0 A-3 35351 643,9 50,80 88,90 158,75 19,05 88,90 50,80 65,8 PHP 8-B250TB
751,8 29,6 762,0 30,0 A-3 35351 770,9 50,80 88,90 158,75 19,05 88,90 50,80 771 PHP 8-B300TB
955,0 37,6 965,2 38,0 A-3 4040 974,1 44,45 101,60 158,75 2858 101,60 2858 1179 PHP 8-B380TB

A/B 10 127,0 5,0 137,2 5,4 A-1 25179 146,1 19,05 63,50 196,85 76,20 44,45 76,20 8,2 PHP 10-B54TB
1321 52 142,2 5,6 A-1 25179 151,1 19,05 63,50 196,85 76,20 44,45 76,20 9.1 PHP 10-B56TB
142,2 56 152,4 6,0 A-1 25179 161,3 19,05 63,50 196,85 76,20 44,45 76,20 10,0 PHP 10-B60TB
152,4 6,0 162,6 6,4 A-1 25179 1715 19,05 63,50 196,85 76,20 44,45 76,20 11,6 PHP 10-B64TB
162,6 6,4 172,7 6,8 A-1 25179 1816 19,05 63,50 196,85 76,20 44,45 7620 12,7 PHP 10-B68TB
177,8 7,0 188,0 7.4 A-1 25179 196,9 19,05 63,50 196,85 76,20 44,45 76,20 159 PHP 10-B74TB
208,3 8,2 2184 8,6 A-1 3030 2273 31,75 76,20 196,85 50,80 76,20 69,85 19,5 PHP 10-B86TB
228,6 9,0 238,8 94 A-2 3030 252,7 31,75 76,20 196,85 50,80 76,20 69,85 20,9 PHP 10-B94TB
269,2 10,6 2794 11,0 A-2 3030 288,3 31,75 76,20 196,85 50,80 76,20 69,85 23,6 PHP 10-B110TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.

akF 259



Classical V-belt pulleys
C taper bushed

F —F F ——F

1

L
El el M~ [ IR S YV —elfle [ M - »‘ M
Bl
Type A-1 Type A-2 Type A-3 Type B-3
Section Number of Pitch diameter Pulley Bushing Dimensions Mass? Designation
grooves type number Outer
diameter
PD 0D B F E L M
Min. Max.

- - mm in - - mm kg -

C 2 177.8 7,0 A-1 25179 188,0 19,05 63,50 60,33 15,88 44,45 - 6,8 PHP 2-C70TB
190,5 7,5 A-1 25179 200,7 19,05 63,50 60,33 15,88 44,45 - 7,7 PHP 2-C75TB
203,2 8,0 A-1 25179 2134 19,05 63,50 60,33 15,88 4445 - 91 PHP 2-C80TB
2159 85 A-2 25179 226,1 19,05 63,50 60,33 15,88 4445 - 10,0 PHP 2-C85TB
228,6 9,0 A-2 25179 2383 19,05 63,50 60,33 15,88 44,45 - 10,4 PHP 2-C90TB
2413 9,5 A-2 25179 251,5 19,05 63,50 60,33 15,88 44,45 - 10,9 PHP 2-C95TB
254,0 10,0 A-2 25179 264,2 19,05 63,50 60,33 15,88 44,45 - 113 PHP 2-C100TB
266,7 10,5 A-2 25179 276,9 19,05 63,50 60,33 15,88 44,45 - 11,8 PHP 2-C105TB
2794 11,0 A-2 25179 289,6 19,05 63,50 60,33 15,88 44,45 - 12,3 PHP 2-C110TB
304,8 12,0 A-2 25179 315,0 19,05 63,50 60,33 15,88 44,45 - 15,0 PHP 2-C120TB
330,2 13,0 A-3 25179 340,4 19,05 63,50 60,33 15,88 44,45 - 15,9 PHP 2-C130TB
355,6 14,0 A-3 25179 365,8 19,05 63,50 60,33 15,88 44,45 - 16,3 PHP 2-C140TB
406,4 16,0 A-3 25179 416,6 19,05 63,50 60,33 15,88 4445 - 191 PHP 2-C160TB
4572 18,0 A-3 3020 4674 31,75 76,20 60,33 - 50,80 9,53 191 PHP 2-C180TB
508,0 20,0 A-3 3020 518,22 31,75 76,20 60,33 - 50,80 9,53 20,4 PHP 2-C200TB
609,6 24,0 A-3 3020 619,8 31,75 76,20 60,33 - 50,80 9,53 32,7 PHP 2-C240TB

C 3 1778 7.0 A-1 2517 188,0 19,05 63,50 85,73 6,35 44,45 34,93 8,2 PHP 3-C70TB
190,5 7.5 A-1 25179 200,7 19,05 63,50 85,73 6,35 44,45 34,93 9.1 PHP 3-C75TB
203,2 8,0 A-1 25179 213,4 19,05 63,50 85,73 6,35 44,45 34,93 10,0 PHP 3-C80TB
215,9 8,5 A-2 25179 226,1 19,05 63,50 85,73 6,35 44,45 34,93 10,4 PHP 3-C85TB
228,6 9,0 A-2 25171 2388 19,05 63,50 85,73 6,35 44,45 34,93 10,9 PHP 3-C90TB
2413 9,5 A-2 25179 2515 19,05 63,50 85,73 6,35 44,45 34,93 12,3 PHP 3-C95TB
254,0 10,0 A-2 25179 264,2 19,05 63,50 85,73 6,35 44,45 34,93 13,2 PHP 3-C100TB
266,7 10,5 A-2 25179 276,9 19,05 63,50 85,73 6,35 44,45 34,93 14,5 PHP 3-C105TB
2794 11,0 A-2 25179 289,6 19,05 63,50 85,73 6,35 44,45 34,93 15,9 PHP 3-C110TB
304,8 12,0 A-2 3020 315,0 31,75 76,20 85,73 - 50,80 34,93 20,0 PHP 3-C120TB
330,2 13,0 A-3 3020 340,4 31,75 76,20 85,73 - 50,80 34,93 22,2 PHP 3-C130TB
355,6 14,0 A-3 3020 365,8 31,75 76,20 85,73 - 50,80 34,93 22,7 PHP 3-C140TB
406,4 16,0 A-3 3020 416,6 31,75 76,20 85,73 - 50,80 34,93 29,0 PHP 3-C160TB
457,2 18,0 A-3 3030 4674 31,75 76,20 85,73 - 76,20 9,53 29,0 PHP 3-C180TB
508,0 20,0 A-3 3030 518,2 31,75 76,20 85,73 - 76,20 9,53 35,4 PHP 3-C200TB
609,6 24,0 A-3 3030 6198 31,75 76,20 85,73 - 76,20 9,53 435 PHP 3-C240TB
762,0 30,0 B-3 35351 7722 50,80 88,90 85,73 - 88,90 3,18 56,7 PHP 3-C300TB
9144 36,0 B-3 35351 924,6 50,80 88,90 85,73 - 88,90 3,18 79.4 PHP 3-C360TB

C 4 177,8 7,0 A-1 25179 188,0 19,05 63,50 111,13 12,70 44,45 53,98 9.1 PHP 4-C70TB
190,5 7,5 A-1 25179 200,7 19,05 63,50 111,13 12,70 44,45 53,98 10,4 PHP 4-C75TB
203,2 8,0 A-1 25171 2134 19,05 63,50 111,13 12,70 44,45 53,98 113 PHP 4-C80TB
2159 85 A-2 25179 226,1 19,05 63,50 111,13 12,70 44,45 53,98 118 PHP 4-C85TB
228,6 9,0 A-2 25171 23838 19,05 63,50 111,13 12,70 44,45 53,98 123 PHP 4-C90TB
2413 9,5 A-2 25179 251,5 19,05 63,50 111,13 12,70 44,45 53,98 16,3 PHP 4-C95TB
254,0 10,0 A-2 25171 264,2 19,05 63,50 111,13 12,70 44,45 53,98 17,7 PHP 4-C100TB
266,7 10,5 A-2 25179 276,9 19,05 63,50 111,13 12,70 44,45 53,98 191 PHP 4-C105TB
2794 11,0 A-2 25179 289,6 19,05 63,50 111,13 12,70 44,45 53,98 20,4 PHP 4-C110TB
304,8 12,0 A-2 25179 315,0 19,05 76,20 111,13 - 76,20 34,93 21,3 PHP 4-C120TB
330,2 13,0 A-3 3030 340,4 31,75 76,20 111,13 - 76,20 34,93 231 PHP 4-C130TB
355,6 14,0 A-3 3030 365,8 31,75 76,20 111,13 - 76,20 34,93 24,5 PHP 4-C140TB
406,4 16,0 A-3 3030 416,6 31,75 76,20 111,13 - 76,20 34,93 32,2 PHP 4-C160TB
4572 18,0 A-3 3030 4674 31,75 76,20 111,13 - 76,20 34,93 36,7 PHP 4-C180TB
508,0 20,0 A-3 3030 518,22 31,75 76,20 111,13 - 76,20 34,93 381 PHP 4-C200TB
609,6 24,0 A-3 3030 619,8 31,75 76,20 111,13 - 76,20 34,93 52,6 PHP 4-C240TB
762,0 30,0 A-3 35351 772,2 50,80 88,90 111,13 - 88,90 22,23 Thtb PHP 4-C300TB
9144 36,0 A-3 35351 924,6 50,80 88,90 111,13 - 88,90 22,23 871 PHP 4-C360TB
1117,6 44,0 A-3 4040 1127.8 44,45 101,60 111,13 - 101,60 9,53 127,9 PHP 4-C440TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Classical V-belt pulleys

C taper bushed
Section Number of Pitch diameter Pulley Bushing  Dimensions Mass?) Designation
grooves type number Outer
diameter
PD oD B F E L M
Min. Max.

- - mm in - - mm kg -

C 5 177,8 7,0 A-1 25171 188,0 19,05 63,50 136,53 38,10 L4 45 53,98 10,4 PHP 5-C70TB
190,5 7,5 A-1 25179 200,7 19,05 63,50 136,53 38,10 44,45 53,98 11,8 PHP 5-C75TB
203,2 8,0 A-1 25179 213,4 19,05 63,50 136,53 38,10 44,45 53,98 13,6 PHP 5-C80TB
2159 8,5 A-1 25179 226,1 19,05 63,50 136,53 38,10 44,45 53,98 15,4 PHP 5-C85TB
228,6 9,0 A-2 25179 2388 19,05 63,50 136,53 38,10 44,45 53,98 15,9 PHP 5-C90TB
2413 9.5 A-2 25179 2515 19,05 63,50 136,53 38,10 44,45 53,98 16,3 PHP 5-C95TB
254,0 10,0 A-2 25174 264,2 19,05 63,50 136,53 38,10 44,45 53,98 17,7 PHP 5-C100TB
266,7 10,5 A-2 25174 276,9 19,05 63,50 136,53 38,10 L4 45 53,98 191 PHP 5-C105TB
2794 11,0 A-2 25179 289,6 19,05 63,50 136,53 38,10 L4 45 53,98 19,5 PHP 5-C110TB
304,8 12,0 A-2 3030 315,0 31,75 76,20 136,53 12,70 76,20 47,63 26,3 PHP 5-C120TB
330,2 13,0 A-3 3030 340,4 31,75 76,20 136,53 12,70 76,20 47,63 28,6 PHP 5-C130TB
355,6 14,0 A-3 3030 365,8 31,75 76,20 136,53 12,70 76,20 47,63 29,5 PHP 5-C140TB
406,4 16,0 A-3 3030 416,6 31,75 76,20 136,53 12,70 76,20 47,63 31,8 PHP 5-C160TB
457,2 18,0 A-3 3030 4674 31,75 76,20 136,53 12,70 76,20 47,63 37,7 PHP 5-C180TB
508,0 20,0 A-3 35351 518,2 50,80 88,90 136,53 - 88,90 47,63 49,9 PHP 5-C200TB
609,6 24,0 A-3 35351 619,8 50,80 88,90 136,53 - 88,90 47,63 62,6 PHP 5-C240TB
762,0 30,0 A-3 35351 7722 50,80 88,90 136,53 - 88,90 47,63 79.8 PHP 5-C300TB
9144 6,0 A-3 4040 924,6 44,45 101,60 136,53 6,35 101,60 28,58 110,7 PHP 5-C360TB
1117,6 44,0 A-3 4040 1127.8 44,45 101,60 136,53 6,35 101,60 28,58 130,6 PHP 5-C440TB

C 6 177.8 7,0 A-1 3030 188,0 31,75 76,20 161,93 25,40 76,20 60,33 13,6 PHP 6-C70TB
190,5 7,5 A-1 3030 200,7 31,75 76,20 161,93 25,40 76,20 60,33 141 PHP 6-C75TB
203,2 8,0 A-1 3030 2134 31,75 76,20 161,93 25,40 76,20 60,33 15,9 PHP 6-C80TB
215,9 8,5 A-1 3030 226,1 31,75 76,20 161,93 25,40 76,20 60,33 181 PHP 6-C85TB
228,6 9,0 A-1 3030 2383 31,75 76,20 161,93 25,40 76,20 60,33 213 PHP 6-C90TB
2413 9,5 A-1 3030 2515 31,75 76,20 161,93 25,40 76,20 60,33 24,0 PHP 6-C95TB
254,0 10,0 A-1 3030 264,2 31,75 76,20 161,93 25,40 76,20 60,33 25,9 PHP 6-C100TB
266,7 10,5 A-2 3030 276,9 31,75 76,20 161,93 25,40 76,20 60,33 26,3 PHP 6-C105TB
2794 11,0 A-2 3030 289.,6 31,75 76,20 161,93 25,40 76,20 60,33 29,9 PHP 6-C110TB
304,8 12,0 A-2 3030 315,0 31,75 76,20 161,93 25,40 76,20 60,33 318 PHP 6-C120TB
330,2 13,0 A-3 3030 3404 31,75 76,20 161,93 25,40 76,20 60,33 34,0 PHP 6-C130TB
355,6 14,0 A-3 35351 365,8 50,80 88,90 161,93 12,70 88,90 60,33 36,3 PHP 6-C140TB
406,4 16,0 A-3 35359 416,6 50,80 88,90 161,93 12,70 88,90 60,33 39,5 PHP 6-C160TB
4572 18,0 A-3 35359 467 4 50,80 88,90 161,93 12,70 88,90 60,33 46,3 PHP 6-C180TB
508,0 20,0 A-3 35359 518,2 50,80 88,90 161,93 12,70 88,90 60,33 57,2 PHP 6-C200TB
609,6 24,0 A-3 35351 619,8 50,80 88,90 161,93 12,70 88,90 60,33 68,0 PHP 6-C240TB
762,0 30,0 A-3 4040 772,2 44,45 101,60 161,93 25,40 101,60 34,93 102,5 PHP 6-C300TB
914.,4 36,0 A-3 4040 924.,6 44,45 101,60 161,93 25,40 101,60 34,93 1225 PHP 6-C360TB
1117,6 44,0 A-3 4040 1127,8 44,45 101,60 161,93 25,40 101,60 34,93 145,2 PHP 6-C440TB

C 8 203,2 8,0 A-1 3030 2134 31,75 76,20 212,73 50,80 76,20 85,73 20,4 PHP 8-C80TB
215,9 8,5 A-1 3030 226,1 31,75 76,20 212,73 50,80 76,20 85,73 213 PHP 8-C85TB
2286 9,0 A-1 35351 23838 50,80 88,90 212,73 38,10 88,90 85,73 29,0 PHP 8-C90TB
2413 9,5 A-1 35359 2515 50,80 88,90 212,73 38,10 88,90 85,73 304 PHP 8-C95TB
254,0 10,0 A-1 35359 264,2 50,80 88,90 212,73 38,10 88,90 85,73 318 PHP 8-C100TB
266,7 10,5 A-1 35351 276,9 50,80 88,90 212,73 38,10 88,90 85,73 381 PHP 8-C105TB
2794 11,0 A-1 35352 289,6 50,80 88,90 212,73 38,10 88,90 85,73 39,5 PHP 8-C110TB
304,8 12,0 A-2 35359 315,0 50,80 88,90 212,73 38,10 88,90 85,73 40,8 PHP 8-C120TB
330,2 13,0 A-2 35351 3404 50,80 88,90 212,73 38,10 88,90 85,73 44,0 PHP 8-C130TB
3556 14,0 A-2 35351 3658 50,80 88,90 212,73 38,10 88,90 85,73 47,6 PHP 8-C140TB
406,4 16,0 A-3 35351 416,6 50,80 88,90 212,73 38,10 88,90 85,73 52,2 PHP 8-C160TB
457,2 18,0 A-3 4040 4674 44,45 101,60 212,73 38,10 101,60 73,03 62,1 PHP 8-C180TB
508,0 20,0 A-3 4040 518,2 44,45 101,60 212,73 38,10 101,60 73,03 81,7 PHP 8-C200TB
609,6 24,0 A-3 4040 619,8 44,45 101,60 212,73 38,10 101,60 73,03 93,0 PHP 8-C240TB
762,0 30, A-3 4040 7722 44,45 101,60 212,73 38,10 101,60 73,03 119.3 PHP 8-C300TB
9144 36,0 A-3 4545 924,6 57,15 114,30 212,73 31,75 114,30 66,68 155,6 PHP 8-C360TB
1117,6 44,0 A-3 4545 1127,8 57,15 114,30 212,73 31,75 114,30 66,68 196,0 PHP 8-C440TB

C 10 228,6 9,0 A-1 4545 238,38 57,15 114,30 263,53 38,10 114,30 111,13 25,9 PHP 10-C90TB
2413 9,5 A-1 4545 2515 57,15 114,30 263,53 38,10 114,30 111,13 29,9 PHP 10-C95TB
254,0 10,0 A-1 4545 264,2 57,15 114,30 263,53 38,10 114,30 111,13 34,9 PHP 10-C100TB
266,7 10,5 A-1 4545 276,9 57,15 114,30 263,53 38,10 114,30 111,13 395 PHP 10-C105TB
2794 11,0 A-1 4545 289,6 57,15 114,30 263,53 38,10 114,30 111,13 44,5 PHP 10-C110TB
304,8 12,0 A-1 4545 315,0 57,15 114,30 263,53 38,10 114,30 111,13 54,9 PHP 10-C120TB
330,2 13,0 A-1 4545 340,4 57,15 114,30 263,53 50,80 114,30 98,43 66,2 PHP 10-C130TB
355,6 14,0 A-2 4545 365,8 57,15 114,30 263,53 50,80 114,30 98,43 78,5 PHP 10-C140TB
406,4 16,0 A-2 4545 416,6 57,15 114,30 263,53 50,80 114,30 98,43 105,7 PHP 10-C160TB
4572 18,0 A-2 4545 4674 57,15 114,30 263,53 50,80 114,30 98,43 79,8 PHP 10-C180TB
508,0 20,0 A-3 4545 518,2 57,15 114,30 263,53 50,80 114,30 98,43 91,2 PHP 10-C200TB
609,6 24,0 A-3 4545 619,8 57,15 114,30 263,53 50,80 114,30 98,43 110,2 PHP 10-C240TB
762,0 30,0 A-3 4545 772,2 57,15 114,30 263,53 50,80 114,30 98,43 145,2 PHP 10-C300TB
9144 36,0 A-3 4545 924,6 57,15 114,30 263,53 50,80 114,30 98,43 210,5 PHP 10-C360TB
1117,6 44,0 A-3 4545 1127,8 57,15 114,30 263,53 50,80 114,30 98,43 2304 PHP 10-C440TB

C 12 228,6 9,0 A-1 4040 2388 44,45 101,60 314,33 88,90 101,60 123,83 29,5 PHP 12-C90TB
2413 9.5 A-1 4040 2515 44,45 101,60 314,33 88,90 101,60 123,83 34,0 PHP 12-C95TB
254,0 10,0 A-1 4040 264,2 44,45 101,60 314,33 88,90 101,60 123,83 38,6 PHP 12-C100TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Classical V-belt pulleys
C taper bushed | D taper bushed
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El el M~ [ IR S YV —elfle [ M -
Type A-1 Type A-2 Type A-3
Section Number of Pitch diameter Pulley Bushing Dimensions Mass? Designation
grooves type number Outer
diameter
PD 0D B F E L M
Min. Max.
- - mm in - - mm kg -
C 12 266,7 10,5 A-1 4040 276,9 44,45 101,60 314,33 88,90 101,60 123,83 431 PHP 12-C105TB
2794 11,0 A-1 4040 289,6 44,45 101,60 314,33 88,90 101,60 123,83 47,2 PHP 12-C110TB
304,8 12,0 A-1 4040 315,0 4445 101,60 314,33 88,90 101,60 123,83 57,2 PHP 12-C120TB
330,2 13,0 A-1 4545 340,4 57,15 114,30 314,33 76,20 114,30 123,83 70,8 PHP 12-C130TB
355,6 14,0 A-1 4545 365,8 57,15 114,30 314,33 76,20 114,30 123,83 83,5 PHP 12-C140TB
D 4 304,8 12,0 A-2 35351 320,0 50,80 88,90 153,99 19,05 88,90 46,04 28,6 PHP 4-D120TB
330,2 13,0 A-2 35351 3454 50,80 88,90 153,99 19,05 88,90 46,04 331 PHP 4-D130TB
342,9 13,5 A-2 35351 358,1 50,80 88,90 153,99 19,05 88,90 46,04 35,4 PHP 4-D135TB
355,6 14,0 A-2 35351 370,8 50,80 88,90 153,99 19,05 88,90 46,04 37,7 PHP 4-D140TB
368,3 14,5 A-2 35351 383,5 50,80 88,90 153,99 19,05 88,90 46,04 42,6 PHP 4-D145TB
381,0 15,0 A-2 35351 396,2 50,80 88,90 153,99 19,05 88,90 46,04 42,6 PHP 4-D150TB
3937 15,5 A-2 35351 408,9 50,80 88,90 153,99 19,05 88,90 46,04 44,9 PHP 4-D155TB
406,4 16,0 A-2 35351 421,6 50,80 88,90 153,99 19,05 88,90 46,04 472 PHP 4-D160TB
4572 18,0 A-3 35351 4724 50,80 88,90 153,99 19,05 88,90 46,04 49,4 PHP 4-D180TB
558,8 22,0 A-3 4040 574,0 44,45 101,60 153,99 19,05 101,60 33,34 644 PHP 4-D220TB
685,8 27,0 A-3 4040 701,0 44,45 101,60 153,99 19,05 101,60 33,34 82,6 PHP 4-D270TB
D 5 304,8 12,0 A-1 4040 320,0 44,45 101,60 190,50 6,35 101,60 69,85 37,2 PHP 5-D120TB
330,2 13,0 A-2 4040 345,4 44,45 101,60 190,50 19,05 101,60 69,85 39,5 PHP 5-D130TB
342,9 13,5 A-2 4040 358,1 44,45 101,60 190,50 19,05 101,60 69,85 41,7 PHP 5-D135TB
355,6 14,0 A-2 4040 370,8 44,45 101,60 190,50 19,05 101,60 69,85 44,0 PHP 5-D140TB
368,3 14,5 A-2 4040 383,5 44,45 101,60 190,50 19,05 101,60 69,85 46,3 PHP 5-D145TB
381,0 15,0 A-2 4040 396,2 44,45 101,60 190,50 19,05 101,60 69,85 48,5 PHP 5-D150TB
393,7 15,5 A-2 4040 408,9 44,45 101,60 190,50 19,05 101,60 69,85 50,8 PHP 5-D155TB
406,4 16,0 A-2 4040 4216 44,45 101,60 190,50 19,05 101,60 69,85 50,8 PHP 5-D160TB
4572 18,0 A-3 4040 4724 44,45 101,60 190,50 25,40 101,60 63,50 59,9 PHP 5-D180TB
558,8 22,0 A-3 4040 574,0 44,45 101,60 190,50 25,40 101,60 63,50 73,5 PHP 5-D220TB
685,8 27,0 A-3 4040 701,0 44,45 101,60 190,50 25,40 101,60 63,50 93,9 PHP 5-D270TB
D 6 304,8 12,0 A-1 4040 320,0 44,45 101,60 227,01 25,40 101,60 100,01 45,4 PHP 6-D120TB
330,2 13,0 A-2 4040 345,4 44,45 101,60 227,01 38,10 101,60 87,31 45,4 PHP 6-D130TB
342,9 13,5 A-2 4040 358,1 44,45 101,60 227,01 38,10 101,60 87,31 48,5 PHP 6-D135TB
355,6 14,0 A-2 4040 370,8 44,45 101,60 227,01 38,10 101,60 87,31 50,8 PHP 6-D140TB
368,3 14,5 A-2 4040 383,5 44,45 101,60 227,01 38,10 101,60 87,31 531 PHP 6-D145TB
381,0 15,0 A-2 4040 396,2 44,45 101,60 227,01 38,10 101,60 87,31 553 PHP 6-D150TB
393,7 15,5 A-2 4040 408,9 44,45 101,60 227,01 38,10 101,60 87,31 57,6 PHP 6-D155TB
406,4 16,0 A-2 4040 4216 44,45 101,60 227,01 38,10 101,60 87,31 794 PHP 6-D160TB
4572 18,0 A-2 4040 4724 44,45 101,60 227,01 38,10 101,60 87,31 83,9 PHP 6-D180TB
558,8 22,0 A-3 4040 574,0 44,45 101,60 227,01 38,10 101,60 87,31 95,3 PHP 6-D220TB
6858 27,0 A-3 4545 701,0 57,15 114,30 227,01 44,45 114,30 68,26 117,9 PHP 6-D270TB
838,2 33,0 A-3 4545 853,4 57,15 114,30 227,01 44,45 114,30 68,26 154,2 PHP 6-D330TB
D 8 304,8 12,0 A-1 4545 320,0 57,15 114,30 300,04 12,70 114,30 173,04 56,7 PHP 8-D120TB
330,2 13,0 A-1 4545 3454 57,15 114,30 300,04 12,70 114,30 173,04 70,3 PHP 8-D130TB
342,9 13,5 A-2 4545 358,1 57,15 114,30 300,04 25,40 114,30 160,34 68,0 PHP 8-D135TB
355,6 14,0 A-1 4545 3708 57,15 114,30 300,04 25,40 114,30 160,34 70,3 PHP 8-D140TB
368,3 14,5 A-2 4545 383,5 57,15 114,30 300,04 50,80 114,30 134,94 70,3 PHP 8-D145TB
381,0 15,0 A-2 4545 396,2 57,15 114,30 300,04 50,80 114,30 134,94 61,2 PHP 8-D150TB
3937 15,5 A-2 4545 408,9 57,15 114,30 300,04 50,80 114,30 134,94 74,8 PHP 8-D155TB
406,4 16,0 A-2 4545 4216 57,15 114,30 300,04 50,80 114,30 134,94 74,8 PHP 8-D160TB
4572 18,0 A-2 4545 4724 57,15 114,30 300,04 69,85 114,30 115,89 81,7 PHP 8-D180TB
558,8 22,0 A-3 4545 574,0 57,15 114,30 300,04 69,85 114,30 115,89 124,7 PHP 8-D220TB
685,8 27,0 A-3 4545 701,0 57,15 114,30 300,04 69,85 114,30 115,89 156,5 PHP 8-D270TB
838,2 33,0 A-3 4545 853,4 57,15 114,30 300,04 69,85 114,30 115,89 206,4 PHP 8-D330TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Classical V-belt pulleys
D taper bushed

Section Number of Pitch diameter Pulley Bushing  Dimensions Mass* Designation
grooves type number Outer
diameter
PD oD B F E L M
Min. Max.

- - mm in - - mm kg -

D 10 304,8 12,0 A-1 4545 320,0 57,15 114,30 373,06 60,33 114,30 198,44 63,5 PHP 10-D120TB
330,2 13,0 A-1 4545 345,4 57,15 114,30 373,06 60,33 114,30 198,44 771 PHP 10-D130TB
342,9 13,5 A-2 4545 358,1 57,15 114,30 373,06 60,33 114,30 198,44 771 PHP 10-D135TB
355,6 14,0 A-2 4545 370,8 57,15 114,30 373,06 60,33 114,30 198,44 79.4 PHP 10-D140TB
3683 14,5 A-2 4545 3835 57,15 114,30 373,06 60,33 114,30 198,44 81,7 PHP 10-D145TB
381,0 15,0 A-2 4545 396,2 57,15 114,30 373,06 60,33 114,30 198,44 88,5 PHP 10-D150TB
3937 15,5 A-2 4545 408,9 57,15 114,30 373,06 60,33 114,30 198,44 794 PHP 10-D155TB
406,4 16,0 A-2 4545 421,6 57,15 114,30 373,06 60,33 114,30 198,44 88,5 PHP 10-D160TB
4572 18,0 A-2 4545 4724 57,15 114,30 373,06 101,60 114,30 157,16 88,5 PHP 10-D180TB
558,8 22,0 A-3 4545 574,0 57,15 114,30 373,06 101,60 114,30 157,16 154,2 PHP 10-D220TB
685,8 27,0 A-3 4545 701,0 57,15 114,30 373,06 101,60 114,30 157,16 188,2 PHP 10-D270TB
838,2 33,0 A-3 4545 853,4 57,15 114,30 373,06 107,95 114,30 150,81 220,0 PHP 10-D330TB

* Mass does not include bushings.
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Classical V-belt pulleys
A/B QD bushed
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Type A Type B Type C Type D Type E
Section Number of Pitch diameter Pulley Bushing Dimensions Mass?  Designation
grooves  BeltA Belt B typel)  number  Outer
diameter
PD PD 0D Bore E F L M
Min. Max.
- - mm in mm in - - mm kg -
A/B 1 76,2 3,0 86,4 34 E-1 SH 95,25 12,70 41,28 5,56 22,23 33,34 16,67 0,9 PHP 1-B34-SH
81,3 3,2 91,4 36 D-1 SH 100,33 12,70 41,28 15,08 22,23 33,34 3,97 1,0 PHP 1-B36-SH
86,4 34 96,5 38 D-1 SH 105,41 12,70 41,28 15,08 22,23 33,34 3,97 11 PHP 1-B38-SH
91,4 3,6 101,6 4,0 Cc-1 SH 110,49 12,70 41,28 8,73 22,23 33,34 2,38 1,2 PHP 1-B40-SH
96,5 38 106,7 4,2 c-1 SH 11557 12,70 41,28 8,73 22,23 33,34 2,38 13 PHP 1-B42-SH
101,6 4,0 111,8 A Cc-1 SH 120,65 12,70 41,28 8,73 22,23 3334 2,38 15 PHP 1-B44-SH
106,7 4,2 116,8 4,6 Cc-1 SDS 125,73 12,70 50,80 8,73 22,23 3334 2,38 1.8 PHP 1-B46-SDS
111,8 4,4 121,9 4,8 C-1 SDS 130,81 12,70 50,80 8,73 22,23 33,34 2,38 2,0 PHP 1-B48-SDS
116,8 4,6 127,0 5,0 C-1 SDS 135,89 12,70 50,80 8,73 22,23 33,34 2,38 21 PHP 1-B50-SDS
121,9 4,8 1321 52 C-1 SDS 140,97 12,70 50,80 8,73 22,23 33,34 2,38 2.3 PHP 1-B52-SDS
127,0 50 137,2 5.4 Cc-1 SDS 146,05 12,70 50,80 873 22,23 33,34 2,38 2.4 PHP 1-B54-SDS
1321 5.2 142,2 56 Cc-1 SDS 151,13 12,70 50,80 8,73 22,23 33,34 2,38 2,5 PHP 1-B56-SDS
137,2 54 1473 58 C-2 SDS 156,21 12,70 50,80 8,73 22,23 33,34 2,38 2,7 PHP 1-B58-SDS
142,2 56 1524 6,0 C-2 SDS 161,29 12,70 50,80 8,73 22,23 33,34 2,38 2,8 PHP 1-B60-SDS
1473 58 157,5 6,2 C-2 SDS 166,37 12,70 50,80 873 22,23 33,34 2,38 3,0 PHP 1-B62-SDS
152,4 6,0 162,6 6,4 C-2 SDS 171,45 12,70 50,80 8,73 22,23 3334 2,38 31 PHP 1-B64-SDS
157,5 6,2 167,6 6,6 C-2 SDS 176,53 12,70 50,80 8,73 22,23 3334 238 33 PHP 1-B66-SDS
162,6 6,4 172,7 6,8 C-3 SDS 181,61 12,70 50,80 8,73 22,23 33,34 2,38 3.4 PHP 1-B68-SDS
167,6 6,6 177,8 7,0 C-3 SDS 186,69 12,70 50,80 8,73 22,23 33,34 2,38 3,5 PHP 1-B70-SDS
1778 7,0 188,0 7.4 D-3 SDS 196,85 12,70 50,80 13,49 25,40 33,34 5,56 4,0 PHP 1-B74-SDS
193,0 7,6 203,22 8,0 D-3 SDS 212,09 12,70 50,80 13,49 25,40 3334 5,56 bk PHP 1-B80-SDS
208,3 8,2 218,4 8,6 D-3 SDS 227,33 12,70 50,80 13,49 25,40 33,34 5,56 4,5 PHP 1-B86-SDS
228,6 9,0 2388 9.4 D-3 SDS 247,65 12,70 50,80 13,49 25,40 33,34 5,56 48 PHP 1-B94-SDS
269,2 10,6 2794 11,0 D-3 SDS 288,29 12,70 50,80 13,49 25,40 33,34 5,56 50 PHP 1-B110-SDS
304,8 12,0 315,0 12,4 D-3 SDS 323,85 12,70 50,80 13,49 25,40 33,34 5,56 5.4 PHP 1-B124-SDS
3353 13,2 3454 13,6 D-3 SDS 354,33 12,70 50,80 13,49 25,40 33,34 5,56 6,4 PHP 1-B136-SDS
381,0 15,0 3912 15,4 C-3 SK 400,05 12,70 66,68 16,67 25,40 49,21 714 73 PHP 1-B154-SK
396,2 15,6 406,4 16,0 C-3 SK 41529 12,70 66,68 16,67 25,40 49,21 714 7,5 PHP 1-B160-SK
4572 18,0 467 4 18,4 C-3 SK 476,25 12,70 66,68 16,67 25,40 49,21 714 8.2 PHP 1-B184-SK
4978 19,6 508,0 20,0 C-3 SK 516,89 12,70 66,68 16,67 25,40 49,21 714 91 PHP 1-B200-SK
A/B 2 76,2 3,0 86,4 3.4 E-1 SH 95,25 12,70 41,28 27,78 44,45 33,34 16,67 15 PHP 2-B34-SH
81,3 3,2 91,4 3,6 D-1 SH 100,33 12,70 41,28 11,91 44,45 33,34 23,02 15 PHP 2-B36-SH
86,4 34 96,5 38 D-1 SH 105,41 12,70 41,28 11,91 44,45 33,34 23,02 1,8 PHP 2-B38-SH
914 36 101,6 4,0 A-1 SH 110,49 12,70 41,28 0,79 44,45 33,34 10,32 1,9 PHP 2-B40-SH
96,5 38 106,7 4,2 A-1 SH 115,57 12,70 41,28 0,79 44,45 33,34 10,32 2,0 PHP 2-B42-SH
101,6 4,0 111,8 b A-1 SH 120,65 12,70 41,28 0,79 L4 45 33,34 10,32 2,1 PHP 2-B44-SH
106,7 4,2 116,8 4,6 A-1 SDS 125,73 12,70 50,80 0,79 L4 45 33,34 10,32 2,3 PHP 2-B46-SDS
111,8 A 121,9 48 A-1 SDS 130,81 12,70 50,80 0,79 L4 45 33,34 10,32 2,5 PHP 2-B48-SDS
116,8 4,6 127,0 5,0 A-1 SDS 13589 12,70 50,80 0,79 4445 33,34 10,32 2,7 PHP 2-B50-SDS
121,9 48 1321 5.2 A-1 SDS 140,97 12,70 50,80 0,79 L4 45 33,34 10,32 2,9 PHP 2-B52-SDS
127,0 50 137,2 5,4 A-1 SDS 146,05 12,70 50,80 0,79 44,45 33,34 10,32 30 PHP 2-B54-SDS
132,1 52 142,2 5,6 A-2 SDS 151,13 12,70 50,80 0,79 44,45 33,34 10,32 31 PHP 2-B56-SDS
137,2 5,4 1473 58 A-2 SDS 156,21 12,70 50,80 0,79 44,45 33,34 10,32 33 PHP 2-B58-SDS
1422 5,6 152,4 6,0 A-2 SDS 161,29 12,70 50,80 0,79 44,45 33,34 10,32 3.4 PHP 2-B60-SDS
1473 58 157,5 6,2 A-2 SDS 166,37 12,70 50,80 0,79 44,45 33,34 10,32 35 PHP 2-B62-SDS
1524 6,0 162,6 6,4 A-2 SDS 171,45 12,70 50,80 0,79 44,45 33,34 10,32 37 PHP 2-B64-SDS
157,5 6,2 167,6 6,6 A-2 SDS 176,53 12,70 50,80 0,79 L4 45 33,34 10,32 39 PHP 2-B66-SDS
162,6 6,4 172,7 6,8 A-3 SDS 181,61 12,70 50,80 0,79 L4 45 33,34 10,32 41 PHP 2-B68-SDS
167,6 6,6 177,8 7,0 D-1 SK 186,69 12,70 66,68 8,73 L4 45 49,21 3,97 4,2 PHP 2-B70-SK
177.8 7,0 188,0 7.4 D-3 SK 196,85 12,70 66,68 8,73 L4 45 49,21 3,97 48 PHP 2-B74-SK
193,0 7,6 203,2 8,0 D-3 SK 212,09 12,70 66,68 8,73 44,45 49,21 3,97 50 PHP 2-B80-SK
208,3 8,2 2184 8,6 D-3 SK 227,33 12,70 66,68 8,73 L4 45 49,21 3,97 53 PHP 2-B86-SK
228,6 9,0 2388 9.4 D-3 SK 247,65 12,70 66,68 8,73 44,45 49,21 3,97 59 PHP 2-B94-SK
269,2 10,6 2794 11,0 D-3 SK 288,29 12,70 66,68 8,73 44,45 49,21 3,97 6,4 PHP 2-B110-SK

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys
A/B QD bushed

Section  Number of Pitch diameter Pulley Bushing Dimensions Mass?)  Designation
grooves  BeltA Belt B typel)  number  Outer
diameter
PD PD 0D Bore E F L M
Min. Max.

- - mm in mm in - - mm kg -

A/B 2 304,8 12,0 315,0 12,4 D-3 SK 32385 12,70 66,68 8,73 44,45 49,21 3,97 8,2 PHP 2-B124-SK
3353 13,2 345,4 13,6 D-3 SK 354,33 12,70 66,68 8,73 44,45 49,21 3,97 9.1 PHP 2-B136-SK
381,0 15,0 391,2 15,4 D-3 SK 400,05 12,70 66,68 8,73 44,45 49,21 3,97 10,4 PHP 2-B154-SK
396,2 15,6 406,4 16,0 D-3 SK 415,29 12,70 66,68 8,73 44,45 49,21 3,97 10,9 PHP 2-B160-SK
457,2 18,0 4674 18,4 D-3 SK 476,25 12,70 66,68 8,73 44,45 49,21 3,97 13,2 PHP 2-B184-SK
497,8 19,6 508,0 20,0 D-3 SF 516,89 12,70 74,61 11,91 44,45 52,39 3,97 15,0 PHP 2-B200-SF
6248 24,6 635,0 25,0 D-3 SF 643,89 12,70 74,61 11,91 44,45 52,39 3,97 18,6 PHP 2-B250-SF
7518 29,6 762,0 30,0 D-3 SF 77089 12,70 74,61 11,91 44,45 52,39 3,97 231 PHP 2-B300-SF
955,0 37,6 965,2 38,0 D-3 SF 974,09 12,70 74,61 11,91 44,45 52,39 3,97 29,0 PHP 2-B380-SF

A/B 3 76,2 30 86,4 34 E-1 SH 95,25 12,70 41,28 30,96 63,50 3334 16,67 2,0 PHP 3-B34-SH
81,3 32 91,4 36 D-1 SH 100,33 12,70 41,28 11,91 63,50 3334 42,07 2,1 PHP 3-B36-SH
86,4 34 96,5 338 D-1 SH 105,41 12,70 41,28 11,91 63,50 33,34 42,07 2,4 PHP 3-B38-SH
91,4 3,6 101,6 4,0 D-1 SH 110,49 12,70 41,28 11,91 63,50 33,34 42,07 2,5 PHP 3-B40-SH
96,5 38 106,7 4,2 D-1 SH 115,57 12,70 41,28 11,91 63,50 33,34 42,07 2,7 PHP 3-B42-SH
101,6 4,0 111,8 44 D-1 SH 120,65 12,70 41,28 11,91 63,50 33,34 42,07 2,9 PHP 3-B44-SH
106,7 4,2 116,8 4,6 A-1 SD 125,73 12,70 50,80 10,32 63,50 46,04 714 3,0 PHP 3-B46-SD
111,8 bk 121,9 48 A-1 SD 130,81 12,70 50,80 10,32 63,50 46,04 714 32 PHP 3-B48-SD
116,8 4,6 127,0 5,0 A-1 SD 13589 12,70 50,80 10,32 63,50 46,04 714 34 PHP 3-B50-SD
121,9 48 132,1 5.2 A-1 SD 140,97 12,70 50,80 10,32 63,50 46,04 714 35 PHP 3-B52-SD
127,0 5,0 137,2 5.4 A-1 SD 146,05 12,70 50,80 10,32 63,50 46,04 714 37 PHP 3-B54-SD
1321 5.2 142,2 56 A-1 SD 151,13 12,70 50,80 10,32 63,50 46,04 714 39 PHP 3-B56-SD
137,2 54 1473 58 A-1 SD 156,21 12,70 50,80 10,32 63,50 46,04 714 4,0 PHP 3-B58-SD
142,2 56 152,4 6,0 A-1 SD 161,29 12,70 50,80 10,32 63,50 46,04 714 41 PHP 3-B60-SD
1473 58 157,5 6,2 A-1 SD 166,37 12,70 50,80 10,32 63,50 46,04 714 43 PHP 3-B62-SD
152,4 6,0 162,6 6,4 A-1 SD 171,45 12,70 50,80 10,32 63,50 46,04 714 4,4 PHP 3-B64-SD
157,5 6,2 167,6 6,6 A-1 SD 176,53 12,70 50,80 10,32 63,50 46,04 714 4,5 PHP 3-B66-SD
162,6 6,4 172,7 6,8 B-3 SD 181,61 12,70 50,80 10,32 63,50 46,04 714 4,8 PHP 3-B68-SD
167,6 6,6 1778 7,0 D-1 SK 186,69 12,70 66,68 2,38 63,50 49,21 16,67 50 PHP 3-B70-SK
1778 7,0 188,0 7.4 D-3 SK 196,85 12,70 66,68 2,38 63,50 49,21 16,67 5,4 PHP 3-B74-SK
193,0 7,6 203,2 8,0 D-3 SK 212,09 12,70 66,68 2,38 63,50 49,21 16,67 57 PHP 3-B80-SK
208,33 8,2 2184 8,6 D-3 SK 227,33 12,70 66,68 2,38 63,50 49,21 16,67 59 PHP 3-B86-SK
228,6 9,0 238,8 9,4 D-3 SK 247,65 12,70 66,68 2,38 63,50 49,21 16,67 73 PHP 3-B94-SK
269,2 10,6 2794 11,0 D-3 SK 288,29 12,70 66,68 2,38 63,50 49,21 16,67 8,6 PHP 3-B110-SK
304,8 12,0 315,0 12,4 D-3 SK 32385 12,70 66,68 2,38 63,50 49,21 16,67 10,9 PHP 3-B124-SK
3353 13,2 3454 13,6 D-3 SK 354,33 12,70 66,68 2,38 63,50 49,21 16,67 12,3 PHP 3-B136-SK
381,0 15,0 391,22 15,4 D-3 SK 400,05 12,70 66,68 2,38 63,50 49,21 16,67 13,6 PHP 3-B154-SK
396,2 15,6 406,4 16,0 D-3 SK 415,29 12,70 66,68 2,38 63,50 49,21 16,67 15,0 PHP 3-B160-SK
457,2 18,0 4674 18,4 D-3 SK 476,25 12,70 66,68 2,38 63,50 49,21 16,67 17,2 PHP 3-B184-SK
497,8 19,6 508,0 20,0 D-3 SF 516,89 12,70 74,61 5,56 63,50 52,39 16,67 19,5 PHP 3-B200-SF
624,8 24,6 635,0 25,0 D-3 SF 64389 12,70 74,61 5,56 63,50 52,39 16,67 24,5 PHP 3-B250-SF
751,8 29,6 762,0 30,0 D-3 SF 770,89 12,70 74,61 5,56 63,50 52,39 16,67 304 PHP 3-B300-SF
955,0 37,6 965,2 38,0 D-3 E 974,09 22,23 88,90 13,49 63,50 69,85 714 40,8 PHP 3-B380-E

A/B 4 76,2 30 86,4 34 E-1 SD 95,25 12,70 50,80 62,71 82,55 46,04 26,19 2,5 PHP 4-B34-SD
81,3 32 91,4 36 E-1 SD 100,33 12,70 50,80 62,71 82,55 46,04 26,19 2,6 PHP 4-B36-SD
86,4 34 96,5 38 E-1 SD 105,41 12,70 50,80 62,71 82,55 46,04 26,19 2,8 PHP 4-B38-SD
91,4 3,6 101,6 4,0 E-1 SD 110,49 12,70 50,80 52,39 82,55 46,04 16,67 3,0 PHP 4-B40-SD
96,5 3,8 106,7 4,2 E-1 SD 115,57 12,70 50,80 52,39 82,55 46,04 16,67 31 PHP 4-B42-SD
101,6 4,0 111,8 b E-1 SD 120,65 12,70 50,80 52,39 82,55 46,04 16,67 33 PHP 4-B44-SD
106,7 4,2 116,8 4,6 A-1 SD 125,73 12,70 50,80 16,67 82,55 46,04 19,84 3,5 PHP 4-B46-SD
111,8 44 121,9 4,8 A-1 SD 130,81 12,70 50,80 16,67 82,55 46,04 19,84 3,6 PHP 4-B48-SD
116,8 4,6 127,0 5,0 A-1 SD 135,89 12,70 50,80 16,67 82,55 46,04 19,84 3,8 PHP 4-B50-SD
121,9 4,8 132,1 5.2 A-1 SD 140,97 12,70 50,80 16,67 82,55 46,04 19,84 39 PHP 4-B52-SD
127,0 5,0 137,2 5.4 A-1 SD 146,05 12,70 50,80 16,67 82,55 46,04 19,84 4,2 PHP 4-B54-SD
1321 5.2 142,2 56 A-1 SD 151,13 12,70 50,80 16,67 82,55 46,04 19,84 b PHP 4-B56-SD
137,2 54 147,3 58 A-1 SD 156,21 12,70 50,80 16,67 82,55 46,04 19,84 45 PHP 4-B58-SD
142,2 56 152,4 6,0 A-1 SD 161,29 12,70 50,80 16,67 82,55 46,04 19,84 47 PHP 4-B60-SD
1473 58 157,5 6,2 A-1 SD 166,37 12,70 50,80 16,67 82,55 46,04 19,84 4,9 PHP 4-B62-SD
152,4 6,0 162,6 6,4 A-1 SD 171,45 12,70 50,80 16,67 82,55 46,04 19,84 54 PHP 4-B64-SD
157,5 6,2 167,6 6,6 A-1 SD 176,53 12,70 50,80 16,67 82,55 46,04 19,84 5,6 PHP 4-B66-SD
162,6 6,4 172,7 6,8 A-3 SD 181,61 12,70 50,80 16,67 82,55 46,04 19,84 59 PHP 4-B68-SD
167,6 6,6 177,8 7,0 A-1 SK 186,69 12,70 66,68 5,56 82,55 49,21 26,99 6,1 PHP 4-B70-SK
1778 7,0 188,0 7.4 A-3 SK 196,85 12,70 66,68 5,56 82,55 49,21 26,99 6,4 PHP 4-B74-SK
193,0 7,6 203,2 8,0 A-3 SK 212,09 12,70 66,68 5,56 82,55 49,21 26,99 7.0 PHP 4-B80-SK
208,3 8,2 2184 8,6 A-3 SK 227,33 12,70 66,68 5,56 82,55 49,21 26,99 7,7 PHP 4-B86-SK
228,6 9,0 238,8 9,4 A-3 SK 247,65 12,70 66,68 5,56 82,55 49,21 26,99 8,6 PHP 4-B94-SK
269,2 10,6 279.4 11,0 A-3 SK 288,29 12,70 66,68 5,56 82,55 49,21 26,99 10,0 PHP 4-B110-SK
304,8 12,0 315,0 12,4 A-3 SK 32385 12,70 66,68 5,56 82,55 49,21 26,99 13,2 PHP 4-B124-SK
3353 13,22 3454 13,6 A-3 SK 354,33 12,70 66,68 5,56 82,55 49,21 26,99 15,4 PHP 4-B136-SK
381,0 15,0 391,22 15,4 A-3 SF 400,05 12,70 74,61 3,97 82,55 52,39 2619 177 PHP 4-B154-SF
396,2 15,6 406,4 16,0 A-3 SF 41529 12,70 74,61 3,97 82,55 52,39 2619 191 PHP 4-B160-SF
457,2 18,0 467 4 18,4 A-3 SF 476,25 12,70 74,61 3,97 82,55 52,39 26,19 213 PHP 4-B184-SF
497,8 19,6 508,0 20,0 A-3 SF 516,89 12,70 74,61 3,97 82,55 52,39 26,19 231 PHP 4-B200-SF
624,8 24,6 635,0 25,0 D-3 E 643,89 22,23 88,90 3,97 82,55 69,85 16,67 331 PHP 4-B250-E

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys
A/B QD bushed
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Type A Type D Type E
Section Number of Pitch diameter Pulley Bushing Dimensions Mass?  Designation
grooves  BeltA Belt B typel)  number  Outer
diameter
PD PD 0D Bore E F L M
Min. Max.
- - mm in mm in - - mm kg -
A/B 4 7518 29,6 762,0 30,0 D-3 E 770,89 22,23 88,90 3,97 82,55 69,85 16,67 39,0 PHP 4-B300-E
955,0 37,6 965,2 38,0 D-3 E 974,09 22,23 88,90 3,97 82,55 69,85 16,67 49,4 PHP 4-B380-E
A/B 5 76,2 3,0 86,4 34 E-1 SD 95,25 12,70 50,80 81,76 101,60 46,04 26,19 2,8 PHP 5-B34-SD
81,3 3,2 91,4 36 E-1 SD 100,33 12,70 50,80 81,76 101,60 46,04 26,19 3,0 PHP 5-B36-SD
86,4 3,4 96,5 38 E-1 SD 105,41 12,70 50,80 81,76 101,60 46,04 26,19 32 PHP 5-B38-SD
91,4 3,6 101,6 4,0 E-1 SD 110,49 12,70 50,80 72,23 101,60 46,04 16,67 3,4 PHP 5-B40-SD
96,5 38 106,7 4,2 E-1 SD 115,57 12,70 50,80 72,23 101,60 46,04 16,67 3,6 PHP 5-B42-SD
101,6 4,0 111,8 44 E-1 SD 120,65 12,70 50,80 72,23 101,60 46,04 16,67 3,9 PHP 5-B44-SD
106,7 4,2 116,8 4,6 A-1 SD 125,73 12,70 50,80 67,47 101,60 46,04 38,89 41 PHP 5-B46-SD
111,8 44 121,9 48 A-1 SD 130,81 12,70 50,80 67,47 101,60 46,04 38,89 43 PHP 5-B48-SD
116,8 4,6 127,0 5,0 A-1 SD 13589 12,70 50,80 67,47 101,60 46,04 38,89 45 PHP 5-B50-SD
121,9 4,8 1321 52 A-1 SD 140,97 12,70 50,80 67,47 101,60 46,04 38,89 4,7 PHP 5-B52-SD
127,0 5,0 137,2 54 A-1 SK 146,05 12,70 66,68 13,49 101,60 49,21 38,89 4,9 PHP 5-B54-SK
1321 5.2 142,2 5,6 A-1 SK 151,13 12,70 66,68 13,49 101,60 49,21 38,89 51 PHP 5-B56-SK
137,2 54 1473 58 A-1 SK 156,21 12,70 66,68 13,49 101,60 49,21 38,89 5.4 PHP 5-B58-SK
142,2 56 152,4 6,0 A-1 SK 161,29 12,70 66,68 13,49 101,60 49,21 38,89 6, PHP 5-B60-SK
1473 58 157,5 6,2 A-1 SK 166,37 12,70 66,68 13,49 101,60 49,21 38,89 6,8 PHP 5-B62-SK
152,4 6,0 162,6 6,4 A-1 SK 171,45 12,70 66,68 13,49 101,60 49,21 38,89 7.3 PHP 5-B64-SK
157,5 6,2 167,6 6,6 A-1 SK 176,53 12,70 66,68 13,49 101,60 49,21 38,89 7.7 PHP 5-B66-SK
162,6 6,4 172,7 6,8 A-1 SK 181,61 12,70 66,68 13,49 101,60 49,21 38,89 82 PHP 5-B68-SK
167,6 6,6 1778 7,0 A-1 SF 186,69 12,70 74,61 11,91 101,60 52,39 37,31 8,6 PHP 5-B70-SF
1778 7,0 188,0 7.4 A-2 SF 196,85 12,70 74,61 11,91 101,60 52,39 37,31 9.1 PHP 5-B74-SF
193,0 7,6 203,22 8,0 A-2 SF 212,09 12,70 74,61 11,91 101,60 52,39 37,31 9,5 PHP 5-B80-SF
208,3 82 2184 8,6 A-2 SF 227,33 12,70 74,61 11,91 101,60 52,39 37,31 10,0 PHP 5-B86-SF
228,6 9,0 2388 9,4 A-3 SF 247,65 12,70 74,61 11,91 101,60 52,39 37,31 10,9 PHP 5-B94-SF
269,2 10,6 2794 11,0 A-3 SF 288,29 12,70 74,61 11,91 101,60 52,39 37,31 13,2 PHP 5-B110-SF
304,8 12,0 315,0 12,4 A-3 SF 323,85 12,70 74,61 11,91 101,60 52,39 37,31 15,4 PHP 5-B124-SF
3353 13,2 3454 13,6 A-3 SF 354,33 12,70 74,61 1191 101,60 52,39 3731 17,2 PHP 5-B136-SF
381,0 15,0 3912 15,4 A-3 SF 400,05 12,70 74,61 1191 101,60 52,39 37,31 20,9 PHP 5-B154-SF
396,2 15,6 406,4 16,0 A-3 SF 415,29 12,70 74,61 11,91 101,60 52,39 37,31 22,2 PHP 5-B160-SF
457,2 18,0 4674 18,4 A-3 SF 476,25 12,70 74,61 11,91 101,60 52,39 37,31 25,0 PHP 5-B184-SF
4978 19,6 508,0 20,0 A-3 E 516,89 22,23 12,70 1,59 101,60 69,85 29,37 29,5 PHP 5-B200-E
624,83 24,6 635,0 25,0 A- E 643,89 22,23 12,70 1,59 101,60 69,85 29,37 39,0 PHP 5-B250-E
7518 29,6 762,0 30,0 A- E 770,89 22,23 12,70 1,59 101,60 69,85 29,37 46,3 PHP 5-B300-E
955,0 37,6 965,2 38,0 A- E 974,09 22,23 12,70 1,59 101,60 69,85 29,37 59,9 PHP 5-B380-E
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A/B 6 76,2 3,0 86,4 34 E 95,25 12,70 50,80 100,81 120,65 46,04 26,19 3,0 PHP 6-B34-SD
81,3 3,2 91,4 3,6 E- SD 100,33 12,70 50,80 100,81 120,65 46,04 26,19 3,4 PHP 6-B36-SD
86,4 3.4 96,5 38 E- SD 105,41 12,70 50,80 100,81 120,65 46,04 26,19 3,6 PHP 6-B38-SD
914 3,6 101,6 4,0 E- SD 110,49 12,70 50,80 91,28 120,65 46,04 16,67 38 PHP 6-B40-SD
96,5 38 106,7 4,2 E- SD 115,57 12,70 50,80 91,28 120,65 46,04 16,67 41 PHP 6-B42-SD
101,6 4,0 111,8 bb E-1 SD 120,65 12,70 50,80 91,28 120,65 46,04 16,67 bk PHP 6-B44-SD
106,7 4,2 116,8 4,6 A-1 SD 125,73 12,70 50,80 16,67 120,65 46,04 57,94 4,6 PHP 6-B46-SD
111,8 b 121,9 48 A-1 SD 130,81 12,70 50,80 16,67 120,65 46,04 57,94 4,8 PHP 6-B48-SD
116,8 4,6 127,0 5.0 A-1 SD 135,89 12,70 50,80 16,67 120,65 46,04 57,94 50 PHP 6-B50-SD
1219 4.8 1321 5.2 A-1 SD 140,97 12,70 50,80 16,67 120,65 46,04 57,94 54 PHP 6-B52-SD
127,0 50 137.2 5.4 A-1 SK 146,05 12,70 66,68 13,49 120,65 49,21 57,94 59 PHP 6-B54-SK
1321 52 142,2 5,6 A-1 SK 151,13 12,70 66,68 13,49 120,65 49,21 57,94 6,4 PHP 6-B56-SK
137,2 54 147.3 58 A-1 SK 156,21 12,70 66,68 13,49 120,65 49,21 57,94 6,6 PHP 6-B58-SK
142,2 5,6 152,4 6,0 A-1 SK 161,29 12,70 66,68 13,49 120,65 49,21 57,94 68 PHP 6-B60-SK
1473 58 157,5 6,2 A-1 SK 166,37 12,70 66,68 13,49 120,65 49,21 57,94 73 PHP 6-B62-SK
152,4 6,0 162,6 6,4 A-1 SK 171,45 12,70 66,68 13,49 120,65 49,21 57,94 7,7 PHP 6-B64-SK
157,5 6,2 167,6 6,6 A-1 SK 176,53 12,70 66,68 13,49 120,65 49,21 57,94 8.2 PHP 6-B66-SK
162,6 6.4 1727 6,8 A-1 SK 181,61 12,70 66,68 13,49 120,65 49,21 57,94 8,6 PHP 6-B68-SK

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys
A/B QD bushed

Section  Number of Pitch diameter Pulley Bushing Dimensions Mass?)  Designation
grooves  BeltA Belt B typel)  number  Outer
diameter
PD PD 0D Bore E F L M
Min. Max.

- - mm in mm in - - mm kg -

A/B 6 167,6 6,6 177,8 7,0 -1 SF 186,69 12,70 74,61 21,43 120,65 52,39 46,83 91 PHP 6-B70-SF
177,8 7,0 188,0 7.4 -1 SF 196,85 12,70 74,61 21,43 120,65 52,39 46,83 10,0 PHP 6-B74-SF
193,0 7,6 203,2 8,0 -2 SF 212,09 12,70 74,61 21,43 120,65 52,39 46,83 10,9 PHP 6-B80-SF
208,3 8,2 218,4 8,6 -2 SF 227,33 12,70 74,61 21,43 120,65 52,39 46,83 11,8 PHP 6-B86-SF
228,6 9,0 238,8 9.4 -3 SF 247,65 12,70 74,61 21,43 120,65 52,39 46,83 12,3 PHP 6-B94-SF
269,2 10,6 2794 11,0 -3 SF 288,29 12,70 74,61 21,43 120,65 52,39 46,83 14,5 PHP 6-B110-SF
304,8 12,0 315,0 12,4 -3 SF 32385 12,70 74,61 21,43 120,65 52,39 46,83 17,7 PHP 6-B124-SF
3353 13,2 3454 13,6 -3 SF 354,33 12,70 74,61 21,43 120,65 52,39 46,83 20,0 PHP 6-B136-SF
381,0 15,0 3912 15,4 -3 SF 400,05 12,70 74,61 21,43 120,65 52,39 46,83 22,7 PHP 6-B154-SF
396,2 15,6 406,4 16,0 -3 SF 41529 12,70 74,61 21,43 120,65 52,39 46,83 24,5 PHP 6-B160-SF
457,2 18,0 467 4 18,4 -3 SF 476,25 12,70 74,61 21,43 120,65 52,39 46,83 28,1 PHP 6-B184-SF
4978 19,6 508,0 20,0 -3 E 516,89 22,23 88,90 5,56 120,65 69,85 45,24 336 PHP 6-B200-E
624,8 24,6 635,0 25,0 -3 E 643,89 22,23 88,90 5,56 120,65 69,85 45,24 435 PHP 6-B250-E
751,8 29,6 762,0 30,0 -3 E 77089 22,23 88,90 5,56 120,65 69,85 45,24 54,0 PHP 6-B300-E
955,0 37,6 965,2 38,0 -3 E 974,09 22,23 88,90 5,56 120,65 69,85 45,24 60,8 PHP 6-B380-E

A/B 8 127,0 5,0 137,2 5,4 - SK 146,05 12,70 66,68 26,19 158,75 49,21 83,34 6,8 PHP 8-B54-SK
132,1 5.2 142,2 56 - SK 151,13 12,70 66,68 26,19 158,75 49,21 83,34 73 PHP 8-B56-SK
142,2 5,6 152,4 6,0 - SF 161,29 12,70 74,61 24,61 158,75 52,39 81,76 9.1 PHP 8-B60-SF
152,4 6,0 162,6 6,4 - SF 171,45 12,70 74,61 24,61 158,75 52,39 81,76 10,4 PHP 8-B64-SF
162,6 6,4 172,7 6,8 - SF 181,61 12,70 74,61 24,61 158,75 52,39 81,76 113 PHP 8-B68-SF
177,8 7,0 188,0 7.4 - SF 196,85 12,70 74,61 24,61 158,75 52,39 81,76 12,7 PHP 8-B74-SF
208,3 8,2 2184 8,6 - E 227,33 22,23 88,90 30,96 158,75 69,85 57,94 181 PHP 8-B86-E
228,6 9,0 238,8 9,4 - E 247,65 22,23 88,90 30,96 158,75 69,85 57,94 19,5 PHP 8-B94-E
269,2 10,6 | E 288,29 22,23 88,90 30,96 158,75 69,85 57,94 22,2 PHP 8-B110-E
304,8 12,0 315,0 12,4 - E 323,85 22,23 88,90 30,96 158,75 69,85 57,94 25,4 PHP 8-B124-E

E 400,05 22,23 88,90 30,96 158,75 69,85 57,94 313 PHP 8-B154-E
F 476,25 25,40 101,60 0,79 158,75 95,25 64,29 41,3 PHP 8-B184-F
F 516,89 25,40 101,60 0,79 158,75 95,25 64,29 44,5 PHP 8-B200-F
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643,89 25,40 101,60 0,79 158,75 95,25 64,29 54,9 PHP 8-B250-F
770,89 25,40 101,60 0,79 158,75 95,25 64,29 67,1 PHP 8-B300-F

T
PRPRPRRE 0 WOWwww WWNRREL PR Rpp

955,0 37,6 965,2 38,0 - F 974,09 25,40 101,60 0,79 158,75 95,25 64,29 88,0 PHP 8-B380-F
A/B 10 127,0 5, 137,2 5.4 - SK 146,05 12,70 66,68 45,24 196,85 49,21 102,39 8.2 PHP 10-B54-SK
1321 5.2 142,2 56 - SK 151,13 12,70 66,68 45,24 196,85 49,21 102,39 9.1 PHP 10-B56-SK
1422 5,6 152,4 6,0 - SF 161,29 12,70 74,61 42,86 196,85 52,39 100,81 10,9 PHP 10-B60-SF
152,4 6,0 162,6 6,4 - SF 171,45 12,70 74,61 42,86 196,85 52,39 100,81 118 PHP 10-B64-SF
162,6 6,4 172,7 6,8 - SF 181,61 12,70 74,61 42,86 196,85 52,39 100,81 12,7 PHP 10-B68-SF
177.8 7,0 188,0 7.4 - SF 196,85 12,70 74,61 42,86 196,85 52,39 100,81 145 PHP 10-B74-SF
208,3 8,2 218,4 8,6 - E 227,33 22,23 88,90 50,01 196,85 69,85 76,99 191 PHP 10-B86-E
2286 9.0 2388 9.4 - E 247,65 22,23 88,90 50,01 196,85 69,85 76,99 21,8 PHP 10-B94-E
269,2 10,6 279.4 11,0 - E 288,29 22,23 88,90 50,01 196,85 69,85 76,99 25,4 PHP 10-B110-E
304,8 12,0 315,0 12,4 - E 323,85 22,23 88,90 50,01 196,85 69,85 76,99 29,0 PHP 10-B124-E

F 400,05 25,40 101,60 15,88 196,85 95,25 83,34 39,9 PHP 10-B154-F
F 476,25 25,40 101,60 15,88 196,85 95,25 83,34 46,7 PHP 10-B184-F
F 516,89 25,40 101,60 15,88 196,85 95,25 83,34 50,8 PHP 10-B200-F
F
F

643,89 25,40 101,60 15,88 196,85 95,25 83,34 64,4 PHP 10-B250-F
770,89 25,40 101,60 15,88 196,85 95,25 83,34 78,9 PHP 10-B300-F
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J 974,09 38,10 114,30 3,18 196,85 117,48 76,20 104,3 PHP 10-B380-J

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys

C QD bushed
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Type A Type B Type C Type D
Section Number of Pitch diameter Pulley Bushing Dimensions Mass? Designation
grooves type?) number Outer
diameter
PD 0D Bore E F L M
Min. Max.
- - mm in - - mm kg -
C 1 177.8 7,0 D-1 SF 187,96 12,70 74,61 21,43 31,75 52,39 1 4,5 PHP 1-C70-SF
190,5 7,5 D-2 SF 200,66 12,70 74,61 21,43 31,75 52,39 1 5.4 PHP 1-C75-SF
203,2 8,0 D-2 SF 213,36 12,70 74,61 21,43 31,75 52,39 1 59 PHP 1-C80-SF
2159 85 D-2 SF 226,06 12,70 74,61 21,43 31,75 52,39 1 6,4 PHP 1-C85-SF
228,6 9,0 D-3 SF 238,76 12,70 74,61 21,43 31,75 52,39 1 6,8 PHP 1-C90-SF
2413 9,5 D-3 SF 251,46 12,70 74,61 21,43 31,75 52,39 1 73 PHP 1-C95-SF
254,0 10,0 D-3 SF 264,16 12,70 74,61 21,43 31,75 52,39 1 7,7 PHP 1-C100-SF
266,7 10,5 D-3 SF 276,86 12,70 74,61 21,43 31,75 52,39 1 8,2 PHP 1-C105-SF
2794 11,0 D-3 SF 289,56 12,70 74,61 21,43 31,75 52,39 1 8,6 PHP 1-C110-SF
304,8 12,0 D-3 SF 314,96 12,70 74,61 21,43 31,75 52,39 1 9.1 PHP 1-C120-SF
330,2 13,0 D-3 SF 340,36 12,70 74,61 21,43 31,75 52,39 1 10,0 PHP 1-C130-SF
355,6 14,0 D-3 SF 365,76 12,70 74,61 21,43 31,75 52,39 1 10,9 PHP 1-C140-SF
406,4 16,0 D-3 SF 416,56 12,70 74,61 21,43 31,75 52,39 1 11,8 PHP 1-C160-SF
4572 18,0 D-3 SF 467,36 12,70 74,61 21,43 31,75 52,39 1 13,6 PHP 1-C180-SF
508,0 20,0 D-3 SF 518,16 12,70 74,61 21,43 31,75 52,39 1 15,9 PHP 1-C200-SF
609,6 24,0 D-3 SF 619,76 12,70 74,61 21,43 31,75 52,39 1 18,6 PHP 1-C240-SF
C 2 1778 7,0 D-1 SF 187,96 12,70 74,61 2,38 57,15 52,39 7 6,8 PHP 2-C70-SF
190,5 7.5 D-1 SF 200,66 12,70 74,61 2,38 57,15 52,39 7 7.7 PHP 2-C75-SF
203,2 8,0 D-1 SF 213,36 12,70 74,61 2,38 57,15 52,39 7 8,2 PHP 2-C80-SF
215,9 8,5 D-2 SF 226,06 12,70 74,61 2,38 57,15 52,39 7 8,6 PHP 2-C85-SF
228,6 9,0 D-2 SF 238,76 12,70 74,61 2,38 57,15 52,39 7 9.1 PHP 2-C90-SF
2413 9,5 D-2 SF 251,46 12,70 74,61 2,38 57,15 52,39 7 9,5 PHP 2-C95-SF
254,0 10,0 D-3 SF 264,16 12,70 74,61 2,38 57,15 52,39 7 10,0 PHP 2-C100-SF
266,7 10,5 D-3 SF 276,86 12,70 74,61 2,38 57,15 52,39 7 10,4 PHP 2-C105-SF
2794 11,0 D-3 SF 289,56 12,70 74,61 2,38 57,15 52,39 7 10,9 PHP 2-C110-SF
304,8 12,0 D-3 SF 314,96 12,70 74,61 8,73 57,15 52,39 13 11,3 PHP 2-C120-SF
330,2 13,0 D-3 SF 340,36 12,70 74,61 8,73 57,15 52,39 13 12,7 PHP 2-C130-SF
355,6 14,0 D-3 SF 365,76 12,70 74,61 8,73 57,15 52,39 13 14,1 PHP 2-C140-SF
406,4 16,0 D-3 SF 416,56 12,70 74,61 8,73 57,15 52,39 13 16,3 PHP 2-C160-SF
457,2 18,0 D-3 SF 467,36 12,70 74,61 8,73 57,15 52,39 13 17,7 PHP 2-C180-SF
508,0 20,0 D-3 SF 518,16 12,70 74,61 8,73 57,15 52,39 13 218 PHP 2-C200-SF
609,6 24,0 D-3 SF 619,76 12,70 74,61 8,73 57,15 52,39 13 27,2 PHP 2-C240-SF
762,0 30,0 C-3 F 772,16 25,40 101,60 30,96 57,15 95,25 7 38,6 PHP 2-C300-F
C 3 127,0 5,0 A-1 SD 137,16 12,70 50,80 15,08 82,55 46,04 21 4,5 PHP 3-C50-SD
139,7 55 A-1 SD 149,86 12,70 50,80 15,08 82,55 46,04 21 5.4 PHP 3-C55-SD
152,4 6,0 D-1 SF 162,56 12,70 74,61 18,26 82,55 52,39 48 6,3 PHP 3-C60-SF
177,8 7,0 A-1 SF 187,96 12,70 74,61 10,32 82,55 52,39 20 8.2 PHP 3-C70-SF
190,5 7,5 A-1 SF 200,66 12,70 74,61 10,32 82,55 52,39 20 91 PHP 3-C75-SF
203,2 8,0 B-1 E 213,36 22,23 88,90 13,49 82,55 69,85 1 11,8 PHP 3-C80-E
215,9 8,5 B-1 E 226,06 22,23 88,90 13,49 82,55 69,85 1 13,2 PHP 3-C85-E
228,6 9,0 A-1 E 238,76 22,23 88,90 11,91 82,55 69,85 1 14,5 PHP 3-C90-E
2413 9,5 A-2 E 251,46 22,23 88,90 11,91 82,55 69,85 1 15,4 PHP 3-C95-E
254,0 10,0 A-2 E 264,16 22,23 88,90 11,91 82,55 69,85 1 16,3 PHP 3-C100-E
266,7 10,5 A-3 E 276,86 22,23 88,90 11,91 82,55 69,85 1 17,2 PHP 3-C105-E
2794 11,0 A-3 E 289,56 22,23 88,90 11,91 82,55 69,85 1 181 PHP 3-C110-E
304,8 12,0 A-3 E 314,96 22,23 88,90 11,91 82,55 69,85 1 19,5 PHP 3-C120-E
330,2 13,0 A-3 E 340,36 22,23 88,90 11,91 82,55 69,85 1 20,4 PHP 3-C130-E
355,6 14,0 A-3 E 365,76 22,23 88,90 11,91 82,55 69,85 1 231 PHP 3-C140-E
406,4 16,0 A-3 E 416,56 22,23 88,90 11,91 82,55 69,85 1 26,8 PHP 3-C160-E
4572 18,0 A-3 E 467,36 22,23 88,90 11,91 82,55 69,85 1 29,5 PHP 3-C180-E
508,0 20,0 D-3 E 518,16 22,23 88,90 5,56 82,55 69,85 18 31,8 PHP 3-C200-E
609,6 24,0 D-3 E 619,76 22,23 88,90 5,56 82,55 69,85 18 36,3 PHP 3-C240-E
685,8 27,0 D-3 F 695,96 25,40 101,60 16,67 82,55 95,25 4 47,6 PHP 3-C270-F

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys

C QD bushed
Section Number of Pitch diameter Pulley Bushing  Dimensions Mass?) Designation
grooves typel) number Outer
diameter
PD [e]n} Bore E F L M
Min. Max.

- - mm in - - mm kg -

C 3 762,0 30,0 D-3 F 772,16 25,40 101,60 16,67 82,55 95,25 4 54,4 PHP 3-C300-F
914.,4 36,0 D-3 F 924,56 25,40 101,60 16,67 82,55 95,25 4 63,5 PHP 3-C360-F
1117,6 44,0 D-3 F 1127,76 25,40 101,60 16,67 82,55 95,25 4 771 PHP 3-C440-F
1270,0 50,0 D-3 F 1280,16 25,40 101,60 16,67 82,55 95,25 4 86,2 PHP 3-C500-F

C 4 127,0 5,0 A-1 SD 137,16 12,70 50,80 21,43 107,95 46,04 40 5,4 PHP 4-C50-SD
139,7 55 A-1 SD 149,86 12,70 50,80 21,43 107,95 46,04 40 6,4 PHP 4-C55-SD
152,4 6,0 A-1 SF 162,56 12,70 74,61 16,67 107,95 52,39 39 7,7 PHP 4-C60-SF
1778 7,0 A-1 SF 187,96 12,70 74,61 16,67 107,95 52,39 39 9,5 PHP 4-C70-SF
190,5 7,5 A-1 SF 200,66 12,70 74,61 16,67 107,95 52,39 39 113 PHP 4-C75-SF
203,2 8,0 A-1 E 213,36 22,23 88,90 19,84 107,95 69,85 18 13,6 PHP 4-C80-E
215,9 8,5 A-1 E 226,06 22,23 88,90 19,84 107,95 69,85 18 15,0 PHP 4-C85-E
228,6 9,0 A-1 E 238,76 22,23 88,90 19,84 107,95 69,85 18 15,9 PHP 4-C90-E
2413 9,5 A-2 E 251,46 22,23 88,90 19,84 107,95 69,85 18 17,2 PHP 4-C95-E
254,0 10,0 A-2 E 264,16 22,23 88,90 19,84 107,95 69,85 18 181 PHP 4-C100-E
266,7 10,5 A-2 E 276,86 22,23 88,90 19,84 107,95 69,85 18 19,5 PHP 4-C105-E
2794 11,0 A-2 E 289,56 22,23 88,90 19,84 107,95 69,85 18 20,9 PHP 4-C110-E
304,8 12,0 A-3 E 314,96 22,23 88,90 19,84 107,95 69,85 18 22,7 PHP 4-C120-E
330,2 13,0 A-3 E 340,36 22,23 88,90 19,84 107,95 69,85 18 24,5 PHP 4-C130-E
355,6 14,0 A-3 E 365,76 22,23 88,90 19,84 107,95 69,85 18 26,8 PHP 4-C140-E
406,4 16,0 A-3 E 416,56 22,23 88,90 19,84 107,95 69,85 18 29,5 PHP 4-C160-E
4572 18,0 A-3 E 467,36 22,23 88,90 19,84 107,95 69,85 18 331 PHP 4-C180-E
508,0 20,0 A-3 E 518,16 22,23 88,90 714 107,95 69,85 31 37,2 PHP 4-C200-E
609,6 24,0 D-3 F 619,76 25,40 101,60 2,38 107,95 95,25 15 47,6 PHP 4-C240-F
685,8 27,0 D-3 F 695,96 25,40 101,60 2,38 107,95 95,25 15 56,7 PHP 4-C270-F
762,0 30,0 D-3 F 772,16 25,40 101,60 2,38 107,95 95,25 15 64,4 PHP 4-C300-F
9144 36,0 D-3 F 924,56 25,40 101,60 2,38 107,95 95,25 15 78,0 PHP 4-C360-F
1117,6 44,0 C-3 J 1127,76 38,10 114,30 - 107,95 117,48 10 1021 PHP 4-C440-)
1270,0 50,0 C-3 J 1280,16 38,10 114,30 - 107,95 117,48 10 117.9 PHP 4-C500-J

C 5 152,4 6,0 A-1 SF 162,56 12,70 74,61 26,19 133,35 52,39 55 9,5 PHP 5-C60-SF
1778 7,0 A-1 SF 187,96 12,70 74,61 26,19 133,35 52,39 55 11,8 PHP 5-C70-SF
190,5 7,5 A-1 SF 200,66 12,70 74,61 26,19 133,35 52,39 55 12,7 PHP 5-C75-SF
203,2 8,0 A-1 E 213,36 22,23 88,90 29,37 133,35 69,85 34 15,0 PHP 5-C80-E
215,9 8,5 A-1 E 226,06 22,23 88,90 29,37 133,35 69,85 34 16,8 PHP 5-C85-E
228,6 9,0 A-1 E 238,76 22,23 88,90 29,37 133,35 69,85 34 181 PHP 5-C90-E
2413 9,5 A-2 E 251,46 22,23 88,90 29,37 133,35 69,85 34 191 PHP 5-C95-E
254,0 10,0 A-2 E 264,16 22,23 88,90 29,37 133,35 69,85 34 20,4 PHP 5-C100-E
266,7 10,5 A-2 E 276,86 22,23 88,90 29,37 133,35 69,85 34 21,3 PHP 5-C105-E
2794 11,0 A-2 E 289,56 22,23 88,90 29,37 133,35 69,85 34 22,7 PHP 5-C110-E
304,8 12,0 A-2 E 314,96 22,23 88,90 29,37 133,35 69,85 34 24,0 PHP 5-C120-E
330,2 13,0 A-3 E 340,36 22,23 88,90 29,37 133,35 69,85 34 26,3 PHP 5-C130-E
355,6 14,0 A-3 E 365,76 22,23 88,90 29,37 133,35 69,85 34 29,0 PHP 5-C140-E
406,4 16,0 A-3 E 416,56 22,23 88,90 29,37 133,35 69,85 34 331 PHP 5-C160-E
4572 18,0 A-3 E 467,36 22,23 88,90 29,37 133,35 69,85 34 38,6 PHP 5-C180-E
508,0 20,0 D-3 F 518,16 25,40 101,60 2,38 133,35 95,25 40 44,5 PHP 5-C200-F
609,6 24,0 D-3 F 619,76 25,40 101,60 2,38 133,35 95,25 40 54,0 PHP 5-C240-F
685,8 27,0 D-3 F 695,96 25,40 101,60 2,38 133,35 95,25 40 69,4 PHP 5-C270-F
762,0 30,0 D-3 F 772,16 25,40 101,60 2,38 133,35 95,25 40 78,9 PHP 5-C300-F
9144 36,0 A-3 J 924,56 38,10 114,30 1,59 133,35 117,48 14 93,4 PHP 5-C360-J
1117,6 44,0 A-3 J 1127,76 38,10 114,30 1,59 133,35 117,48 14 115,2 PHP 5-C440-J
1270,0 50,0 A-3 J 1280,16 38,10 114,30 1,59 133,35 117,48 14 1243 PHP 5-C500-J

C 6 152,4 6,0 A-1 SF 162,56 12,70 74,61 26,19 158,75 52,39 80 9.1 PHP 6-C60-SF
1778 7,0 A-1 SF 187,96 12,70 74,61 26,19 158,75 52,39 80 11,8 PHP 6-C70-SF
190,5 7,5 A-1 SF 200,66 12,70 74,61 26,19 158,75 52,39 80 13,2 PHP 6-C75-SF
203,22 8,0 A-1 E 213,36 22,23 88,90 29,37 158,75 69,85 60 16,3 PHP 6-C80-E
215,9 8,5 A-1 E 226,06 22,23 88,90 29,37 158,75 69,85 60 17,7 PHP 6-C85-E
228,6 9,0 A-1 F 238,76 25,40 101,60 26,19 158,75 95,25 37 231 PHP 6-C90-F
2413 9,5 A-1 F 251,46 25,40 101,60 26,19 158,75 95,25 37 25,0 PHP 6-C95-F
254,0 10,0 A-1 F 264,16 25,40 101,60 26,19 158,75 95,25 37 26,8 PHP 6-C100-F
266,7 10,5 A-2 F 276,86 25,40 101,60 26,19 158,75 95,25 37 28,1 PHP 6-C105-F
2794 11,0 A-2 F 289,56 25,40 101,60 26,19 158,75 95,25 37 29,9 PHP 6-C110-F
304,8 12,0 A-2 F 314,96 25,40 101,60 26,19 158,75 95,25 37 31,8 PHP 6-C120-F
330,2 13,0 A-3 F 340,36 25,40 101,60 26,19 158,75 95,25 37 33,6 PHP 6-C130-F
355,6 14,0 A-3 F 365,76 25,40 101,60 26,19 158,75 95,25 37 36,3 PHP 6-C140-F
406,4 16,0 A-3 F 416,56 25,40 101,60 26,19 158,75 95,25 37 40,4 PHP 6-C160-F
4572 18,0 A-3 F 467,36 25,40 101,60 26,19 158,75 95,25 37 46,3 PHP 6-C180-F
508,0 20,0 A-3 F 518,16 25,40 101,60 13,49 158,75 95,25 50 50,8 PHP 6-C200-F
609,6 24,0 A-3 F 619,76 25,40 101,60 13,49 158,75 95,25 50 59,4 PHP 6-C240-F
685,8 27,0 A-3 J 695,96 38,10 114,30 1,59 158,75 117,48 40 72,6 PHP 6-C270-J
762,0 30,0 A-3 J 772,16 38,10 114,30 1,59 158,75 117,48 40 86,2 PHP 6-C300-J
9144 36,0 A-3 J 924,56 38,10 114,30 1,59 158,75 117,48 40 105,2 PHP 6-C360-J
1117,6 44,0 A-3 J 1127,76 38,10 114,30 1,59 158,75 117,48 40 135,6 PHP 6-C440-)
1270,0 50,0 B-3 M 1280,16 50,80 139,70 5,56 158,75 171,45 18 145,2 PHP 6-C500-M

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys
C QD bushed | D QD bushed
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Type A Type B Type D
Section Number of Pitch diameter Pulley Bushing Dimensions Mass? Designation
grooves type?) number Outer
diameter
PD 0D Bore E F L M
Min. Max.
- - mm in - - mm kg -
C 8 203,2 8,0 A-1 E 213,36 22,23 88,90 51,59 209,55 69,85 88 19,5 PHP 8-C80-E
2159 85 A-1 E 226,06 22,23 88,90 76,99 209,55 69,85 88 21,8 PHP 8-C85-E
228,6 9,0 A-1 F 238,76 25,40 101,60 48,42 209,55 95,25 66 27,2 PHP 8-C90-F
2413 9,5 A-1 F 251,46 25,40 101,60 48,42 209,55 95,25 66 29,5 PHP 8-C95-F
254,0 10,0 A-1 F 264,16 25,40 101,60 48,42 209,55 95,25 66 313 PHP 8-C100-F
266,7 10,5 A-2 F 276,86 25,40 101,60 48,42 209,55 95,25 66 331 PHP 8-C105-F
2794 11,0 A-2 F 289,56 25,40 101,60 48,42 209,55 95,25 66 35,4 PHP 8-C110-F
304,8 12,0 A-3 F 314,96 25,40 101,60 48,42 209,55 95,25 66 37,7 PHP 8-C120-F
330,2 13,0 A-3 F 340,36 25,40 101,60 48,42 209,55 95,25 66 40,4 PHP 8-C130-F
355,6 14,0 A-3 F 365,76 25,40 101,60 48,42 209,55 95,25 66 44,0 PHP 8-C140-F
406,4 16,0 A-3 F 416,56 25,40 101,60 48,42 209,55 95,25 66 51,3 PHP 8-C160-F
4572 18,0 A-3 F 467,36 25,40 101,60 48,42 209,55 95,25 66 59.4 PHP 8-C180-F
508,0 20,0 A-3 J 518,16 38,10 114,30 1,59 209,55 117,48 90 69,0 PHP 8-C200-)J
609,6 24,0 A-3 J 619,76 38,10 114,30 1,59 209,55 117,48 90 83,9 PHP 8-C240-)
6858 27,0 A-3 J 695,96 38,10 114,30 1,59 209,55 117,48 90 944 PHP 8-C270-)J
762,0 30,0 A-3 J 772,16 38,10 114,30 1,59 209,55 117,48 90 104,3 PHP 8-C300-J
9144 36,0 A-3 M 924,56 50,80 139,70 714 209,55 171,45 31 1388 PHP 8-C360-M
1117,6 44,0 A-3 M 1127,76 50,80 139,70 714 209,55 171,45 31 181,4 PHP 8-C440-M
1270,0 50,0 A-3 M 1280,16 50,80 139,70 714 209,55 171,45 31 2155 PHP 8-C500-M
D 3 304,8 12,0 A-2 F 321,06 25,40 101,60 3,97 117,48 95,25 18 31,8 PHP 3-D120-F
330,2 13,0 A-2 F 346,46 25,40 101,60 3,97 117,48 95,25 18 34,5 PHP 3-D130-F
342,9 13,5 A-2 F 359,16 25,40 101,60 3,97 117,48 95,25 18 35,8 PHP 3-D135-F
355,6 14,0 A-2 F 371,86 25,40 101,60 3,97 117,48 95,25 18 37,2 PHP 3-D140-F
368,3 14,5 A-3 F 384,56 25,40 101,60 3,97 117,48 95,25 18 38,6 PHP 3-D145-F
381,0 15,0 A-3 F 397,26 25,40 101,60 3,97 117,48 95,25 18 40,4 PHP 3-D150-F
393,7 15,5 A-3 F 409,96 25,40 101,60 3,97 117,48 95,25 18 417 PHP 3-D155-F
406,4 16,0 A-3 F 422,66 25,40 101,60 3,97 117,48 95,25 18 435 PHP 3-D160-F
4572 18,0 D-3 J 473,46 38,10 114,30 6,35 117,48 117,48 6 49,9 PHP 3-D180-J
508,0 20,0 D-3 J 524,26 38,10 114,30 6,35 117,48 117,48 6 54,4 PHP 3-D200-J
558,8 22,0 D-3 J 575,06 38,10 114,30 6,35 117,48 117,48 6 59,0 PHP 3-D220-J
685,8 27,0 D-3 J 702,06 38,10 114,30 6,35 117,48 117,48 6 78,5 PHP 3-D270-J
838,2 33,0 D-3 J 854,46 38,10 114,30 6,35 117,48 117,48 6 108,9 PHP 3-D330-J
1016,0 40,0 D-3 J 1032,26 3810 114,30 6,35 117,48 117,48 6 136,1 PHP 3-D440-J
D 4 304,8 12,0 A-2 F 321,06 25,40 101,60 24,61 153,99 95,25 34 37,7 PHP 4-D120-F
330,2 13,0 A-2 F 346,46 25,40 101,60 24,61 153,99 95,25 34 39,0 PHP 4-D130-F
3429 13,5 A-2 F 359,16 25,40 101,60 24,61 153,99 95,25 34 40,4 PHP 4-D135-F
355,6 14,0 A-2 F 371,86 25,40 101,60 24,61 153,99 95,25 34 417 PHP 4-D140-F
368,3 14,5 A-3 F 384,56 25,40 101,60 24,61 153,99 95,25 34 431 PHP 4-D145-F
381,0 15,0 A-3 F 397,26 25,40 101,60 24,61 153,99 95,25 34 44,9 PHP 4-D150-F
393,7 15,5 A-3 F 409,96 25,40 101,60 24,61 153,99 95,25 34 46,3 PHP 4-D155-F
406,4 16,0 A-3 F 422,66 25,40 101,60 24,61 153,99 95,25 34 48,1 PHP 4-D160-F
4572 18,0 A-3 J 473,46 38,10 114,30 318 153,99 117,48 33 54,4 PHP 4-D180-J
508,0 20,0 A-3 J 524,26 38,10 114,30 3,18 153,99 117,48 33 59,9 PHP 4-D200-J
558,8 22,0 A-3 J 575,06 38,10 114,30 3,18 153,99 117,48 33 70,3 PHP 4-D220-J)
6858 27,0 A-3 J 702,06 38,10 114,30 3,18 153,99 117,48 33 87,5 PHP 4-D270-J
838,2 .0 B-3 M 854,46 50,80 139,70 8,73 153,99 171,45 26 127,0 PHP 4-D330-M
1016,0 40,0 B-3 M 1032,26 50,80 139,70 8,73 153,99 171,45 26 157,9 PHP 4-D440-M
1219,2 48,0 B-3 M 123546 50,80 139,70 8,73 153,99 171,45 26 1724 PHP 4-D480-M
1473,2 58,0 B-3 M 1489,46 50,80 139,70 8,73 153,99 171,45 26 190,5 PHP 4-D580-M
D 5 304,8 12,0 A-2 F 321,06 25,40 101,60 43,66 190,50 95,25 52 422 PHP 5-D120-F
330,2 13,0 A-2 F 346,46 25,40 101,60 43,66 190,50 95,25 52 435 PHP 5-D130-F
342,9 13,5 A-2 F 359,16 25,40 101,60 43,66 190,50 95,25 52 46,3 PHP 5-D135-F
355,6 14,0 A-2 F 371,86 25,40 101,60 43,66 190,50 95,25 52 48,1 PHP 5-D140-F

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys

D QD bushed
Section Number of Pitch diameter Pulley Bushing  Dimensions Mass?) Designation
grooves typel) number Outer
diameter
PD [e]n} Bore E F L M
Min. Max.

- - mm in - - mm kg -

D 5 368,3 14,5 A-3 F 384,56 25,40 101,60 43,66 190,50 95,25 52 50,8 PHP 5-D145-F
381,0 15,0 A-3 F 397,26 25,40 101,60 43,66 190,50 95,25 52 54,4 PHP 5-D150-F
393,7 15,5 A-3 F 409,96 25,40 101,60 43,66 190,50 95,25 52 56,7 PHP 5-D155-F
406,4 16,0 A-3 F 422,66 25,40 101,60 43,66 190,50 95,25 52 59,0 PHP 5-D160-F
457,2 18,0 A-3 J 473,46 38,10 114,30 47,63 190,50 117,48 25 68,0 PHP 5-D180-J
508,0 20,0 A-3 J 524,26 38,10 114,30 3,18 190,50 117,48 70 72,6 PHP 5-D200-J
558,8 22,0 A-3 J 575,06 38,10 114,30 3,18 190,50 117,48 70 86,2 PHP 5-D220-J
685,8 27,0 A-3 M 702,06 50,80 139,70 8,73 190,50 171,45 10 1179 PHP 5-D270-M
838,2 33,0 A-3 M 854,46 50,80 139,70 8,73 190,50 171,45 10 1452 PHP 5-D330-M
1016,0 40,0 A-3 M 1032,26 50,80 139,70 873 190,50 171,45 10 176,9 PHP 5-D400-M
1219,2 48,0 A-3 M 123546 50,80 139,70 8,73 190,50 171,45 10 204,1 PHP 5-D480-M
1473,2 58,0 A-3 M 1489,46 50,80 139,70 8,73 190,50 171,45 10 226,8 PHP 5-D580-M

D 6 304,8 12,0 A-1 J 321,06 38,10 114,30 47,63 227,01 117,48 62 52,2 PHP 6-D120-J
330,2 13,0 A-2 J 346,46 38,10 114,30 47,63 227,01 117,48 62 56,7 PHP 6-D130-J
3429 135 A-2 J 359,16 38,10 114,30 47,63 227,01 117,48 62 61,2 PHP 6-D135-J
355,6 14,0 A-2 J 371,86 38,10 114,30 47,63 227,01 117,48 62 65,8 PHP 6-D140-)J
3683 14,5 A-2 J 384,56 38,10 114,30 47,63 227,01 117,48 62 68,0 PHP 6-D145-J)
381,0 15,0 A-2 J 397,26 38,10 114,30 47,63 227,01 117,48 62 72,6 PHP 6-D150-J
393,7 15,5 A-3 J 409,96 38,10 114,30 47,63 227,01 117,48 62 74,8 PHP 6-D155-J
406,4 16,0 A-3 J 422,66 38,10 114,30 47,63 227,01 117,48 62 771 PHP 6-D160-J
4572 18,0 A-3 J 473,46 38,10 114,30 47,63 227,01 117,48 62 81,7 PHP 6-D180-J
508,0 20,0 A-3 J 524,26 38,10 114,30 47,63 227,01 117,48 62 97,5 PHP 6-D200-J
558,8 22,0 A-3 M 575,06 50,80 139,70 8,73 227,01 171,45 43 113,4 PHP 6-D220-M
685,8 27,0 A-3 M 702,06 50,80 139,70 8,73 227,01 171,45 43 136,1 PHP 6-D270-M
838,2 33,0 A-3 M 854,46 50,80 139,70 8,73 227,01 171,45 43 163,3 PHP 6-D330-M
1016,0 40,0 A-3 M 1032,26 50,80 139,70 8,73 227,01 171,45 43 199,6 PHP 6-D400-M
1219,2 48,0 A-3 M 1235,46 50,80 139,70 8,73 227,01 171,45 43 254,0 PHP 6-D480-M
1473,2 58,0 A-3 N 1489,46 61,91 149,23 4,76 227,01 206,38 16 2994 PHP 6-D580-N

D 8 304,8 12,0 A-1 J 321,06 38,10 114,30 53,98 300,04 117,48 129 63,5 PHP 8-D120-J
330,2 13,0 A-2 J 346,46 38,10 114,30 53,98 300,04 117,48 129 68,0 PHP 8-D130-J
3429 13,5 A-2 J 359,16 38,10 114,30 53,98 300,04 117,48 129 72,6 PHP 8-D135-J
355,6 14,0 A-2 J 371,86 38,10 114,30 53,98 300,04 117,48 129 771 PHP 8-D140-J
368,3 14,5 A-2 J 384,56 38,10 114,30 53,98 300,04 117,48 129 80,7 PHP 8-D145-J)
381,0 15,0 A-2 J 397,26 38,10 114,30 53,98 300,04 117,48 129 82,6 PHP 8-D150-J
393,7 15,5 A-2 J 409,96 38,10 114,30 53,98 300,04 117,48 129 86,2 PHP 8-D155-J
406,4 16,0 A-2 J 422,66 38,10 114,30 53,98 300,04 117,48 129 91,2 PHP 8-D160-)J
457,2 18,0 A-3 M 473,46 50,80 139,70 59,53 300,04 171,45 69 117.9 PHP 8-D180-M
508,0 20,0 A-3 M 524,26 50,80 139,70 59,53 300,04 171,45 69 1225 PHP 8-D200-M
558,8 22,0 A-3 M 575,06 50,80 139,70 8,73 300,04 171,45 120 136,1 PHP 8-D220-M
685,8 27,0 A-3 M 702,06 50,80 139,70 8,73 300,04 171,45 120 158,8 PHP 8-D270-M
838,2 33,0 A-3 M 854,46 50,80 139,70 873 300,04 171,45 120 204,1 PHP 8-D330-M
1016,0 40,0 A-3 N 1032,26 61,91 149,23 4,76 300,04 206,38 89 2495 PHP 8-D400-N
1219,2 48,0 A-3 N 123546 61,91 149,23 4,76 300,04 206,38 89 326,6 PHP 8-D480-N
1473,2 58,0 A-3 N 148946 61,91 149,23 4,76 300,04 206,38 89 408,2 PHP 8-D580-N

D 10 304,8 12,0 A-1 M 321,06 50,80 139,70 59,53 373,06 171,45 148 86,2 PHP 10-D120-M
330,2 13,0 A-1 M 346,46 50,80 139,70 59,53 373,06 171,45 148 99.8 PHP 10-D130-M
3429 13,5 A-1 M 359,16 50,80 139,70 59,53 373,06 171,45 148 108,9 PHP 10-D135-M
355,6 14,0 A-1 M 371,86 50,80 139,70 59,53 373,06 171,45 148 113,4 PHP 10-D140-M
3683 14,5 A-2 M 384,56 50,80 139,70 59,53 373,06 171,45 148 117.9 PHP 10-D145-M
381,0 15,0 A-2 M 397,26 50,80 139,70 59,53 373,06 171,45 148 122,5 PHP 10-D150-M
3937 15,5 A-2 M 409,96 50,80 139,70 59,53 373,06 171,45 148 127,0 PHP 10-D155-M
406,4 16,0 A-2 M 422,66 50,80 139,70 59,53 373,06 171,45 148 1315 PHP 10-D160-M
4572 18,0 A-2 M 473,46 50,80 139,70 59,53 373,06 171,45 148 140,6 PHP 10-D180-M
508,0 20,0 A-2 M 524,26 50,80 139,70 59,53 373,06 171,45 148 1497 PHP 10-D200-M
558,8 22,0 A-3 M 575,06 50,80 139,70 59,53 373,06 171,45 173 158,8 PHP 10-D220-M
685,8 27,0 A-3 M 702,06 50,80 139,70 59,53 373,06 171,45 173 199,6 PHP 10-D270-M
838,2 33,0 A-3 N 854,46 61,91 149,23 30,16 373,06 206,38 143 226,8 PHP 10-D330-N
1016,0 40,0 A-3 N 1032,26 61,91 149,23 30,16 373,06 206,38 143 2948 PHP 10-D400-N
1219,2 48,0 A-3 P 1235,46 74,61 177,80 6,35 373,06 238,13 129 4173 PHP 10-D480-P
1473,2 58,0 A-3 P 1489,46 74,61 177,80 6,35 373,06 238,13 129 499,0 PHP 10-D580-P

D 12 304,8 12,0 A-1 M 321,06 50,80 139,70 84,93 446,09 171,45 190 99.8 PHP 12-D120-M
3302 13,0 A-1 M 346,46 50,80 139,70 84,93 446,09 171,45 190 1134 PHP 12-D130-M
342,9 13,5 A-1 M 359,16 50,80 139,70 84,93 446,09 171,45 190 122,5 PHP 12-D135-M
3556 14,0 A-1 M 371,86 50,80 139,70 84,93 446,09 171,45 190 127,0 PHP 12-D140-M
368,3 14,5 A-1 M 384,56 50,80 139,70 84,93 446,09 171,45 190 136,1 PHP 12-D145-M
381,0 15,0 A-2 M 397,26 50,80 139,70 84,93 446,09 171,45 190 138,4 PHP 12-D150-M
393,7 15,5 A-1 M 409,96 50,80 139,70 84,93 446,09 171,45 190 140,6 PHP 12-D155-M
406,4 16,0 A-2 M 422,66 50,80 139,70 84,93 446,09 171,45 190 145,2 PHP 12-D160-M
4572 18,0 A-2 M 473,46 50,80 139,70 84,93 446,09 171,45 190 154,2 PHP 12-D180-M
508,0 20,0 A-2 M 524,26 50,80 139,70 84,93 446,09 171,45 190 163,3 PHP 12-D200-M
558,8 22,0 A-3 M 575,06 50,80 139,70 59,53 446,09 171,45 215 1814 PHP 12-D220-M

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Classical V-belt pulleys

D QD bushed
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Type A
Section Number of Pitch diameter Pulley Bushing Dimensions Mass? Designation
grooves type?) number Outer
diameter
PD 0D Bore E F L M
Min. Max.
- - mm in. - - mm kg -
D 12 6858 27,0 A-3 N 702,06 61,91 149,23 55,56 446,09 206,38 184 2359 PHP 12-D270-N
838,2 33,0 A-3 N 854,46 61,91 149,23 58,74 446,09 206,38 184 301,6 PHP 12-D330-N
1016,0 40,0 A-3 P 1032,26 74,61 177,80 6,35 446,09 238,13 202 394,6 PHP 12-D400-P
1219,2 48,0 A-3 P 123546 74,61 177,80 6,35 446,09 238,13 202 4944 PHP 12-D480-P
1473,2 58,0 A-3 P 1489,46 74,61 177,80 6,35 446,09 238,13 202 589,7 PHP 12-D580-P

1) Please, note that 1 in pulley type stands for solid version, 2 for web version and 3 for arm/spoke version.
2) Mass does not include bushings.
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Narrow wedge belt pulleys

3V taper bushed
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Type B-1 Type C-2 Type C-3

Section Number of Pitch Pulley Bushing  Dimensions Mass?) Designation

grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.

- - mm - - mm in kg -

3v 1 66,04 B-1 1108 67,31 2,65 9,53 28,58 26,99 5,56 22,23 27,78 0,34 PHP 1-3V265TB
69,85 B-1 1108 71,12 2,80 9,53 28,58 26,99 5,56 22,23 27,78 0,39 PHP 1-3v280TB
74,93 B-1 1108 76,20 3,00 9,53 28,58 26,99 5,56 22,23 27,78 0,45 PHP 1-3V300TB
78,74 B-1 1108 80,01 3,15 9,53 28,58 26,99 5,56 22,23 27,78 0,45 PHP 1-3V315TB
83,82 B-1 1610 85,09 3,35 12,70 41,28 26,99 2,38 25,40 27,78 0,50 PHP 1-3V335TB
91,44 B-1 1610 92,71 3,65 12,70 41,28 26,99 2,38 25,40 27,78 0,59 PHP 1-3V365TB
103,38 B-1 1610 104,65 412 12,70 41,28 26,99 2,38 25,40 27,78 0,91 PHP 1-3V412TB
113,03 B-1 1610 114,30 4,50 12,70 41,28 26,99 2,38 25,40 27,78 1,04 PHP 1-3V450TB
119,38 B-1 1610 120,65 4,75 12,70 41,28 26,99 2,38 25,40 27,78 1,18 PHP 1-3V475TB
125,73 B-1 1610 127,00 5,00 12,70 41,28 26,99 2,38 25,40 27,78 1,32 PHP 1-3V500TB
133,35 B-1 1610 134,62 5,30 12,70 41,28 26,99 2,38 25,40 27,78 1,50 PHP 1-3V530TB
140,97 B-1 1610 142,24 5,60 12,70 41,28 26,99 2,38 25,40 27,78 1,68 PHP 1-3V560TB
151,13 B-1 1610 152,40 6,00 12,70 41,28 26,99 2,38 25,40 27,78 1,91 PHP 1-3V600TB
163,83 B-1 1610 165,10 6,50 12,70 41,28 26,99 2,38 25,40 27,78 2,27 PHP 1-3V650TB
173,99 B-1 1610 175,26 6,90 12,70 41,28 26,99 2,38 25,40 27,78 2,54 PHP 1-3V690TB
201,93 C-2 25179 203,20 8,00 19,05 63,50 26,99 - 44,45 27,78 3,86 PHP 1-3V800TB
267,97 C-2 25179 269,24 10,60 19,05 63,50 26,99 - 44,45 27,78 6,35 PHP 1-3V1060TB
354,33 C-3 25177 355,60 14,00 19,05 63,50 26,99 - 44,45 27,78 9,07 PHP 1-3V1400TB
481,33 C-3 3020 482,60 19,00 31,75 76,20 26,99 - 50,80 27,78 11,79 PHP 1-3V1900TB

3v 2 66,04 B-1 1108 67,31 2,65 9,53 28,58 27,78 5,56 22,23 - 0,34 PHP 2-3V265TB
69,85 B-1 1108 71,12 2,80 9,53 28,58 27,78 12,70 22,23 27,78 0,41 PHP 2-3v280TB
74,93 B-1 1210 76,20 3,00 15,88 31,75 27,78 2,38 25,40 - 0,64 PHP 2-3V300TB
78,74 B-1 1210 80,01 3,15 15,88 31,75 27,78 12,70 25,40 27,78 0,45 PHP 2-3V315TB
83,82 B-1 1610 85,09 3,35 12,70 41,28 27,78 12,70 25,40 27,78 0,68 PHP 2-3V335TB
91,44 B-1 1610 92,71 3,65 12,70 41,28 27,78 2,38 25,40 - 0,73 PHP 2-3V365TB
103,38 B-1 1610 104,65 412 12,70 41,28 27,78 2,38 25,40 - 0,95 PHP 2-3V412TB
113,03 B-1 1610 114,30 4,50 12,70 41,28 27,78 2,38 25,40 - 1,22 PHP 2-3V450TB
119,38 B-1 1610 120,65 4,75 12,70 41,28 27,78 2,38 25,40 - 1,41 PHP 2-3V475TB
125,73 B-1 1610 127,00 5,00 12,70 41,28 27,78 2,38 25,40 - 1,63 PHP 2-3V500TB
133,35 B-1 1610 134,62 5,30 12,70 41,28 27,78 2,38 25,40 - 1,91 PHP 2-3V530TB
140,97 B-1 1610 142,24 5,60 12,70 41,28 27,78 2,38 25,40 - 2,18 PHP 2-3V560TB
151,13 B-1 1610 152,40 6,00 12,70 41,28 27,78 2,38 25,40 - 2,63 PHP 2-3V600TB
163,83 B-1 1610 165,10 6,50 12,70 41,28 27,78 2,38 25,40 - 3,18 PHP 2-3V650TB
173,99 B-1 1610 175,26 6,90 12,70 41,28 27,78 2,38 25,40 - 3,63 PHP 2-3V690TB
201,93 c-2 25179 203,20 8,00 19,05 63,50 27,78 - 44,45 16,67 4,99 PHP 2-3v800TB
267,97 c-2 25179 269,24 10,60 19,05 63,50 27,78 - 4b4,45 16,67 6,80 PHP 2-3V1060TB
354,33 C-3 25179 355,60 14,00 19,05 63,50 27,78 - 44,45 16,67 9,98 PHP 2-3V1400TB
481,33 C-3 3020 482,60 19,00 31,75 76,20 27,78 3,18 50,80 23,02 14,51 PHP 2-3v1900TB
633,73 C-3 3020 635,00 25,00 31,75 76,20 27,78 3,18 50,80 19,84 20,41 PHP 2-3v2500TB

3V 3 69,85 B-1 1108 71,12 2,80 9,53 28,58 38,10 15,88 22,23 27,78 0,50 PHP 3-3v280TB
74,93 B-1 1210 76,20 3,00 15,88 31,75 38,10 23,02 25,40 - 0,82 PHP 3-3V300TB
78,74 B-1 1210 80,01 3,15 15,88 31,75 38,10 12,70 25,40 27,78 0,68 PHP 3-3V315TB
83,82 B-1 1610 85,09 3,35 12,70 41,28 38,10 23,02 25,40 27,78 0,82 PHP 3-3V335TB
91,44 B-1 1610 92,71 3,65 12,70 41,28 38,10 23,02 25,40 N 0,91 PHP 3-3V365TB
103,38 B-1 1610 104,65 412 12,70 41,28 38,10 12,70 25,40 - 1,18 PHP 3-3V412TB
113,03 B-1 1610 114,30 4,50 12,70 41,28 38,10 12,70 25,40 - 1,45 PHP 3-3V450TB
119,38 B-1 1610 120,65 4,75 12,70 41,28 38,10 12,70 25,40 - 1,68 PHP 3-3V475TB
125,73 B-1 1610 127,00 5,00 12,70 41,28 38,10 12,70 25,40 - 1,91 PHP 3-3V500TB
133,35 B-1 1610 134,62 5,30 12,70 41,28 38,10 12,70 25,40 - 2,18 PHP 3-3V530TB
140,97 B-1 1610 142,24 5,60 12,70 41,28 38,10 12,70 25,40 - 2,49 PHP 3-3V560TB
151,13 B-1 25179 152,40 6,00 19,05 63,50 38,10 3,97 44,45 10,32 3,36 PHP 3-3V600TB
163,83 B-1 25179 165,10 6,50 19,05 63,50 38,10 3,97 44,45 10,32 413 PHP 3-3V650TB
173,99 B-1 25179 175,26 6,90 19,05 63,50 38,10 3,97 44,45 10,32 4,54 PHP 3-3V690TB
201,93 C-2 2517 203,20 8,00 19,05 63,50 38,10 3,97 44,45 10,32 6,80 PHP 3-3v800TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.

akF 273



Narrow wedge belt pulleys
3V taper bushed
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Type A-1 Type A-2 Type A-3 Type B-1 Type B-2
Section Number of Pitch Pulley Bushing  Dimensions Mass? Designation
grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.
- - mm - - mm in kg -
3V 3 267,97 C-2 25179 269,24 10,60 19,05 63,50 38,10 - 44,45 6,35 8,16 PHP 3-3V1060TB
354,33 C-3 25179 355,60 14,00 19,05 63,50 38,10 - 44,45 6,35 11,34 PHP 3-3V1400TB
481,33 C-3 3020 482,60 19,00 31,75 76,20 38,10 - 50,80 12,70 15,42 PHP 3-3V1900TB
633,73 C-3 3020 635,00 25,00 31,75 76,20 38,10 - 50,80 12,70 22,23 PHP 3-3v2500TB
849,63 c-3 3020 850,90 33,50 31,75 76,20 38,10 6,35 50,80 6,35 30,39 PHP 3-3V3350TB
3v 4 69,85 B-1 1108 71,12 2,80 9,53 28,58 48,42 3334 22,23 27,78 0,59 PHP 4-3v280TB
74,93 B-1 1210 76,20 3,00 15,88 31,75 48,42 23,02 25,40 - 0,95 PHP 4-3V300TB
78,74 B-1 1210 80,01 3,15 15,88 31,75 48,42 33,34 25,40 27,78 0,86 PHP 4-3V315TB
83,82 B-1 1610 85,09 3,35 12,70 41,28 48,42 23,02 25,40 - 1,00 PHP 4-3V335TB
91,44 B-1 1610 92,71 3,65 12,70 41,28 48,42 23,02 25,40 - 0,91 PHP 4-3V365TB
103,38 B-1 1610 104,65 412 12,70 41,28 48,42 23,02 25,40 - 1,36 PHP 4-3V412TB
113,03 B-1 1610 114,30 4,50 12,70 41,28 48,42 23,02 25,40 - 1,68 PHP 4-3V450TB
119,38 B-1 1610 120,65 4,75 12,70 41,28 48,42 23,02 25,40 - 191 PHP 4-3V475TB
125,73 B-1 1610 127,00 5,00 12,70 41,28 48,42 23,02 25,40 - 2,18 PHP 4-3V500TB
133,35 B-1 1610 134,62 5,30 12,70 41,28 48,42 23,02 25,40 - 2,49 PHP 4-3V530TB
140,97 B-1 1610 142,24 5,60 12,70 41,28 48,42 23,02 25,40 - 2,81 PHP 4-3V560TB
151,13 B-1 25179 152,40 6,00 19,05 63,50 48,42 3,97 44,45 - 3,63 PHP 4-3V600TB
163,83 B-1 25177 165,10 6,50 19,05 63,50 48,42 3,97 44,45 - 4,54 PHP 4-3V650TB
173,99 B-1 25179 175,26 6,90 19,05 63,50 48,42 3,97 44,45 - 5,44 PHP 4-3V690TB
201,93 B-1 25177 203,20 8,00 19,05 63,50 48,42 3,97 44,45 - 8,16 PHP 4-3V800TB
267,97 A-2 25179 269,24 10,60 19,05 63,50 48,42 3,97 44,45 - 9,07 PHP 4-3V1060TB
354,33 C-3 25171 355,60 14,00 19,05 63,50 48,42 - 44,45 3,97 13,15 PHP 4-3V1400TB
481,33 C-3 3020 482,60 19,00 31,75 76,20 48,42 - 76,20 27,78 20,41 PHP 4-3v1900TB
633,73 C-3 3020 635,00 25,00 31,75 76,20 48,42 - 76,20 27,78 28,58 PHP 4-3v2500TB
849,63 c-3 3030 850,90 33,50 31,75 76,20 48,42 13,89 76,20 13,89 36,74 PHP 4-3V3350TB
3V 5 119,38 B-1 25179 120,65 4,75 19,05 63,50 74,61 14,29 44,45 - 1,72 PHP 5-3V475TB
125,73 B-1 25179 127,00 5,00 19,05 63,50 74,61 14,29 44,45 - 2,18 PHP 5-3V500TB
133,35 B-1 25171 134,62 5,30 19,05 63,50 74,61 14,29 44,45 - 2,68 PHP 5-3V530TB
140,97 B-1 25179 142,24 5,60 19,05 63,50 74,61 14,29 44,45 - 318 PHP 5-3V560TB
151,13 B-1 25171 152,40 6,00 19,05 63,50 74,61 14,29 44,45 - 3,95 PHP 5-3V600TB
163,83 B-1 25179 165,10 6,50 19,05 63,50 74,61 14,29 44,45 . 4,99 PHP 5-3V650TB
173,99 B-1 25179 175,26 6,90 19,05 63,50 74,61 14,29 44,45 - 5,90 PHP 5-3V690TB
201,93 B-1 25179 203,20 8,00 19,05 63,50 74,61 14,29 44,45 - 8,62 PHP 5-3v800TB
267,97 B-2 25179 269,24 10,60 19,05 63,50 74,61 14,29 44,45 - 11,79 PHP 5-3v1060TB
354,33 c-3 25179 355,60 14,00 19,05 63,50 74,61 - 44,45 14,29 15,42 PHP 5-3V1400TB
481,33 C-3 3030 482,60 19,00 31,75 76,20 74,61 - 76,20 17,46 21,32 PHP 5-3V1900TB
633,73 C-3 3030 635,00 25,00 31,75 76,20 74,61 - 76,20 17,46 29,94 PHP 5-3v2500TB
849,63 c-3 3030 850,90 33,50 31,75 76,20 74,61 8,73 76,20 17,46 39,01 PHP 5-3V3350TB
3V 6 119,38 B-1 25179 120,65 4,75 19,05 63,50 69,06 24,61 44,45 - 2,00 PHP 6-3V475TB
125,73 B-1 25179 127,00 5,00 19,05 63,50 69,06 24,61 44,45 - 2,45 PHP 6-3V500TB
133,35 B-1 25179 134,62 5,30 19,05 63,50 69,06 24,61 44,45 - 2,95 PHP 6-3V530TB
140,97 B-1 25179 142,24 5,60 19,05 63,50 69,06 24,61 44,45 - 3,49 PHP 6-3V560TB
151,13 B-1 25179 152,40 6,00 19,05 63,50 69,06 24,61 44,45 - 4,31 PHP 6-3V600TB
163,83 B-1 25179 165,10 6,50 19,05 63,50 69,06 24,61 44,45 - 5,44 PHP 6-3V650TB
173,99 B-1 25179 175,26 6,90 19,05 63,50 69,06 24,61 44,45 - 5,90 PHP 6-3V690TB
201,93 B-1 25179 203,20 8,00 19,05 63,50 69,06 24,61 44,45 - 9,07 PHP 6-3v800TB
267,97 B-2 25179 269,24 10,60 19,05 63,50 69,06 24,61 44,45 - 13,15 PHP 6-3V1060TB
354,33 B-3 25179 355,60 14,00 19,05 63,50 69,06 5,56 44,45 19,05 18,60 PHP 6-3V1400TB
481,33 C-3 3020 482,60 19,00 31,75 76,20 69,06 - 76,20 714 23,13 PHP 6-3V1900TB
633,73 C-3 3030 635,00 25,00 31,75 76,20 69,06 - 76,20 714 32,66 PHP 6-3V2500TB
849,63 c-3 3030 850,90 33,50 31,75 76,20 69,06 3,57 76,20 3,57 41,73 PHP 6-3V3350TB
3V 8 119,38 B-1 25179 120,65 4,75 19,05 63,50 89,69 45,24 44,45 - 2,63 PHP 8-3V475TB
125,73 B-1 25179 127,00 5,00 19,05 63,50 89,69 45,24 44,45 - 2,90 PHP 8-3V500TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Narrow wedge belt pulleys
3V taper bushed | 5V taper bushed
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Type B-3 Type C-2 Type C-3

Section Number of Pitch Pulley Bushing  Dimensions Mass?) Designation

grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.

- - mm - - mm in kg -

3v 8 133,35 A-1 25179 134,62 5,30 19,05 63,50 89,69 26,19 44,45 19,05 3,54 PHP 8-3V530TB
140,97 A-1 25179 142,24 5,60 19,05 63,50 89,69 6,35 4b4,45 38,89 417 PHP 8-3V560TB
151,13 A-1 25179 152,40 6,00 19,05 63,50 89,69 6,35 44,45 38,89 4,99 PHP 8-3V600TB
163,83 A-1 25179 165,10 6,50 19,05 63,50 89,69 6,35 4445 38,89 6,35 PHP 8-3V650TB
173,99 A-1 25179 175,26 6,90 19,05 63,50 89,69 6,35 44,45 38,89 7,26 PHP 8-3V690TB
201,93 A-1 3020 203,20 8,00 31,75 76,20 89,69 12,70 50,80 26,19 9,98 PHP 8-3v800TB
267,97 A-2 3020 269,24 10,60 31,75 76,20 89,69 12,70 50,80 26,19 12,70 PHP 8-3V1060TB
354,33 A-3 3020 355,60 14,00 31,75 76,20 89,69 . 76,20 13,49 23,59 PHP 8-3V1400TB
481,33 A-3 35351 482,60 19,00 50,80 100,01 89,69 . 88,90 0,79 30,39 PHP 8-3V1900TB
633,73 A-3 35351 635,00 25,00 50,80 100,01 89,69 - 88,90 0,79 42,18 PHP 8-3V2500TB
849,63 C-3 4040 850,90 33,50 44,45 112,71 89,69 23,81 101,60 23,81 71,21 PHP 8-3V3350TB

3v 10 119,38 B-1 25179 120,65 4,75 19,05 63,50 110,33 65,88 4b4,45 - 3,18 PHP 10-3V475TB
125,73 B-1 25179 127,00 5,00 19,05 63,50 110,33 65,88 4b4,45 19,05 3,63 PHP 10-3V500TB
133,35 A-1 25179 134,62 5,30 19,05 63,50 110,33 65,88 44,45 - 4,08 PHP 10-3V530TB
140,97 A-1 25179 142,24 5,60 19,05 63,50 110,33 12,70 44,45 53,18 4,99 PHP 10-3V560TB
151,13 A-1 25171 152,40 6,00 19,05 63,50 110,33 12,70 44,45 53,18 5,90 PHP 10-3V600TB
163,83 A-1 25177 165,10 6,50 19,05 63,50 110,33 12,70 44,45 53,18 6,80 PHP 10-3V650TB
173,99 A-1 25177 175,26 6,90 19,05 63,50 110,33 12,70 44,45 53,18 8,16 PHP 10-3V690TB
201,93 A-1 3020 203,20 8,00 31,75 76,20 110,33 6,35 50,80 53,18 10,43 PHP 10-3v800TB
267,97 A-2 3020 269,24 10,60 31,75 76,20 110,33 21,43 50,80 38,10 14,06 PHP 10-3V1060TB
354,33 A-2 35351 355,60 14,00 50,80 88,90 110,33 - 88,90 21,43 22,68 PHP 10-3V1400TB
481,33 A-3 35351 482,60 19,00 50,80 88,90 110,33 - 88,90 21,43 34,02 PHP 10-3v1900TB
633,73 A-3 4040 635,00 25,00 44,45 112,71 110,33 - 101,60 8,73 55,34 PHP 10-3v2500TB
849,63 A-3 4040 850,90 33,50 4445 112,71 110,33 4,37 101,60 4,37 78,02 PHP 10-3Vv3350TB

5V 2 177,80 B-1 25179 180,34 7,10 19,05 63,50 42,86 1,59 44,45 - 4,54 PHP 2-5V710TB
187,96 B-1 25179 190,50 7,50 19,05 63,50 42,86 1,59 44,45 - 544 PHP 2-5V750TB
200,66 B-1 25179 203,20 8,00 19,05 63,50 42,86 1,59 44,45 - 6,35 PHP 2-5V800TB
213,36 B-2 25179 215,90 8,50 19,05 63,50 42,86 1,59 44,45 - 5,90 PHP 2-5V850TB
226,06 B-2 25171 228,60 9,00 19,05 63,50 42,86 1,59 44,45 - 726 PHP 2-5V900TB
232,41 C-2 3020 234,95 9,25 31,75 76,20 42,86 - 50,80 7,94 7,71 PHP 2-5V925TB
245,11 C-2 3020 247,65 9,75 31,75 76,20 42,86 - 50,80 7,94 8,62 PHP 2-5V975TB
259,08 C-2 3020 261,62 10,30 31,75 76,20 42,86 - 50,80 7,94 9,98 PHP 2-5V1030TB
274,32 C-2 3020 276,86 10,90 31,75 76,20 42,86 - 50,80 7,94 10,89 PHP 2-5V1090TB
297,18 C-2 3020 299,72 11,80 31,75 76,20 42,86 - 50,80 7,94 11,79 PHP 2-5v1180TB
314,96 C-2 3020 317,50 12,50 31,75 76,20 42,86 - 50,80 7,94 12,70 PHP 2-5V1250TB
332,74 C-3 3020 335,28 13,20 31,75 76,20 42,86 - 50,80 7,94 9,53 PHP 2-5V1320TB
353,06 C-3 3020 355,60 14,00 31,75 76,20 42,86 - 50,80 7,94 10,43 PHP 2-5V1400TB
378,46 C-3 3020 381,00 15,00 31,75 76,20 42,86 - 50,80 7,94 11,79 PHP 2-5V1500TB
403,86 C-3 3020 406,40 16,00 31,75 76,20 42,86 - 50,80 7,94 12,70 PHP 2-5V1600TB
535,94 C-3 35351 538,48 21,20 50,80 100,01 42,86 9,53 88,90 36,51 2313 PHP 2-5V2120TB
708,66 C-3 35351 711,20 28,00 50,80 100,01 42,86 9,53 88,90 36,51 31,30 PHP 2-5V2800TB

5V 3 177,80 B-1 2517 180,34 7,10 19,05 63,50 60,33 15,88 44,45 N 5,90 PHP 3-5V710TB
187,96 B-1 25179 190,50 7,50 19,05 63,50 60,33 15,88 44,45 N 6,80 PHP 3-5V750TB
200,66 B-1 25179 203,20 8,00 19,05 63,50 60,33 15,88 44,45 - 8,16 PHP 3-5v800TB
213,36 B-2 25179 215,90 8,50 19,05 63,50 60,33 15,88 44,45 - 9,07 PHP 3-5V850TB
226,06 B-2 25179 228,60 9,00 19,05 63,50 60,33 15,88 44,45 - 9,07 PHP 3-5V900TB
232,41 A-2 3020 234,95 9,25 31,75 76,20 60,33 - 50,80 9,53 9,53 PHP 3-5V925TB
24511 A-2 3020 247,65 9,75 31,75 76,20 60,33 - 50,80 9,53 10,89 PHP 3-5V975TB
259,08 A-2 3020 261,62 10,30 31,75 76,20 60,33 - 50,80 9,53 11,34 PHP 3-5V1030TB
274,32 A-2 3020 276,86 10,90 31,75 76,20 60,33 - 50,80 9,53 12,25 PHP 3-5V1090TB
297,18 A-2 3020 299,72 11,80 31,75 76,20 60,33 - 50,80 9,53 13,15 PHP 3-5V1180TB
314,96 A-3 3020 317,50 12,50 31,75 76,20 60,33 - 50,80 9,53 14,51 PHP 3-5V1250TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.

akF 275



Narrow wedge belt pulleys
5V taper bushed
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Type A-1 Type A-2 Type A-3 Type B-1 Type B-2
Section Number of Pitch Pulley Bushing  Dimensions Mass? Designation
grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.

- - mm - - mm in kg -

5V 3 332,74 A-3 3020 335,28 13,20 31,75 76,20 60,33 - 50,80 9,53 15,42 PHP 3-5V1320TB
353,06 A-3 3020 355,60 14,00 31,75 76,20 60,33 - 50,80 9,53 16,33 PHP 3-5V1400TB
378,46 A-3 3020 381,00 15,00 31,75 76,20 60,33 - 50,80 9,53 16,78 PHP 3-5V1500TB
403,86 A-3 3020 406,40 16,00 31,75 76,20 60,33 - 50,80 9,53 17,24 PHP 3-5V1600TB
535,94 C-3 35351 538,48 21,20 50,80 100,01 60,33 - 88,90 28,58 29,48 PHP 3-5V2120TB
708,66 C-3 35351 711,20 28,00 50,80 100,01 60,33 - 88,90 28,58 4218 PHP 3-5V2800TB
949,96 C-3 4040 952,50 37,50 44,45 112,71 60,33 12,70 101,60 28,58 64,41 PHP 3-5V3750TB
1267,46  C-3 4040 1270,00 50,00 44,45 112,71 60,33 12,70 101,60 28,58 91,63 PHP 3-5V5000TB

5v 4 177,80 B-1 25179 180,34 7,10 19,05 63,50 77,79 33,34 44,45 - 6,80 PHP 4-5V710TB
187,96 B-1 25179 190,50 7,50 19,05 63,50 77,79 33,34 44,45 - 8,16 PHP 4-5V750TB
200,66 B-1 25179 203,20 8,00 19,05 63,50 77,79 33,34 44,45 - 9,53 PHP 4-5v800TB
213,36 B-2 25179 215,90 8,50 19,05 63,50 77,79 33,34 44,45 - 9,07 PHP 4-5V850TB
226,06 B-2 25179 228,60 9,00 19,05 63,50 77,79 33,34 44,45 - 9,98 PHP 4-5V900TB
232,41 A-1 3020 234,95 9,25 31,75 76,20 77,79 12,70 50,80 14,29 12,25 PHP 4-5V925TB
24511 A-1 3020 247,65 9,75 31,75 76,20 77,79 12,70 50,80 14,29 14,06 PHP 4-5V975TB
259,08 A-2 3020 261,62 10,30 31,75 76,20 77,79 12,70 50,80 14,29 12,70 PHP 4-5V1030TB
274,32 A-2 3020 276,86 10,90 31,75 76,20 77,79 12,70 50,80 14,29 14,06 PHP 4-5V1090TB
297,18 A-2 3020 299,72 11,80 31,75 76,20 77,79 12,70 50,80 14,29 15,42 PHP 4-5V1180TB
314,96 A-2 3020 317,50 12,50 31,75 76,20 77,79 - 76,20 1,59 18,14 PHP 4-5V1250TB
332,74 A-3 3020 335,28 13,20 31,75 76,20 77,79 - 76,20 1,59 19,05 PHP 4-5V1320TB
353,06 C-2 35351 355,60 14,00 50,80 100,01 77,79 - 88,90 11,11 21,77 PHP 4-5V1400TB
378,46 C-3 35351 381,00 15,00 50,80 100,01 77,79 - 88,90 11,11 23,59 PHP 4-5V1500TB
403,86 c-3 35351 406,40 16,00 50,80 100,01 77,79 - 88,90 11,11 24,04 PHP 4-5V1600TB
535,94 C-3 35351 538,48 21,20 50,80 100,01 77,79 - 88,90 11,11 32,66 PHP 4-5V2120TB
708,66 C-3 35351 711,20 28,00 50,80 100,01 77,79 - 88,90 11,11 46,72 PHP 4-5V2800TB
949,96 C-3 4040 952,50 37,50 L4 45 112,71 77,79 - 101,60 23,81 78,02 PHP 4-5V3750TB
1267,46  C-3 4040 1270,00 50,00 L4 45 112,71 77,79 - 101,60 23,81 100,70 PHP 4-5V5000TB

5V 5 177,80 A-1 3020 180,34 7,10 31,75 76,20 95,25 12,70 50,80 31,75 7,26 PHP 5-5V710TB
187,96 A-1 3020 190,50 7,50 31,75 76,20 95,25 12,70 50,80 31,75 816 PHP 5-5V750TB
200,66 A-1 3020 203,20 8,00 31,75 76,20 95,25 12,70 50,80 31,75 9,98 PHP 5-5V800TB
213,36 A-1 3020 215,90 8,50 31,75 76,20 95,25 12,70 50,80 31,75 11,79 PHP 5-5V850TB
226,06 A-1 3020 228,60 9,00 31,75 76,20 95,25 12,70 50,80 31,75 13,15 PHP 5-5V900TB
232,41 A-1 3020 234,95 9,25 31,75 76,20 95,25 12,70 50,80 31,75 13,61 PHP 5-5V925TB
24511 A-1 3020 247,65 9,75 31,75 76,20 95,25 12,70 50,80 31,75 15,42 PHP 5-5V975TB
259,08 A-2 3020 261,62 10,30 31,75 76,20 95,25 12,70 50,80 31,75 14,51 PHP 5-5V1030TB
274,32 A-2 3020 276,86 10,90 31,75 76,20 95,25 12,70 50,80 31,75 15,42 PHP 5-5V1090TB
297,18 A-2 3020 299,72 11,80 31,75 76,20 95,25 12,70 50,80 31,75 17,69 PHP 5-5V1180TB
314,96 A-2 35351 317,50 12,50 50,80 100,01 95,25 - 88,90 6,35 24,49 PHP 5-5V1250TB
332,74 A-2 35351 335,28 13,20 50,80 100,01 95,25 - 88,90 6,35 25,85 PHP 5-5V1320TB
353,06 A-2 35351 355,60 14,00 50,80 100,01 95,25 - 88,90 6,35 24,49 PHP 5-5V1400TB
378,46 A-3 35351 381,00 15,00 50,80 100,01 95,25 - 88,90 6,35 25,40 PHP 5-5V1500TB
403,86 A-3 35351 406,40 16,00 50,80 100,01 95,25 - 88,90 6,35 26,31 PHP 5-5V1600TB
535,94 C-3 4040 538,48 21,20 44,45 112,71 95,25 . 101,60 6,35 41,73 PHP 5-5V2120TB
708,66 C-3 4040 711,20 28,00 44,45 112,71 95,25 . 101,60 6,35 53,07 PHP 5-5V2800TB
949,96 C-3 4040 952,50 37,50 44,45 112,71 95,25 - 101,60 6,35 82,55 PHP 5-5V3750TB
126746  C-3 4545 1270,00 50,00 57,15 125,41 95,25 - 114,30 19,05 125,19 PHP 5-5V5000TB

5V 6 177,80 A-1 3020 180,34 7,10 31,75 76,20 112,71 19,05 50,80 42,86 8,16 PHP 6-5V710 TB
187,96 A-1 3020 190,50 7,50 31,75 76,20 112,71 19,05 50,80 42,86 9,07 PHP 6-5V750 TB
200,66 A-1 3020 203,20 8,00 31,75 76,20 112,71 19,05 50,80 42,86 10,89 PHP 6-5V800 TB
213,36 A-1 3020 215,90 8,50 31,75 76,20 112,71 19,05 50,80 42,86 12,70 PHP 6-5V850 TB
226,06 A-1 3020 228,60 9,00 31,75 76,20 112,71 19,05 50,80 42,86 13,61 PHP 6-5V900 TB
232,41 A-1 35351 234,95 9,25 50,80 100,01 112,71 - 88,90 23,81 17,69 PHP 6-5V925 TB
24511 A-1 35351 247,65 9,75 50,80 100,01 112,71 - 88,90 23,81 20,87 PHP 6-5V975 TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Narrow wedge belt pulleys
5V taper bushed | 8V taper bushed
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Type C-2 Type C-3
Section Number of Pitch Pulley Bushing  Dimensions Mass?) Designation
grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.
- - mm - - mm in kg -
5V 6 259,08 A-1 35351 261,62 10,30 50,80 100,01 112,71 - 88,90 23,81 24,49 PHP 6-5V1030 TB
274,32 A-1 35351 276,86 10,90 50,80 100,01 112,71 - 88,90 23,81 28,12 PHP 6-5V1090 TB
297,18 A-2 35351 299,72 11,80 50,80 100,01 112,71 - 88,90 23,81 24,95 PHP 6-5V1180 TB
314,96 A-2 35351 317,50 12,50 50,80 100,01 112,71 - 88,90 23,81 26,31 PHP 6-5V1250 TB
332,74 A-2 35351 335,28 13,20 50,80 100,01 112,71 - 88,90 23,81 27,22 PHP 6-5V1320 TB
353,06 A-2 35351 355,60 14,00 50,80 100,01 112,71 - 88,90 23,81 26,76 PHP 6-5V1400 TB
378,46 A-2 4040 381,00 15,00 44,45 112,71 112,71 - 101,60 1111 3719 PHP 6-5V1500 TB
403,86 A-2 4040 406,40 16,00 44,45 112,71 112,71 - 101,60 1111 39,46 PHP 6-5V1600 TB
535,94 A-3 4040 538,48 21,20 44,45 112,71 112,71 . 101,60 11,11 46,27 PHP 6-5V2120 TB
708,66 A-3 4040 711,20 28,00 44,45 112,71 112,71 - 101,60 1111 62,14 PHP 6-5V2800 TB
949,96 C-3 4545 952,50 37,50 57,15 125,41 112,71 - 114,30 1,59 100,24 PHP 6-5V3750 TB
126746 C-3 4545 1270,00 50,00 57,15 125,41 112,71 - 114,30 1,59 134,26 PHP 6-5V5000 TB
5V 8 177,80 A-1 3030 180,34 7,10 31,75 76,20 147,64 25,40 76,20 46,04 10,89 PHP 8-5V710TB
187,96 A-1 3030 190,50 7,50 31,75 76,20 147,64 25,40 76,20 46,04 12,70 PHP 8-5V750TB
200,66 A-1 3030 203,20 8,00 31,75 76,20 147,64 25,40 76,20 46,04 14,97 PHP 8-5V800TB
213,36 A-1 3030 215,90 8,50 31,75 76,20 147,64 25,40 76,20 46,04 17,24 PHP 8-5V850TB
226,06 A-1 35351 228,60 9,00 50,80 100,01 147,64 25,40 88,90 33,34 19,96 PHP 8-5V900TB
232,41 A-1 35351 234,95 9,25 50,80 100,01 147,64 25,40 88,90 33,34 20,41 PHP 8-5V925TB
245,11 A-1 35351 247,65 9,75 50,80 100,01 147,64 25,40 88,90 33,34 23,13 PHP 8-5V975TB
259,08 A-1 35351 261,62 10,30 50,80 100,01 147,64 25,40 88,90 33,34 27,22 PHP 8-5v1030TB
274,32 A-1 35351 276,86 10,90 50,80 100,01 147,64 25,40 88,90 33,34 30,84 PHP 8-5V1090TB
297,18 A-2 35351 299,72 11,80 50,80 100,01 147,64 25,40 88,90 33,34 28,58 PHP 8-5V1180TB
314,96 A-2 4040 317,50 12,50 4445 112,71 147,64 6,35 101,60 39,69 37,19 PHP 8-5V1250TB
332,74 A-2 4040 335,28 13,20 44,45 112,71 147,64 6,35 101,60 39,69 37,19 PHP 8-5V1320TB
353,06 A-2 4040 355,60 14,00 44,45 112,71 147,64 6,35 101,60 39,69 39,46 PHP 8-5V1400TB
378,46 A-2 4040 381,00 15,00 44,45 112,71 147,64 6,35 101,60 39,69 44,00 PHP 8-5V1500TB
403,86 A-2 4040 406,40 16,00 44,45 112,71 147,64 6,35 101,60 39,69 46,27 PHP 8-5V1600TB
535,94 A-3 4040 538,48 21,20 44,45 112,71 147,64 6,35 101,60 39,69 55,34 PHP 8-5V2120TB
708,66 A-3 4545 711,20 28,00 57,15 125,41 147,64 6,35 114,30 26,99 79,83 PHP 8-5V2800TB
949,96 A-3 4545 952,50 37,50 57,15 125,41 147,64 6,35 114,30 26,99 122,92 PHP 8-5V3750TB
1267,46  A-3 4545 1270,00 50,00 57,15 125,41 147,64 6,35 114,30 26,99 161,48 PHP 8-5V5000TB
5V 10 200,66 A-1 3030 203,20 8,00 31,75 76,20 182,56 25,40 76,20 80,96 16,33 PHP 10-5v800TB
213,36 A-1 3030 215,90 8,50 31,75 76,20 182,56 25,40 76,20 80,96 19,05 PHP 10-5V850TB
226,06 A-1 35351 228,60 9,00 50,80 100,01 182,56 25,40 88,90 68,26 21,32 PHP 10-5V900TB
232,41 A-1 4040 234,95 9,25 44,45 112,71 182,56 25,40 101,60 55,03 20,87 PHP 10-5V925TB
24511 A-1 4040 247,65 9,75 44,45 112,71 182,56 25,40 101,60 55,03 24,49 PHP 10-5V975TB
259,08 A-1 4040 261,62 10,30 44,45 112,71 182,56 25,40 101,60 55,03 29,03 PHP 10-5V1030TB
274,32 A-1 4040 276,86 10,90 44,45 112,71 182,56 25,40 101,60 55,03 3311 PHP 10-5V1090TB
284,48 A-1 4040 287,02 11,30 44,45 112,71 182,56 25,40 101,60 55,03 41,73 PHP 10-5V1130TB
297,18 A-1 4040 299,72 11,80 44,45 112,71 182,56 25,40 101,60 55,03 39,46 PHP 10-5v1180TB
314,96 A-2 4040 317,50 12,50 44,45 112,71 182,56 19,05 101,60 55,03 39,46 PHP 10-5V1250TB
332,74 A-2 4040 335,28 13,20 44,45 112,71 182,56 19,05 101,60 61,91 48,08 PHP 10-5V1320TB
353,06 A-2 4545 355,60 14,00 57,15 112,71 182,56 19,05 114,30 61,91 52,62 PHP 10-5V1400TB
378,46 A-2 4545 381,00 15,00 57,15 125,41 182,56 19,05 114,30 49,21 57,15 PHP 10-5V1500TB
403,86 A-2 4545 406,40 16,00 57,15 125,41 182,56 19,05 114,30 49,21 59,42 PHP 10-5V1600TB
472,44 A-2 4545 474,98 18,70 57,15 125,41 182,56 19,05 114,30 49,21 61,69 PHP 10-5V1870TB
535,94 A-3 4545 538,48 21,20 57,15 125,41 182,56 19,05 114,30 49,21 63,05 PHP 10-5V2120TB
708,66 A-3 4545 711,20 28,00 57,15 125,41 182,56 19,05 114,30 49,21 86,64 PHP 10-5V2800TB
949,96 A-3 4545 952,50 37,50 57,15 125,41 182,56 19,05 114,30 49,21 143,34 PHP 10-5V3750TB
126746  A-3 5050 1270,00 50,00 69,85 127,00 182,56 19,05 127,00 36,51 194,14 PHP 10-5V5000TB
8V 4 312,42 A-1 4040 317,50 12,50 44,45 112,71 123,83 - 101,60 22,23 41,73 PHP 4-8V1250TB
330,20 A-1 4040 335,28 13,20 44,45 112,71 123,83 - 101,60 22,23 48,53 PHP 4-8V1320TB
350,52 A-1 4040 355,60 14,00 44,45 125,41 123,83 - 114,30 9,53 57,15 PHP 4-8V1400TB

1) Taper bushing needs to conform to coarse thread series (UNC) of the ASME/ANSI standard. To complete designation, add U before bushing number and bore size at the end of designation,
e.g. PHF TBU3535X70MM.
2) Mass does not include bushings.
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Narrow wedge belt pulleys

8V taper bushed
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.
- - mm - - mm in. kg -
8V 4 375,92 A-1 4040 381,00 15,00 4445 125,41 123,83 - 114,30 9,53 52,62 PHP 4-8V1500TB
401,32 A-2 4040 406,40 16,00 44,45 125,41 123,83 - 114,30 9,53 57,15 PHP 4-8V1600TB
426,72 A-2 4040 431,80 17,00 L4 45 125,41 123,83 - 114,30 9,53 61,69 PHP 4-8V1700TB
452,12 A-2 4040 457,20 18,00 L4 45 125,41 123,83 - 114,30 9,53 66,22 PHP 4-8v1800TB
477,52 A-2 4040 482,60 19,00 4445 125,41 123,83 - 114,30 9,53 73,03 PHP 4-8v1900TB
502,92 A-2 4545 508,00 20,00 57,15 125,41 123,83 - 114,30 9,53 77,56 PHP 4-8V2000TB
533,40 A-3 4545 538,48 21,20 57,15 125,41 123,83 - 114,30 9,53 66,22 PHP 4-8V2120TB
563,88 A-3 4545 568,96 22,40 57,15 125,41 123,83 . 114,30 9,53 73,03 PHP 4-8V2240TB
756,92 A-3 4545 762,00 30,00 57,15 125,41 123,83 . 114,30 9,53 113,85 PHP 4-8V3000TB
896,62 A-3 4545 901,70 35,50 57,15 125,41 123,83 . 114,30 9,53 129,27 PHP 4-8V3550TB
101092 C-3 5050 1016,00 40,00 69,85 127,00 123,83 - 127,00 3,18 143,34 PHP 4-8V4000TB
112522 C-3 5050 1130,30 44,50 69,85 127,00 123,83 - 127,00 3,18 185,07 PHP 4-8V4450TB
134112  C-3 5050 1346,20 53,00 69,85 127,00 123,83 - 127,00 3,18 215,91 PHP 4-8V5300TB
8V 5 312,42 A-1 4040 317,50 12,50 4445 125,41 152,40 - 114,30 38,10 43,54 PHP 5-8V1250TB
330,20 A-1 4040 335,28 13,20 44,45 125,41 152,40 - 114,30 38,10 52,62 PHP 5-8V1320TB
350,52 A-1 4040 355,60 14,00 44,45 125,41 152,40 - 114,30 38,10 61,69 PHP 5-8V1400TB
375,92 A-1 4040 381,00 15,00 L4445 125,41 152,40 - 114,30 38,10 59,42 PHP 5-8V1500TB
401,32 A-1 4040 406,40 16,00 44,45 125,41 152,40 - 114,30 38,10 63,96 PHP 5-8V1600TB
426,72 A-2 4040 431,80 17,00 44,45 125,41 152,40 - 114,30 38,10 66,22 PHP 5-8V1700TB
452,12 A-2 4040 457,20 18,00 44,45 125,41 152,40 - 114,30 38,10 70,76 PHP 5-8v1800TB
477,52 A-2 4040 482,60 19,00 44,45 125,41 152,40 - 114,30 38,10 79,83 PHP 5-8V1900TB
502,92 A-2 4545 508,00 20,00 57,15 125,41 152,40 - 114,30 38,10 84,37 PHP 5-8V2000TB
533,40 A-3 4545 538,48 21,20 57,15 125,41 152,40 - 114,30 38,10 73,03 PHP 5-8v2120TB
563,88 A-3 4545 568,96 22,40 57,15 125,41 152,40 - 114,30 38,10 79,83 PHP 5-8V2240TB
624,84 A-3 4545 629,92 24,80 57,15 125,41 152,40 - 114,30 38,10 106,59 PHP 5-8V2480TB
756,92 A-3 4545 762,00 30,00 57,15 125,41 152,40 - 114,30 38,10 122,92 PHP 5-8V3000TB
896,62 A-3 4545 901,70 35,50 57,15 125,41 152,40 - 114,30 38,10 147,42 PHP 5-8V3550TB
101092 A-3 5050 1016,00 40,00 69,85 127,00 152,40 - 127,00 25,40 158,76 PHP 5-8V4000TB
112522  A-3 5050 1130,30 44,50 69,85 127,00 152,40 - 127,00 25,40 186,43 PHP 5-8V4450TB
134112 A-3 5050 1346,20 53,00 69,85 127,00 152,40 . 127,00 25,40 256,28 PHP 5-8V5300TB
8V 6 312,42 A-1 4545 317,50 12,50 57,15 125,41 155,58 12,70 114,30 53,98 47,63 PHP 6-8V1250TB
330,20 A-1 4545 335,28 13,20 57,15 125,41 155,58 12,70 114,30 53,98 56,70 PHP 6-8V1320TB
350,52 A-1 4545 355,60 14,00 57,15 125,41 155,58 12,70 114,30 53,98 65,77 PHP 6-8V1400TB
375,92 A-1 4545 381,00 15,00 57,15 125,41 155,58 12,70 114,30 53,98 77,11 PHP 6-8V1500TB
401,32 A-2 4545 406,40 16,00 57,15 125,41 155,58 12,70 114,30 53,98 65,77 PHP 6-8V1600TB
426,72 A-2 4545 431,80 17,00 57,15 125,41 155,58 12,70 114,30 53,98 68,04 PHP 6-8V1700TB
452,12 A-2 4545 457,20 18,00 57,15 125,41 155,58 12,70 114,30 53,98 72,57 PHP 6-8v1800TB
477,52 A-2 4545 482,60 19,00 57,15 125,41 155,58 12,70 114,30 53,98 83,91 PHP 6-8V1900TB
502,92 A-2 4545 508,00 20,00 57,15 125,41 155,58 12,70 114,30 53,98 90,72 PHP 6-8v2000TB
533,40 A-3 4545 538,48 21,20 57,15 125,41 155,58 12,70 114,30 53,98 7711 PHP 6-8V2120TB
563,88 A-3 4545 568,96 22,40 57,15 125,41 155,58 12,70 114,30 53,98 81,65 PHP 6-8V2240TB
624,84 A-3 4545 629,92 24,80 57,15 125,41 155,58 12,70 114,30 53,98 107,95 PHP 6-8V2480TB
756,92 A-3 5050 762,00 30,00 69,85 127,00 155,58 12,70 127,00 41,28 129,27 PHP 6-8V3000TB
896,62 A-3 5050 901,70 35,50 69,85 127,00 155,58 12,70 127,00 41,28 152,41 PHP 6-8V3550TB
1010,92 A-3 5050 1016,00 40,00 69,85 127,00 155,58 12,70 127,00 41,28 170,10 PHP 6-8v4000TB
112522 A-3 5050 1130,30 44,50 69,85 127,00 155,58 12,70 127,00 41,28 197,77 PHP 6-8V4450TB
134112 A-3 5050 1346,20 53,00 69,85 127,00 155,58 12,70 127,00 41,28 269,89 PHP 6-8V5300TB
8V 8 312,42 A-1 4545 317,50 12,50 57,15 125,41 238,13 38,10 114,30 85,73 56,70 PHP 8-8V1250TB
330,20 A-1 4545 335,28 13,20 57,15 125,41 238,13 38,10 114,30 85,73 61,23 PHP 8-8V1320TB
350,52 A-1 4545 355,60 14,00 57,15 125,41 238,13 38,10 114,30 85,73 70,31 PHP 8-8V1400TB
375,92 A-1 4545 381,00 15,00 57,15 125,41 238,13 38,10 114,30 85,73 81,65 PHP 8-8v1500TB
401,32 A-1 4545 406,40 16,00 57,15 125,41 238,13 38,10 114,30 85,73 72,57 PHP 8-8V1600TB

* Mass does not include bushings.
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Narrow wedge belt pulleys

8V taper bushed
Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D B F E L M
Min. Max.

- - mm - - mm in. kg -

8V 8 426,72 A-2 5050 431,80 17,00 69,85 127,00 238,13 38,10 127,00 85,73 79,83 PHP 8-8V1700TB
452,12 A-2 5050 457,20 18,00 69,85 127,00 238,13 25,40 127,00 85,73 86,18 PHP 8-8V1800TB
477,52 A-2 5050 482,60 19,00 69,85 127,00 238,13 25,40 127,00 85,73 95,25 PHP 8-8V1900TB
502,92 A-2 5050 508,00 20,00 69,85 127,00 238,13 25,40 127,00 85,73 102,06 PHP 8-8V2000TB
533,40 A-2 5050 538,48 21,20 69,85 127,00 238,13 25,40 127,00 85,73 111,13 PHP 8-8V2120TB
563,88 A-3 5050 568,96 22,40 69,85 127,00 238,13 25,40 127,00 85,73 136,08 PHP 8-8V2240TB
624,84 A-3 5050 629,92 24,80 69,85 127,00 238,13 25,40 127,00 85,73 140,16 PHP 8-8v2480TB
756,92 A-3 5050 762,00 30,00 69,85 127,00 238,13 25,40 127,00 85,73 142,88 PHP 8-8V3000TB
896,62 A-3 5050 901,70 35,50 69,85 127,00 238,13 25,40 127,00 85,73 188,24 PHP 8-8V3550TB
1010,92 A-3 5050 1016,00 40,00 69,85 127,00 238,13 25,40 127,00 85,73 213,19 PHP 8-8V4000TB
112522 A-3 5050 1130,30 44,50 69,85 127,00 238,13 25,40 127,00 85,73 265,35 PHP 8-8V4450TB
134112 A-3 6050 1346,20 53,00 69,85 127,00 238,13 25,40 127,00 85,73 317,51 PHP 8-8V5300TB

8V 10 330,20 A-1 4545 335,28 13,20 57,15 125,41 295,28 25,40 114,30 155,58 68,04 PHP 10-8v1320TB
350,52 A-1 4545 355,60 14,00 57,15 125,41 295,28 25,40 114,30 155,58 79,38 PHP 10-8V1400TB
375,92 A-1 5050 381,00 15,00 69,85 127,00 295,28 25,40 127,00 142,88 79,38 PHP 10-8v1500TB
401,32 A-1 5050 406,40 16,00 69,85 127,00 295,28 25,40 127,00 142,88 99,79 PHP 10-8V1600TB
426,72 A-2 5050 431,80 17,00 69,85 127,00 295,28 57,15 127,00 111,13 83,91 PHP 10-8v1700TB
452,12 A-2 5050 457,20 18,00 69,85 127,00 295,28 57,15 127,00 111,13 99,79 PHP 10-8v1800TB
477,52 A-2 5050 482,60 19,00 69,85 127,00 295,28 57,15 127,00 111,13 108,86 PHP 10-8V1900TB
502,92 A-2 5050 508,00 20,00 69,85 127,00 295,28 57,15 127,00 111,13 117,93 PHP 10-8v2000TB
533,40 A-2 5050 538,48 21,20 69,85 127,00 295,28 57,15 127,00 111,13 127,01 PHP 10-8v2120TB
563,88 A-3 5050 568,96 22,40 69,85 127,00 295,28 57,15 127,00 111,13 151,95 PHP 10-8V2240TB
624,84 A-3 5050 629,92 24,80 69,85 127,00 295,28 57,15 127,00 111,13 162,39 PHP 10-8V2480TB
756,92 A-3 5050 762,00 30,00 69,85 127,00 295,28 57,15 127,00 111,13 167,83 PHP 10-8v3000TB
896,62 A-3 5050 901,70 35,50 69,85 127,00 295,28 57,15 127,00 111,13 217,72 PHP 10-8V3550TB
101092 A-3 5050 1016,00 40,00 69,85 127,00 295,28 57,15 127,00 111,13 249,48 PHP 10-8V4000TB
112522  A-3 6050 1130,30 44,50 69,85 127,00 295,28 57,15 127,00 111,13 306,17 PHP 10-8V4450TB
134112 A-3 6050 1346,20 53,00 69,85 127,00 295,28 57,15 127,00 111,13 394,63 PHP 10-8V5300TB

* Mass does not include bushings.
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D Bore E F L M
Min. Max.
- - mm - - mm in kg -
3V 1 54,61 E-1 JA 55,88 2,20 12,70 31,75 15,88 17,46 25,40 24 0.2 PHP 1-3V220-JA
58,42 E-1 JA 59,69 2,35 12,70 31,75 15,08 17,46 25,40 23 0.2 PHP 1-3Vv235-JA
62,23 E-1 JA 63,50 2,50 12,70 31,75 15,08 17,46 25,40 23 0,2 PHP 1-3V250-JA
66,04 D-1 JA 67,31 2,65 12,70 31,75 9,53 17,46 25,40 2 03 PHP 1-3V265-JA
69,85 D-1 JA 71,12 2,80 12,70 31,75 9,53 17,46 25,40 2 03 PHP 1-3v280-JA
74,93 D-1 JA 76,20 3,00 12,70 31,75 9,53 17,46 25,40 2 0.4 PHP 1-3V300-JA
78,74 D-1 JA 80,01 3,15 12,70 31,75 9,53 17,46 25,40 2 0.4 PHP 1-3V315-JA
83,82 D-1 JA 85,09 3,35 12,70 31,75 9,53 17,46 25,40 2 0,5 PHP 1-3V335-JA
91,44 D-1 SH 92,71 3,65 12,70 41,28 16,67 17,46 33,34 1 0,6 PHP 1-3V365-SH
103,38 D-1 SH 104,65 4,12 12,70 41,28 16,67 17,46 33,34 1 08 PHP 1-3V412-SH
113,03 D-1 SH 114,30 4,50 12,70 41,28 16,67 17,46 33,34 1 1,0 PHP 1-3V450-SH
119,38 D-1 SH 120,65 4,75 12,70 41,28 16,67 17,46 3334 1 11 PHP 1-3V475-SH
125,73 D-1 SH 127,00 5,00 12,70 41,28 16,67 17,46 33,34 1 1,2 PHP 1-3V500-SH
133,35 D-1 SH 134,62 5,30 12,70 41,28 16,67 17,46 33,34 1 13 PHP 1-3V530-SH
140,97 D-2 SH 142,24 5,60 12,70 41,28 16,67 17,46 33,34 1 1,4 PHP 1-3V560-SH
151,13 D-2 SH 152,40 6,00 12,70 41,28 16,67 17,46 33,34 1 15 PHP 1-3V600-SH
163,83 D-2 SH 165,10 6,50 12,70 41,28 16,67 17,46 33,34 1 1,9 PHP 1-3V650-SH
173,99 D-3 SH 175,26 6,90 12,70 41,28 16,67 17,46 33,34 1 2,0 PHP 1-3V690-SH
201,93 D-3 SDS 203,20 8,00 12,70 50,80 16,67 17,46 33,34 1 2,6 PHP 1-3V800-SDS
267,97 D-3 SDS 269,24 10,60 12,70 50,80 16,67 17,46 33,34 1 3,6 PHP 1-3V1060-SDS
354,33 C-3 SK 355,60 14,00 12,70 66,68 19,84 17,46 3334 12 6,7 PHP 1-3V1400-SK
481,33 C-3 SK 482,60 19,00 12,70 66,68 19,84 17,46 33,34 12 10,9 PHP 1-3V1900-SK
3V 2 54,61 E-1 JA 55,88 2,20 12,70 31,75 8,73 27,78 25,40 24 03 PHP 2-3v220-JA
58,42 E-1 JA 59,69 2,35 12,70 31,75 25,40 27,78 25,40 23 03 PHP 2-3Vv235-JA
62,23 E-1 JA 63,50 2,50 12,70 31,75 25,40 27,78 25,40 23 03 PHP 2-3V250-JA
66,04 D-1 JA 67,31 2,65 12,70 31,75 9,53 27,78 25,40 12 04 PHP 2-3V265-JA
69,85 D-1 JA 71,12 2,80 12,70 31,75 9,53 27,78 25,40 12 0,4 PHP 2-3v280-JA
74,93 D-1 JA 76,20 3,00 12,70 31,75 9,53 27,78 25,40 12 05 PHP 2-3V300-JA
78,74 D-1 JA 80,01 3,15 12,70 31,75 9,53 27,78 25,40 12 05 PHP 2-3V315-JA
83,82 D-1 SH 85,09 3,35 12,70 41,28 13,49 27,78 33,34 8 0,6 PHP 2-3V335-SH
91,44 D-1 SH 92,71 3,65 12,70 41,28 13,49 27,78 33,34 8 0,7 PHP 2-3V365-SH
103,38 D-1 SH 104,65 4,12 12,70 41,28 8,73 27,78 33,34 3 1,0 PHP 2-3V412-SH
113,03 D-1 SH 114,30 4,50 12,70 41,28 8,73 27,78 3334 3 12 PHP 2-3V450-SH
119,38 D-1 SH 120,65 4,75 12,70 41,28 8,73 27,78 33,34 3 1.4 PHP 2-3V475-SH
125,73 D-1 SH 127,00 5,00 12,70 41,28 8,73 27,78 33,34 3 15 PHP 2-3V500-SH
133,35 D-1 SH 134,62 5,30 12,70 41,28 8,73 27,78 33,34 3 18 PHP 2-3V530-SH
140,97 D-2 SH 142,24 5,60 12,70 41,28 8,73 27,78 33,34 3 18 PHP 2-3V560-SH
151,13 D-2 SH 152,40 6,00 12,70 41,28 8,73 27,78 33,34 3 2,0 PHP 2-3V600-SH
163,83 D-2 SDS 165,10 6,50 12,70 50,80 8,73 27,78 33,34 3 2,7 PHP 2-3V650-5DS
173,99 D-2 SDS 175,26 6,90 12,70 50,80 8,73 27,78 33,34 3 34 PHP 2-3V690-5DS
201,93 D-3 SDS 203,20 8,00 12,70 50,80 8,73 27,78 33,34 3 39 PHP 2-3V800-5DS
267,97 C-3 SK 269,24 10,60 12,70 66,68 13,49 27,78 33,34 8 57 PHP 2-3V1060-SK
354,33 C-3 SK 355,60 14,00 12,70 66,68 13,49 27,78 33,34 8 8,9 PHP 2-3V1400-SK
481,33 C-3 SK 482,60 19,00 12,70 66,68 13,49 27,78 33,34 8 12,3 PHP 2-3V1900-SK
633,73 c-3 SF 635,00 25,00 12,70 74,61 15,08 27,78 52,39 10 17,2 PHP 2-3V2500-SF
3V 3 62,23 E-1 JA 63,50 2,50 12,70 31,75 35,72 38,10 25,40 23 04 PHP 3-3V250-JA
66,04 D-1 JA 67,31 2,65 12,70 31,75 9,53 38,10 25,40 22 05 PHP 3-3V265-JA
69,85 D-1 JA 71,12 2,80 12,70 31,75 9,53 38,10 25,40 22 0,6 PHP 3-3v280-JA
74,93 E-1 SH 76,20 3,00 12,70 41,28 29,37 38,10 33,34 25 03 PHP 3-3V300-SH
78,74 E-1 SH 80,01 3,15 12,70 41,28 29,37 38,10 33,34 25 08 PHP 3-3V315-SH
83,82 D-1 SH 85,09 3,35 12,70 41,28 13,49 38,10 3334 18 09 PHP 3-3V335-SH
91,44 D-1 SH 92,71 3,65 12,70 41,28 13,49 38,10 33,34 18 1,0 PHP 3-3V365-SH
103,38 A-1 SH 104,65 4,12 12,70 41,28 0,79 38,10 33,34 4 13 PHP 3-3V412-SH

* Mass does not include bushings.
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Section Number of Pitch Pulley Bushing  Dimensions Mass* Designation
grooves diameter type number  Outer
diameter
PD 0D Bore E F L M
Min. Max.
- - mm - - mm in kg -
3v 3 113,03 A-1 SDS 114,30 4,50 12,70 50,80 0,79 38,10 33,34 4 1,6 PHP 3-3V450-SDS
119,38 A-1 SDS 120,65 4,75 12,70 50,80 0,79 38,10 33,34 4 1,8 PHP 3-3V475-SDS
125,73 A-1 SDS 127,00 5,00 12,70 50,80 0,79 38,10 3334 4 2,0 PHP 3-3V500-SDS
133,35 A-1 SDS 134,62 5,30 12,70 50,80 0,79 38,10 3334 4 2,4 PHP 3-3V530-SDS
140,97 A-1 SDS 142,24 5,60 12,70 50,80 0,79 38,10 33,34 4 2,7 PHP 3-3V560-SDS
151,13 A-2 SDS 152,40 6,00 12,70 50,80 0,79 38,10 33,34 4 32 PHP 3-3V600-5DS
163,83 A-2 SDS 165,10 6,50 12,70 50,80 0,79 38,10 33,34 4 37 PHP 3-3V650-5DS
173,99 A-2 SDS 175,26 6,90 12,70 50,80 0,79 38,10 33,34 4 4,0 PHP 3-3V690-SDS
201,93 D-2 SK 203,20 8,00 12,70 66,68 13,49 38,10 33,34 2 51 PHP 3-3V800-SK
267,97 D-3 SK 269,24 10,60 12,70 66,68 13,49 38,10 33,34 2 6,4 PHP 3-3V1060-SK
354,33 D-3 SK 355,60 14,00 12,70 66,68 13,49 38,10 33,34 2 9,8 PHP 3-3V1400-SK
405,13 D-3 SK 406,40 16,00 12,70 66,68 13,49 38,10 33,34 2 11,4 PHP 3-3V1600-SK
481,33 D-3 SF 482,60 19,00 12,70 74,61 15,08 38,10 52,39 1 14,6 PHP 3-3V1900-SF
633,73 D-3 SF 635,00 25,00 12,70 74,61 15,08 38,10 52,39 1 22,7 PHP 3-3V2500-SF
849,63 D-3 SF 850,90 33,50 22,23 88,90 15,08 38,10 52,39 1 354 PHP 3-3V3350-SF
3v 4 66,04 D-1 JA 67,31 2,65 12,70 31,75 9,53 48,42 25,40 15 0,6 PHP 4-3V265-JA
69,85 D-1 JA 71,12 2,80 12,70 31,75 9,53 48,42 25,40 15 08 PHP 4-3vV280-JA
74,93 E-1 SH 76,20 3,00 12,70 41,28 12,70 48,42 33,34 23 0,9 PHP 4-3V300-SH
78,74 E-1 SH 80,01 3,15 12,70 41,28 12,70 48,42 33,34 23 1,0 PHP 4-3V315-SH
83,82 D-1 SH 85,09 3,35 12,70 41,28 13,49 48,42 33,34 29 1,0 PHP 4-3V335-SH
91,44 D-1 SH 92,71 3,65 12,70 41,28 13,49 48,42 33,34 29 1.3 PHP 4-3V365-SH
103,38 A-1 SH 104,65 4,12 12,70 41,28 3,97 48,42 33,34 11 1,5 PHP 4-3V412-SH
113,03 A-1 SDS 114,30 4,50 12,70 50,80 3,97 48,42 33,34 11 1,8 PHP 4-3V450-SDS
119,38 A-1 SDS 120,65 4,75 12,70 50,80 3,97 48,42 33,34 11 21 PHP 4-3V475-SDS
125,73 A-1 SDS 127,00 5,00 12,70 50,80 3,97 48,42 33,34 11 2.4 PHP 4-3V500-SDS
133,35 A-1 SDS 134,62 5,30 12,70 50,80 3,97 48,42 33,34 11 2,6 PHP 4-3V530-SDS
140,97 A-1 SDS 142,24 5,60 12,70 50,80 3,97 48,42 33,34 11 31 PHP 4-3V560-SDS
151,13 D-1 SK 152,40 6,00 12,70 66,68 3,97 48,42 33,34 3 38 PHP 4-3V600-SK
163,83 D-1 SK 165,10 6,50 12,70 66,68 3,97 48,42 33,34 3 4,5 PHP 4-3V650-SK
173,99 D-1 SK 175,26 6,90 12,70 66,68 3,97 48,42 33,34 3 5.4 PHP 4-3V690-SK
201,93 D-2 SK 203,20 8,00 12,70 66,68 3,97 48,42 33,34 3 59 PHP 4-3V800-SK
267,97 D-3 SK 269,24 10,60 12,70 66,68 3,97 48,42 33,34 3 7.5 PHP 4-3V1060-SK
354,33 D-3 SK 355,60 14,00 12,70 66,68 3,97 48,42 33,34 3 10,2 PHP 4-3V1400-SK
405,13 D-3 SK 406,40 16,00 12,70 66,68 3,97 48,42 33,34 3 12,6 PHP 4-3V1600-SK
481,33 D-3 SF 482,60 19,00 12,70 74,61 5,56 48,42 52,39 2 15,9 PHP 4-3V1900-SF
633,73 D-3 SF 635,00 25,00 12,70 74,61 5,56 48,42 52,39 2 25,9 PHP 4-3V2500-SF
849,63 C-3 E 850,90 33,50 22,23 88,90 16,67 48,42 69,85 5 381 PHP 4-3V3350-E
3v 5 119,38 A-1 SDS 120,65 4,75 12,70 50,80 3,97 58,74 49,21 21 23 PHP 5-3V475-SDS
125,73 A-1 SDS 127,00 5,00 12,70 50,80 3,97 58,74 49,21 21 2,6 PHP 5-3V500-5DS
133,35 A-1 SK 134,62 5,30 12,70 66,68 3,97 58,74 49,21 6 3,0 PHP 5-3V530-SK
140,97 A-1 SK 142,24 5,60 12,70 66,68 3,97 58,74 49,21 6 3,4 PHP 5-3V560-SK
151,13 A-1 SK 152,40 6,00 12,70 66,68 3,97 58,74 49,21 6 4,0 PHP 5-3V600-SK
163,83 A-2 SK 165,10 6,50 12,70 66,68 3,97 58,74 49,21 6 4,8 PHP 5-3V650-SK
173,99 A-2 SK 175,26 6,90 12,70 66,68 3,97 58,74 49,21 6 58 PHP 5-3V690-SK
201,93 A-2 SK 203,20 8,00 12,70 66,68 3,97 58,74 49,21 6 6,3 PHP 5-3V800-SK
267,97 A-3 SK 269,24 10,60 12,70 66,68 3,97 58,74 49,21 6 7,7 PHP 5-3V1060-SK
354,33 A-3 SF 355,60 14,00 12,70 74,61 0,79 58,74 74,61 6 11,8 PHP 5-3V1400-SF
481,33 A-3 SF 482,60 19,00 12,70 74,61 0,79 58,74 74,61 6 18,6 PHP 5-3V1900-SF
633,73 D-3 E 635,00 25,00 22,23 88,90 13,49 58,74 69,85 2 28,6 PHP 5-3V2500-E
849,63 D-3 E 850,90 33,50 22,23 88,90 13,49 58,74 69,85 2 431 PHP 5-3V3350-E
3v 6 119,38 D-1 SK 120,65 4,75 12,70 66,68 16,67 69,06 49,21 37 2,7 PHP 6-3V475-SK
125,73 D-1 SK 127,00 5,00 12,70 66,68 16,67 69,06 49,21 37 2,9 PHP 6-3V500-SK
133,35 A-1 SK 134,62 5,30 12,70 66,68 13,49 69,06 49,21 6 31 PHP 6-3V530-SK

* Mass does not include bushings.
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- - mm - - mm in kg -
3V 6 140,97 A-1 SK 142,24 5,60 12,70 66,68 13,49 69,06 49,21 6 39 PHP 6-3V560-SK
151,13 A-1 SK 152,40 6,00 12,70 66,68 13,49 69,06 49,21 6 45 PHP 6-3V600-SK
163,83 A-1 SK 165,10 6,50 12,70 66,68 13,49 69,06 49,21 6 5.2 PHP 6-3V650-SK
173,99 A-1 SK 175,26 6,90 12,70 66,68 13,49 69,06 49,21 6 6,1 PHP 6-3V690-SK
201,93 A-2 SK 203,20 8,00 12,70 74,61 2,38 69,06 49,21 17 6,8 PHP 6-3v800-SK
267,97 A-3 SF 269,24 10,60 12,70 74,61 0,79 69,06 74,61 16 10,3 PHP 6-3V1060-SF
354,33 A-3 SF 355,60 14,00 22,23 88,90 0,79 69,06 74,61 16 13,4 PHP 6-3V1400-SF
481,33 D-3 E 482,60 19,00 22,23 88,90 3,97 69,06 69,85 3 20,0 PHP 6-3V1900-E
633,73 D-3 E 635,00 25,00 22,23 88,90 3,97 69,06 69,85 3 29,5 PHP 6-3V2500-E
849,63 D-3 E 850,90 33,50 22,23 88,90 3,97 69,06 69,85 3 45,8 PHP 6-3V3350-E
3V 8 119,38 D-1 SK 120,65 4,75 12,70 66,68 16,67 89,69 49,21 57 33 PHP 8-3V475-SK
125,73 D-1 SK 127,00 5,00 12,70 66,68 16,67 89,69 49,21 57 35 PHP 8-3V500-SK
133,35 A-1 SK 134,62 5,30 12,70 66,68 13,49 89,69 49,21 27 4,2 PHP 8-3V530-SK
140,97 A-1 SK 142,24 5,60 12,70 66,68 13,49 89,69 49,21 27 48 PHP 8-3V560-SK
151,13 A-1 SK 152,40 6,00 12,70 66,68 13,49 89,69 49,21 27 57 PHP 8-3V600-SK
163,83 A-1 SK 165,10 6,50 12,70 66,68 13,49 89,69 49,21 27 73 PHP 8-3V650-SK
173,99 A-1 SK 175,26 6,90 12,70 66,68 13,49 89,69 49,21 27 8,2 PHP 8-3V690-SK
201,93 A-1 SF 203,20 8,00 12,70 74,61 714 89,69 74,61 21 9.5 PHP 8-3V800-SF
267,97 A-2 SF 269,24 10,60 12,70 74,61 714 89,69 74,61 21 11,6 PHP 8-3V1060-SF
354,33 A-3 E 355,60 14,00 22,23 88,90 2,38 89,69 69,85 17 17,5 PHP 8-3V1400-E
481,33 A-3 E 482,60 19,00 22,23 88,90 2,38 89,69 69,85 17 24,5 PHP 8-3V1900-E
633,73 A-3 E 635,00 25,00 22,23 88,90 2,38 89,69 69,85 17 36,3 PHP 8-3V2500-E
849,63 D-3 F 850,90 33,50 25,40 101,60 714 89,69 95,25 17 14,5 PHP 8-3V3350-F
3V 10 119,38 D-1 SK 120,65 4,75 12,70 66,68 16,67 110,33 49,21 78 38 PHP 10-3V475-SK
125,73 D-1 SK 127,00 5,00 12,70 66,68 16,67 110,33 49,21 78 43 PHP 10-3V500-SK
133,35 A-1 SK 134,62 5,30 12,70 66,68 16,67 110,33 49,21 A 4,6 PHP 10-3V530-SK
140,97 A-1 SK 142,24 5,60 12,70 66,68 16,67 110,33 49,21 A 5.2 PHP 10-3V560-SK
151,13 A-1 SK 152,40 6,00 12,70 66,68 16,67 110,33 49,21 bh 6,6 PHP 10-3V600-SK
163,83 A-1 SK 165,10 6,50 12,70 66,68 16,67 110,33 49,21 bh 7,9 PHP 10-3V650-SK
173,99 A-1 SK 175,26 6,90 12,70 66,68 16,67 110,33 49,21 44 9.1 PHP 10-3V690-SK
201,93 A-1 SF 203,20 8,00 12,70 74,61 16,67 110,33 52,39 41 10,9 PHP 10-3V800-SF
267,97 A-2 E 269,24 10,60 22,23 88,90 2,38 110,33 52,39 38 13,7 PHP 10-3V1060-E
354,33 A-3 E 355,60 14,00 22,23 88,90 2,38 110,33 52,39 38 19,4 PHP 10-3V1400-E
481,33 A-3 E 482,60 19,00 22,23 88,90 2,38 110,33 52,39 38 29,0 PHP 10-3V1900-E
633,73 D-3 F 635,00 25,00 25,40 101,60 0,79 110,33 95,25 16 44,9 PHP 10-3V2500-F
849,63 D-3 F 850,90 33,50 25,40 101,60 0,79 110,33 120,65 16 71,7 PHP 10-3V3350-F
5V 2 109,22 D-1 SH 111,76 4,40 12,70 41,28 8,73 42,86 33,34 18 2,6 PHP 2-5V440-SH
115,57 E-1 SDS 118,11 4,65 12,70 50,80 21,43 42,86 33,34 12 30 PHP 2-5V465-5DS
121,92 A-1 SDS 124,46 4,90 12,70 50,80 0,79 42,86 33,34 9 31 PHP 2-5V490-5DS
129,54 A-1 SDS 132,08 5,20 12,70 50,80 0,79 42,86 33,34 9 32 PHP 2-5V520-5DS
137,16 A-1 SDS 139,70 5,50 12,70 50,80 0,79 42,86 33,34 9 33 PHP 2-5V550-5DS
147,32 A-1 SDS 149,86 5,90 12,70 50,80 0,79 42,86 33,34 9 3,5 PHP 2-5V590-SDS
157,48 D-1 SK 160,02 6,30 12,70 66,68 8,73 42,86 49,21 2 4,3 PHP 2-5V630-SK
167,64 D-1 SK 170,18 6,70 12,70 66,68 8,73 42,86 49,21 2 4,8 PHP 2-5V670-SK
177,80 D-1 SK 180,34 710 12,70 66,68 8,73 42,86 49,21 2 52 PHP 2-5V710-SK
187,96 D-1 SK 190,50 7,50 12,70 66,68 8,73 42,86 49,21 2 57 PHP 2-5V750-SK
200,66 D-2 SK 203,20 8,00 12,70 66,68 8,73 42,86 49,21 2 59 PHP 2-5V800-SK
213,36 D-2 SK 215,90 8,50 12,70 66,68 8,73 42,86 49,21 2 6,4 PHP 2-5V850-SK
226,06 D-3 SK 228,60 9,00 12,70 66,68 8,73 42,86 33,34 2 6,9 PHP 2-5V900-SK
232,41 D-3 SK 234,95 9,25 12,70 66,68 8,73 42,86 33,34 2 6,9 PHP 2-5V925-SK
24511 D-3 SK 247,65 9,75 12,70 66,68 8,73 42,86 49,21 2 7,0 PHP 2-5V975-SK
259,08 D-3 SK 261,62 10,30 12,70 66,68 8,73 42,86 49,21 2 7.0 PHP 2-5V1030-SK
274,32 D-3 SK 276,86 10,90 12,70 66,68 8,73 42,86 49,21 2 7.5 PHP 2-5V1090-SK

* Mass does not include bushings.
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5V 2 284,48 D-3 SK 287,02 11,30 12,70 66,68 8,73 42,86 49,21 2 81 PHP 2-5V1130-SK
297,18 D-3 SK 299,72 11,80 12,70 66,68 873 42,86 49,21 2 8,6 PHP 2-5V1180-SK
314,96 D-3 SF 317,50 12,50 12,70 74,61 10,32 42,86 52,39 1 9,5 PHP 2-5V1250-SF
332,74 D-3 SF 335,28 13,20 12,70 74,61 10,32 42,86 52,39 1 10,3 PHP 2-5V1320-SF
353,06 D-3 SF 355,60 14,00 12,70 74,61 10,32 42,86 52,39 1 11,5 PHP 2-5V1400-SF
378,46 D-3 SF 381,00 15,00 12,70 74,61 10,32 42,86 52,39 1 12,4 PHP 2-5V1500-SF
403,86 D-3 SF 406,40 16,00 12,70 74,61 10,32 42,86 52,39 1 13,2 PHP 2-5V1600-SF
472,44 D-3 SF 474,98 18,70 12,70 74,61 10,32 42,86 52,39 1 16,3 PHP 2-5V1870-SF
535,94 D-3 SF 538,48 21,20 12,70 74,61 10,32 42,86 26,99 1 19,5 PHP 2-5V2120-SF
596,90 C-3 E 599,44 23,60 22,23 88,90 23,02 42,86 69,85 4 25,0 PHP 2-5V2360-E
708,66 c-3 E 711,20 28,00 22,23 88,90 23,02 42,86 69,85 4 30,4 PHP 2-5V2800-E
5V 3 109,22 E-1 SDS 111,76 4,40 12,70 50,80 43,66 60,33 33,34 17 3 PHP 3-5V440-SDS
115,57 E-1 SDS 118,11 4,65 12,70 50,80 43,66 60,33 33,34 17 35 PHP 3-5V465-SDS
121,92 A-1 SDS 124,46 4,90 12,70 50,80 10,32 60,33 33,34 17 35 PHP 3-5V490-SDS
129,54 A-1 SDS 132,08 5,20 12,70 50,80 10,32 60,33 33,34 17 3,6 PHP 3-5V520-5DS
137,16 A-1 SDS 139,70 5,50 12,70 50,80 10,32 60,33 33,34 17 37 PHP 3-5V550-5DS
147,32 A-1 SDS 149,86 5,90 12,70 50,80 10,32 60,33 33,34 17 3,9 PHP 3-5V590-SDS
157,48 A-1 SK 160,02 6,30 12,70 66,68 714 60,33 49,21 4 4,7 PHP 3-5V630-SK
167,64 A-1 SK 170,18 6,70 12,70 66,68 714 60,33 49,21 4 53 PHP 3-5V670-SK
177,80 A-1 SF 180,34 7,10 12,70 74,61 3,97 60,33 52,39 4 58 PHP 3-5V710-SF
187,96 A-1 SF 190,50 7,50 12,70 74,61 3,97 60,33 52,39 4 6,8 PHP 3-5V750-SF
200,66 A-1 SF 203,20 8,00 12,70 74,61 3,97 60,33 52,39 4 7,5 PHP 3-5V800-SF
213,36 A-3 SF 215,90 8,50 12,70 74,61 3,97 60,33 52,39 4 8,2 PHP 3-5V850-SF
226,06 A-3 SF 228,60 9,00 12,70 74,61 3,97 60,33 52,39 4 9,0 PHP 3-5V900-SF
232,41 A-3 SF 234,95 9,25 12,70 74,61 3,97 60,33 52,39 4 9,4 PHP 3-5V925-SF
24511 A-3 SF 247,65 9,75 12,70 74,61 3,97 60,33 52,39 4 10,3 PHP 3-5V975-SF
259,08 A-3 SF 261,62 10,30 12,70 74,61 3,97 60,33 52,39 4 11,2 PHP 3-5V1030-SF
274,32 A-3 SF 276,86 10,90 12,70 74,61 3,97 60,33 52,39 4 12,1 PHP 3-5V1090-SF
284,48 A-3 SF 287,02 11,30 12,70 74,61 3,97 60,33 52,39 4 12,8 PHP 3-5V1130-SF
297,18 D-3 SF 299,72 11,80 12,70 74,61 3,97 60,33 52,39 4 13,5 PHP 3-5V1180-SF
314,96 D-3 E 317,50 12,50 22,23 88,90 10,32 60,33 69,85 1 15,4 PHP 3-5V1250-E
332,74 D-3 E 335,28 13,20 22,23 88,90 10,32 60,33 69,85 1 15,9 PHP 3-5V1320-E
353,06 D-3 E 355,60 14,00 22,23 88,90 10,32 60,33 69,85 1 16,8 PHP 3-5V1400-E
378,46 D-3 E 381,00 15,00 22,23 88,90 10,32 60,33 69,85 1 17,2 PHP 3-5V1500-E
403,86 D-3 E 406,40 16,00 22,23 88,90 10,32 60,33 69,85 1 17,8 PHP 3-5V1600-E
472,44 D-3 E 474,98 18,70 22,23 88,90 10,32 60,33 69,85 1 21,4 PHP 3-5V1870-E
535,94 D-3 E 538,48 21,20 22,23 88,90 10,32 60,33 69,85 1 25,0 PHP 3-5V2120-E
596,90 D-3 E 599,44 23,60 22,23 88,90 10,32 60,33 69,85 1 31,8 PHP 3-5V2360-E
708,66 D-3 E 711,20 28,00 22,23 88,90 10,32 60,33 69,85 1 39,2 PHP 3-5V2800-E
797,56 C-3 F 800,10 31,50 25,40 101,60 19,84 60,33 95,25 15 52,6 PHP 3-5V3150-F
949,96 C-3 F 952,50 37,50 25,40 101,60 19,84 60,33 95,25 15 64,0 PHP 3-5V3750-F
1267,46  C-3 F 1270,00 50,00 25,40 101,60 19,84 60,33 95,25 15 95,7 PHP 3-5V5000-F
5V 4 109,22 E-1 SD 111,76 4,40 12,70 50,80 48,42 77,79 46,04 17 3.4 PHP 4-5V440-SD
115,57 E-1 SD 118,11 4,65 12,70 50,80 48,42 77,79 46,04 17 36 PHP 4-5V465-SD
121,92 A-1 SD 124,46 4,90 12,70 50,80 16,67 77,79 46,04 15 39 PHP 4-5V490-SD
129,54 A-1 SD 132,08 5,20 12,70 50,80 16,67 77,79 46,04 15 4,0 PHP 4-5V520-SD
137,16 A-1 SD 139,70 5,50 12,70 50,80 16,67 77,79 46,04 15 4,2 PHP 4-5V550-SD
147,32 A-1 SD 149,86 5,90 12,70 50,80 16,67 77,79 46,04 15 4,6 PHP 4-5V590-SD
157,48 A-1 SK 160,02 6,30 12,70 66,68 13,49 77,79 49,21 15 5.4 PHP 4-5V630-SK
167,64 A-1 SK 170,18 6,70 12,70 66,68 13,49 77,79 49,21 15 6,2 PHP 4-5V670-SK
177,80 A-1 SF 180,34 7,10 12,70 74,61 5,56 77,79 52,39 20 6,8 PHP 4-5V710-SF
187,96 A-1 SF 190,50 7,50 12,70 74,61 5,56 77,79 52,39 20 7.7 PHP 4-5V750-SF

* Mass does not include bushings.
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